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SlimLine teras gideri

Jewel-B 990
Dekoratif profil

Nova 050
Kose yer siizgeci
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Paslanmaz celik yapi trinlerinin adi evimetal

EVIMETAL, 1967 yilindan giiniimiize kadar, paslanmaz celik kalip ve tasarimlari yapmakta, son 15
yildir ise dekoratif ve teknik profil, dus kanali, slizgeg, radyator, havlupan, uretmekte olup, inox yapi
Urlinleri sektoriinde oncii ve lider bir kurulus olarak faaliyet gdstermektedir.

iyi organize edilmis kalifiye Gretim glicliniin avantajlarina paralel olarak, ulusal yarismalarda
ddllere sahip tasarim grubu, kendini adamis yetkin satis glicti ve referanslarinin Evimetal'in
basarisinda bilyiik payi vardir. Uriinlerin kalitesi 1.sinif 304 kalite paslanmaz geligin sertifikall
glvencesi altindadir. Ayrica modern teknolojinin kullanimi, entegre Uretim tesisi, Uretim sUreci ile
uriin iglevselligine yonelik Ar-Ge calismalari, ISO 9001-2008 sistem kalite sertifikasi, BSCI - CE
standartlarina uygun Urlnleri ve ¢evre duyarliigi Evimetal'in kalite anlayisini yansitmaktadir.
Evimetal, tasarima énem verdigi kadar sektdruindeki uluslararasi gelismelerin de yakin takipgisidir.
100 farkli modelden gelistirilen 9 degisik renk ve yuzey ile, 3000’den fazla urilin, kullanicilarin en
karmasik ihtiyaclarina cevap verebilecek 6zelliklere sahiptir. Ayni zamanda bireysel ¢ézimler
Uretmek de mumkandur.

Turkiye’deki pazar payi ve itibari, Evimetal'i yurtdigina agilmaya itmis ve bu hedefe dogru
motive etmistir. Almanya, Fransa, italya, Yunanistan, ingiltere, ABD, Rusya Federasyonu,
Kosova, Romanya, Tirk Cumbhuriyetleri, iran, Suudi Arabistan, BAE, Katar, israil, Nijerya
Evimetal’in ihracat yaptigi pazarlardir.

Evimetal bu stratejik karar dogrultusunda yapi sektért, bayi ve distribltérlerine genis,
dinamik, uluslararasi standartlarda urln yelpazesini tam zamaninda, en iyi Grini en
uygun fiyat ve sartlarda temin etme sorumluluunu kosulsuz Ustlenmistir. Bu hedef
dogrultusunda Hadimkdy’deki yeni fabrika yatirrmini 2013 yilinda tamamlayarak tam
entegre bir tesis olarak uretime baslamistir. Evimetal alicilarini sadece musterileri olarak
degil, is ortaklari olarak degerlendirmektedir. Evimetal, modern ¢ézimleri ile tim musterilerine
kosulsuz misteri memnuniyeti hizmet anlayigi sunmaktadir.

. ®
The name of stainless steel construction products evimetal

EVIMETAL is a leader company in the sector of inox construction products. Since
1967 it has been engaged in the manufacture and design of stainless steel moulds
and the last fifteen years it has been producing decorative and technical profiles,
shower channels, drains, radiators, towel radiators and garden furniture.

Parallel to the advantages offered by a well-organized and qualified production force, a in
house design team that has won awards in national competitions, a competent and
dedicated sales force and its references play a significant role in Evimetal’s success. The
quality of our products is guaranteed through the use of certificated 1st class grade 304
stainless steel. In addition, the use of state of the art tecnolology, an integrated production
facility, R&D studies conducted for production process and product functionality, ISO

9001-2008 Quality system certificate, products conforming to BSCI - CE standard sand
environmental consciousness, all of that the sense of quality upheld by the firm.

As much as the importance it places on design Evimetal closely follows up international
developments in the sector. More than 3000 products with 9 different colors and surfaces
developed based on 100 different models are able to are able to meet the most complex
needs of customers requirements of users. The company also provides customised
solutions. Its market share and reputation in Turkey motivated Evimetal to expand its
business overseas.The export markets are Germany, France, Italy, Greece, UK, USA,
Russian Federation, Kosovo, Romania, Turkic Republics, Iran, Saudi Arabia, UAE, Qatar,
Israel and Nigeria. In line with this strategic decision Evimetal has assumed an unconditional
responsibility to supply to the construction sector, dealers and distributors its extensive and
dynamic product range that meets international standarts, in time delivery, offering the best
product at the most suitable prices and conditions. The new factory invesment in Hadimkdy
began production in 2013. Evimetal evaluate its purchasers as business partnerts
not only customers and offers complete customer satisfaction and products.
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Mimari projelerinizle
bitiinlitkk saglayan
coziimler

Evimetal, seramik profilleri ve gider
grubu irdinleri ile projelerinize

ozel ¢oziimler gelistirmektedir. Goz
alici tasarimlariyla hem dekoratif
hem de teknik profiller ile seramik
birlesimlerinde kusursuz bitigler,
milkemmel birlesimler saglamaktadir.

Yiiksek tahliye kapasitesine sahip
gider grubu iiriinleriyle her tiirlii
ihtiyaciniza uygun ¢éziimler
sunulmaktadir. Evimetal'in hemzemin
dus gideri, duvar gideri uygulamasi,
balkon veya teras gideri iiriinleri

ile projelerinizde fark yaratan
detaylara sahip olacaksiniz.

Bu farkhhgi saglayan ince diigiiniilmiis
detaylardan sadece birkac:

\ Zengin tasarim gesitleri

v Uygulama sonrasi miikemmel bitisler
\ Renk alternatifleri

V 1. kalite paslanmaz gelik malzeme

v Egim kolayhigi saglayan meyil profilleri
\ Yiikseklik ayar setleri



Dus keyfiniz engellenmesin

Form bitis profili

Duvar gideri ile Evimetal dusta yeni bir akim
baslatiyor. Sik goriiniimii, 3 farkl ylizey
alternatifi ile mimari projelerinizle biitiinliik
saglarken 100 cm’e kadar size dzel istediginiz
dlciilerde kesilebiliyor. Yiiksek tahliyeli ve koku
yapmayan sifon yapisi ile kolay montaj ve giivenli
kullanim saglyor.

WallLine




Modern tasarimlar,
Inovatif ve sik ¢ozimler




DUS KANALLARI VE SUZGECLER / SHOWER CHANNELS AND FLOOR DRAINS |

WallLine / Duvar gideri Sayfa/Page.12-15 SlimLine / Slot gider Sayfa/Page.16-21
yeni Urin yeni trin
new product new!duct

HighLine Sayfa/Page.22-25 ProLine Sayfa/Page.26 - 29
CompactLine Sayfa/Page.30-31 TrendLine Sayfa/Page.40-43

yeni trin

new product
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Uygulama yardimcilari / Application products Sf/P.44-47  Siizgecler / Floor drains Sayfa / Page 48-57

cniitin  Sizdirmazlik bandi
—
Isolation band

Meyil profili

Slope profile
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INOX BUILDING SOLUTIONS

evimetal”  Gider Grubu Urtin Secimi

Uriin Grubu / Product Range

Ay

Duvar Gideri / Wall Drain Slot Gideri / Slot Drain Dus Kanali / Shower Channel Yer Stizgeci / Floor Drain
Sayfa/Page:12-15 Sayfa/Page: 16 - 21 Sayfa/Page: 22 - 43 Sayfa/Page: 48 - 57

Kapak Modelleri / Cover Models

WallLine Imperia Sayfa / Page : 13 SlimLine Linea Sayfa / Page : 19 SlimLine Norma Sayfa / Page : 17
I - | ———— || T
HighLine Massive Sayfa / Page : 25 ProLine Nova Sayfa / Page : 27 ProLine Natura Sayfa / Page : 27
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ProLine Zeta Sayfa / Page : 28 ProLine Greka Sayfa / Page : 29 TrendLine Form - A Sayfa / Page : 41

Olciiler / Measurements

Duvar Gideri / WallLine 2100 cm (30 ile 100 cm arasi kesilebilir / Cuttable Product)
Slot Gider / Slot Drain :100 - 200 - 300 cm ( Kesilebilir Uriin / Cuttable Product)
Dus Kanali / Shower Channel :30-40-50-60-70-80-90-100- 120 cm.

Yer Stizgeci / Floor Drain :10x10 - 15x15- P 13.5 -"‘%36‘ cm.

Sifon Tipi ve Montaj Yuksekligi / Siphon Types & Assembly Height

h: 30/80 mm h: 50 mm h: 60 mm
h: 60 mm (Alttan cikisli / Vertical outlet) h: 80 mm (Alttan cikigl / Vertical outlet)  (Yandan ¢ikisli / Side outlet)
(Yandan gikish / Side outlet) 120 mm karot deligi (Yandan cikisl / Side outlet) 120 mm karot deligi 120 mm karot deligi
42 It / dak Core drill diameter 120 mm 60 It/ dak Core drill diameter 1220 mm  Core drill diameter 120 mm
42 It / min 48 It/ dak 60 It / min 66 It / dak 66 It / dak
48 It/ min 66 It/ min 66 It/ min
v H:60 mm v H:30/80 mm v H:80 mm v H:-50 mm v H:60 mm
Karot @ 120 mm Karot @ 120 mm
Y.8082 Core drill diameter @ 120 mm Core drill diameter @ 120 mm
Y.8086 Y.8130 Y.8135 ’
*Kokusuz / Odor free *Kokusuz / Odor free *Kokusuz / Odor free *Fermatiirsiiz / No odor part *Fermatiirsiiz / No odor part
*Debi tek sifon ile 42 1t/ dak. *Debi tek sifon ile 48 It / dak. *Debi tek sifon ile 60 It/ dak. *Debi tek sifon ile 66 It / dak. *Debi tek sifon ile 66 It / dak.
*Debi ift sifon ile 78 1t/ dak. *Debi ift sifon ile 86 It / dak. *Debi gift sifon ile 1121t/ dak. *Debi cift sifon ile 122 It / dak. *Debi cift sifon ile 122 It / dak.
*Flow with one siphon 42 It/ dak. *Flow with one siphon 48 it/ min. *Flow with one siphon 60 It / dak. *Flow with one siphon 66 It / min. *Flow with one siphon 66 It / min.

*Flow with two siphons78 It / dak. *Flow with two siphons 86 It/ min. *Flow with two siphons 112 It / dak. *Flow with two siphons 122 It / min. *Flow with two siphons 122 It / min. 7
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TEKNIiK PROFILLER / TECHNICAL PROFILES i

ler PRF.100 Sayfa/Page 59  fez PRF.500 Sayfa/Page 60

vera PRF.400 Sayfa/Page 61 ram PRF.800-820 Sayfa/Page 62

R F

form PRF.200-240 Sayfa/Page 66  rene PRF.300 Sayfa/Page 69

kot t PRF.790 Sayfa/Page 71 mare PRF.600

base PRF.940 Sayfa/Page 72 base PRF.900 Sayfa/Page 72
L
L LA
=
kot PRF.700-740 SayfalPage 73 kot PRF.750 Sayfa/Page 73
alfa PRF.290 SayfalPage 63 genex PRF.140 SayfalPage 75
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®
AKSESUAR VE TAMAMLAYICI URUNLER / ACCESSORIES and COMPLEMENTARY PRODUCTS n

SABUNLUK / SOAP DISH Sayfa/Page 125 SAMPUANLIK / SHAMPOO DISH Sayfa/Page 125 KAPAK TUTUCU Sayfa/Page 125
COVER HOLDER

& \/ €

DEKORATIF PROFILLER / DECORATIVE PROFILES

decoline
decoline B 907 Sayfa/Page 79  decoline B 908 Sayfa/Page 80 decoline B 720 Sayfa/Page 81 decoline B 645 Sayfa/Page 82  decoline B 685 SayfalPage 83
jewel MADE WITH SWAROVSKI® ELEMENTS
decoline B 740 Sayfa/Page 84 decoline B 730 Sayfa/Page 85 decoline B 750 Sayfa/Page 86 jewel B 880 Sayfa/Page 87 trendline B 675  Sayfa/Page 88
‘I/./.y

yeni drin

| |

new produc
jewel B 990 Sayfa/Page 89 jewel B 890 Sayfa/Page 90 jewel B 850 Sayfa/Page 91 jewel B 940 Sayfa/Page 92 jewel B 840 Sayfa/Page 93

jewel B 950 Sayfa/lPage 94  jewel B 988 Sayfa/Page 95

r



PASLANMAZ RADYATORLER / INOX RADIATORS n R

marinox Sayfa/Page 97 nerox- v Sayfa/Page 98 nerox - h Sayfa/Page 99 versa Sayfa/Page 100

karia Sayfa/Page 101 calix Sayfa/Page 102 lavian Sayfa/Page 103 harmony Sayfa/Page 104
g
i 3
valeo Sayfa/Page 105 Xenia Sayfa/Page 106 broni Sayfa/Page 107 ancha Sayfa/Page 108

epsilon Sayfa/Page 109




PASLANMAZ HAVLUPANLAR / @ n

trea Sayfa/Page 111 adora Sayfa/Page 112 kreon Sayfa/Page 113 troia Sayfa/Page 114

r
1
troisi Sayfa/Page 115 sedna Sayfa/Page 116 greka SayfalPage 117 mira Sayfa/Page 118
E I
|
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nova Sayfa/Page 119 dynamic Sayfa/Page 120 arden Sayfa/Page 121 aria Sayfa/Page 122

eos curve  Sayfa/lPage 123 vanalar SayfalPage 124

boru kapama

Sayfa/Page 124
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Egim kolayligi 30-100 cm arasi kesilebilen dlguler
Easy beveling 30-100 cm sizes that can be cuttable

Kolay temizlenebilen ve gikarilabilen masif kapak
Easy clean easy removable massive cover

Déner hazne ile kolay baglanti

Easy assembly with rotating siphon
Yuksek drenaja sahip S sistem sifon yapisi
High drainage S system siphon structure

Evimetal’den duvar giderinde bir ilk;
Size o0zel o6lglide kesilebilen
patentli ilk duvar gideri

serisi/series

Innovation from Evimetal;
First and patented wall drain that can
be cuttable according to your needs.

|
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DUVAR GIDERIi / WALL DRAIN n@

DUVAR GIiDERI

IMPERIA - WDG 2050 1T = N

WDG.11

Banyoda sinirsiz tasarimlar sunan Evimetal, WallLine serisinde duvardan gider ile dusta yeni bir akim baslatiyor. WallLine tasarimindaki
minimal gizgilerin yani sira, egim kolayligi saglayan ve kesilebilen patentli yapisi ile kolay montaj ve giivenli kullanim imkani sunuyor. Ug
farkli yuzeyde uretilen WallLine serisinde kapak, kolaylikla gikartilarak temizlik yapilabiliyor. 50 mm’lik standartlara uygun S yapilh sifon ile
yuksek tahliye kapasitesine olanak saglyor.

Evimetal WallLine series, offering unlimited designs at bathrooms starts a new trend in showers with drain from the wall. Apart from
minimal lines at design, WallLine presents easy assembly, easy beveling and secure usage opportunity with its patented structure.
WallLine series are manufactured in 3 different surfaces and cover can be easily removed so that cleaning can be done. WallLine
series has high discharge capacity with S structure and 50 mm standart norms siphon type.

side outlet vertical outlet side outlet

6l¢i (cm) yuzey fiyat fiyat
dimension surface yan glk'§ alttan glk'§ € yan §|k|§ €
h:60 mm 42 It / dak h:30/80 mm 48 It / dak h:80 mm 60 It / dak
SATINE / SATINOX [ WDG.11.2050.60.1.S.1 WDG.12.2050.60.1.S.1 156 WDG.9.2050.60.1.S.1 168
60 S.AYNA/ MIRROR = WDG.11.2050.60.2.8.M WDG.12.2050.60.2.S.M 182 WDG.9.2050.60.2.5.M 194
AYNAALTIN/GOLD [ WDG.11.2050.60.3.M.G WDG.12.2050.60.3.M.G 214 WDG.9.2050.60.3.M.G 226
SATINE / SATINOX [ | WDG.11.2050.100.1.S.1 WDG.12.2050.100.1.8.1 196 WDG.9.2050.100.1.S.1 208
100 S. AYNA/MIRROR e WDG.11.2050.100.2.8.M WDG.12.2050.100.2.S.M 208 WDG.9.2050.100.2.5.M 240
AYNAALTIN/GOLD [ WDG.11.2050.100.3.M.G WDG.12.2050.100.3.M.G 268 WDG.9.2050.100.3.M.G 280
~ eni Grin
200-1000 300 -1000 [ 1] ] ... ML
342 new product

Fiyatlara Evimetal izolasyon bandi ve ylkseklik ayar seti dahildir. Height adjustment part and butil band are included to the price.
304 kalite paslanmaz celikten imal edilmistir. Grade 4301 stainless steel production.
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DUVAR GIiDERI / WALL DRAIN

WallLine Uygulama Kesit Detay1 Application Section Details

Yapistirici / Adhesive

Kaplama malzemesi / Covering material

Evimetal izolasyon bandi / Evimetal insulation butil band

izolasyon katmani / Insulation layer

Tesviye betonu / Levelling concrete

Doéseme betonu / Covering concrete

ClV]i}

WallLine Urin Acilm Semasi Assembly Scheme

Kapak Montaj aparati

Y.8125

*Ylzey / Surface: 1.S.1 - 2.8.M - 3.M.G

Cover Montage part

Duvar igi ankastre hazne

Y.8114

Built-in body
Hareketli izolasyon kilitteme flang!

Y.8103

Isolation flange

Metal gergeve sonlandirma pargasi

Y.8113 (sag - sol / right & left) 1_

Metal frame stoping part

Kesilebilir ve ayarlanabilir gerceve

C.W.8115.100.1.S.1

Cutable and adjustable frame
Kesilebilir masif kapak

K.W.2050.100.1.S.1

Cuttable massive cover

Cergeve ayar pargasl Y.8105

Frame adjusting part

S sifon Y.8081 - (9 kodlu sifon)

S siphon Y.8082 - (11 kodlu sifon)
Y.8086 - (12 kodlu sifon)
Y.8130 - (13 kodlu sifon)
Y.8135 - (14 kodlu sifon)

Vidal yukseklik ayar seti

Y.8085

Screwed height adjustment set

WallLine Sifon Secenekleri Siphon Types

v H:60 mm

Y.8082

*Kokusuz / Odor free
*Debi tek sifon ile 42 It/ dak.
*Debi cift sifon ile 78 It / dak.
*Flow with one siphon 42 It/ dak.
*Flow with two siphons78 It / dak.

H:30/80 mm
Karot @ 120 mm
Core drill diameter @ 120 mm

Y.8086

*Kokusuz / Odor free
*Debi tek sifon ile 48 It/ dak.
*Debi ¢ift sifon ile 86 It / dak.
*Flow with one siphon 48 It / min.
*Flow with two siphons 86 It/ min.

v H:80 mm

Y.8081

*Kokusuz / Odor free

*Debi tek sifon ile 601t/ dak.
*Debi cift sifon ile 112t/ dak.
*Flow with one siphon 60 It / dak.

*Flow with two siphons 112 It / dak.

H:50 mm
Karot @ 120 mm
Core drill diameter @ 120 mm

Y.8130

*Fermatirstiz / No odor part
*Debi tek sifon ile 66 It / dak.
*Debi cift sifon ile 122 It/ dak.
*Flow with one siphon 66 It / min.
*Flow with two siphons 122 It / min.

*Fermatrsiiz / No odor part
*Debi tek sifon ile 66 It/ dak.
*Debi cift sifon ile 122 it/ dak.
*Flow with one siphon 66 It / min.

*Flow with two siphons 122 It / min.




MONTAJ VE UYGULAMA / MONTAGE AND APPLICATION

WallLine duvar gideri uygulama adimlarn Wall drains application steps

ClV]iQ

WallLine serisi / series

«
o

J40 mm

Bosluk agilacak kismi isaretleyiniz.
Mark the cavity to be opened.

Yatayda 30 cm dikeyde 14 cm derinlik 6 cm
bosluk aginiz.

Open spaces horizontal 30 cm, vertical 14
cm, depth 6 cm.

Hazneyi yerlestirerek ayar setini sabitlemek
icin isaretleyiniz.

Place the syphon and mark to fix adjustment
set.

isaretli yerlerden matkapla delerek diibeli
yerlestiriniz.

Make a hole with drill from marked points and
place pins.

Ayar setini sabitleyiniz.
Fix adjustment set

Ayar seti ile yliksekligi egim betonuna gére
ayarlayiniz.

Adjust height with adjustment set according to
level concrete.

&

Zemine ve duvara (100 cm yikseklige kadar)
yatay ve dikey olarak 2 kat izolasyon yapiniz.
Insulate the wall and floor as 2 layers,

horizontally and vertically up to 100 cm height.

Maket bigagi ile i¢ bosluktan bandi kesiniz.
Cut the butil band from the interior space with
the utility knife.

<

Sifon gikisini tesisata baglayiniz. (EN 50)
Tesviye betonunu gidere dogru egim vererek
dokiiniiz.

Connect syphon ending to the installation.
Pour levelling concrete to the drain bevelling.

Cergeve genisligini kaplama kalinligina gére
ayarlayiniz.

Adjust frame width according to coating
thickness.

Astar sirerek kendinden yapiskanli butil
bandi duvar hazne birlesimine yapistiriniz.
Apply primer coat and adhere self adhesive
butil band to the wall syphon surface.

Ayar sonrasi gergeveyi govdeye vidalayiniz.
After adjustment screw the frame to the body

Kesim oncesi dus alanini élgiinliz.
Measure the shower area before cutting.

Alt Cikis Vertical Outlet

M

Alttan cikis igin 120 mm ¢apinda karot ile
beton kesilmelidir.

Drill the concrete 120 mm diameter with the
help of drilling core for pipe connection.

Kapagdi dus alanin uzinluguna gore kesiniz.
Kapak gergeveden 10 mm uzun olmalidir.

Cut the cover by shower area length with inox
stainless steel cutter. Cover should be 10 mm
larger than the frame.

Cergeveyi aparat yardimi ile zemin ve duvar
karosu seviyesine getirip mastik yada derzle
sabitleyiniz.

Use apparatus to adjust the frame between floor
and wall tiles. After adjustment fix the metal
frame with silicon or joint.

Kapag: yerlestiriniz.Kullanim sikligina gére
kapag! ¢ikararak sifonu temizleyiniz.

Put the cover. Depending on the frequency of
use, clean the siphon.

Montaj videosu igin
For assembly video

15



Yekpare govde
One piece body

Doner hazne ile kolay baglanti
Easy assembly with rotating siphon

Ultra ince kapak 24 mm
Ultra slim cover 24 mm

S sistem sifon yapisi
S system siphon structure

Evimetal'den dus suzgecinde yenilik, 100 cm'e
kadar ozel olgulerde kesilebilen dus gideri.

serisi/series




SLOT KANAL / SLOT DRAIN n N

NORMA-LDK 1010 @ Déner hazne ile kolay baglanti

Easy assembly with rotating siphon

y "
PR = e x

yeni Grin

new product

Slot dus gideri : Banyoda sinirsiz tasarimlar sunan Evimetal, SlimLine serisi ile ince dus kanallari trendini olusturuyor. Uriin ve
tasarim olarak sadece mikemmeli degil 6zellikleri ile de Ustlnligi getiriyor. SlimLine tasarimindaki ince gizgilerin yani sira patentli
yapisi ile kolay montaj ve giivenli kullanim imkani sunuyor. iki farkli kapak ve (i¢ farkli yiizey alternatifleri ile Gretilen SlimLine
serisinde kapak kolaylikla gikartilarak temizlik yapilabiliyor. 50 mm'lik standartlara uygun ve S yapil sifonu ile kolay temizlik ve yiksek

tahliye kapasitesine olanak sagliyor.
Slot shower drain : Evimetal SlimLine series offering unlimited designs at bathroom, bring a new glance for shower channel. Slimline series is not

only excellence in product design, but also bringing the lead with features. Apart from thin lines at design, SlimLine presents easy assembly and
secure usage opportunity with its patented structure. SlimLine series is manufactured in 2 different covers and 3 different surfaces. Cover can be
easily removed for easy cleaning function. SlimLine series has high discharge capacity with S structure and 50 mm standart norms siphon type .

e = andan cikish alttan cikish . andan cikish .
Olgu (cm) yuzey Y Sixis cikis fiyat Y Sixis fiyat
dimension s 60 mm/42Itdak. 30/80 mm/48Itdak. " 80 mm / 60 It dak.
side outlet vertical outlet side outlet
SATINE / SATINOX '; LDK.11.1010.60.1.S.1 LDK.12.1010.60.1.S.1 154 LDK.9.1010.60.1.S.1 166
60 S.AYNA/MIRROR .:' LDK.11.1010.60.2.S.M LDK.12.1010.60.2.S.M 166 LDK.9.1010.60.2.5.M 178
AYNAALTIN / GOLD . LDK.11.1010.60.3.M.G LDK.12.1010.60.3.M.G 196 LDK.9.1010.60.3.M.G 208
SATINE / SATINOX '; LDK.11.1010.100.1.S.1 LDK.12.1010.100.1.S.1 192 LDK.9.1010.100.1.S.I 204
1 00 S. AYNA/ MIRROR .:' LDK.11.1010.100.2.8.M LDK.12.1010.100.2.S.M 204 LDK.9.1010.100.2.S.M 216
AYNAALTIN / GOLD . LDK.11.1010.100.3.M.G LDK.12.1010.100.3.M.G 247 LDK.9.1010.100.3.M.G 259
1030 mm Déner hazne ile kolay baglanti
‘ 1000 mm | Easy assembly with rotating siphon
£
€
3 - M
N
60 mm LDK. 11
80 mm LDK. 9

Fiyatlara Evimetal izolasyon bandi ve yikseklik ayar seti dahildir. Uygulama yardimcilari igin Sayfa 44’e bakiniz.
For application products please check page 44. Height adjustment part and butil band are included to the price.

304 kalite paslanmaz gelikten imal edilmistir. Grade 4301 stainless steel production. 17
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Yekpare govde %
One piece body

Ultra ince kapak 24 mm

Ultra slim cover 24 mm

Doner hazne ile kolay baglanti
Easy assembly with rotating siphon

S sistem sifon yapisi
S system siphon structure

Vidali yukseklik ayar seti
Screwed height adjustment part

600 cm 'e kadar istenilen dlgiiler

LINEAR CHANNEL

serisi/series

Can be shortened individually up to 600 cm



. : ®
LINEER TERAS ve BALKON GIDERI / LINEAR TERRACE and BALCONY DRAIN |

LDK.9 H:80 mm Yandan Gikisl /

Déner hazne ile kolay baglanti
Easy assembly with rotating siphon
'EE | it "1 1
LR IR IECIEEIEET EELL I L T R

Temizlik gerektirmeyen yiiksek kapasiteli S sifon detayi

LINEA-LDK 1070

) yandan cikisli . alttan cikish yandan cikish .
élgii (cm) yuzey 80mm/ 60 Itdak. W3l 30,80 mm/ 48 It dak. 60 mm/48Itdak.  Tyat
dimension surface side outlet € vertical outlet side outlet €

200 SATINE / SATINOX [ LDK.9.1070.200.1.8.1 312 LDK.12.1070.200.1.S.1 LDK.11.1070.200.1.S.I 300
300 SATINE / SATINOX [  LDK.9.1070.300.1.S.I 396 LDK.12.1070.300.1.5.1 LDK.11.1070.300.1.8.1 384

Lineer teras ve balkon siizgeci - Projelerde 600 cm’e kadar istenilen dlgiilerde
Kullanicilarina sinirsiz tasarimlar sunan Evimetal, SlimLine serisi ile ince dus kanallari trendini olusturuyor. Urlin ve tasarim olarak sadece

muikemmeli degil 6zellikleri ile de Ustinligl getiriyor. SlimLine tasarimindaki ince gizgilerin yani sira patentli yapisi ile kolay montaj ve
giivenli kullanim imkani sunuyor. Iki farkli kapak ve (g farkli yiizey secenekleri ile iiretilen SlimLine serisinde kapak kolaylikla gikartilarak
temizlik yapilabiliyor. 50 mm’lik standartlara uygun ¢ikisi ve S yapisi ile kolay temizlik ve yuksek tahliye kapasitesine olanak sagliyor.
Linear terrace and balcony drain - Special production up to 600 cm

Evimetal SlimLine series,offering unlimited designs at outside usage, take a new glance for Lineer channel. SlimLine series is not only excellence
as product and design but also has superiority with features. Apart from thin lines at design,SlimLine presents easy assembly and secure usage
opportunity with its patented structure. SlimLine series is manufactured in 2 different covers and 3 different surfaces. Cover can be easily
removed for easy cleaning function. SlimLine serie has high discharge capacity with S structure and 50 mm standart norms siphon type.

NATURA-LDK 1090 Kendi kaplamaniz ile kullanilir. / Use with your own coverings.

X Midahele kapag/ Cleaning cover

yandan cikish alttan cikigh yandan cikish

U () yuzey 80mm/ 60 Itdak. Y3  30/80 mm/ 48 It dak. 60 mm/48 Itdak. YAt

dimension surface side outlet € vertical outlet side outlet €
100 SATINE / SATINOX [ LDK.9.1090.100.1.S.I 160 LDK.12.1090.100.1.S.1 LDK.11.1090.100.1.S.1 148
200 SATINE / SATINOX | LDK.9.1090.200.1..I 233 LDK.12.1090.200.1.8.1  LDK.11.1090.200.1.S.I 221
300 SATINE / SATINOX | LDK.9.1090.300.1.S.I 300 LDK.12.1090.300.1.8.1  LDK.11.1090.300.1.S.I 288

**Kaplama harig ylkseklik. Height without coating.
**LDK.11 H:60 mm Yandan Cikisli /

@ Déner hazne ile kolay baglantf

Debi tek sifon ile 42 It / dak. Flow with one siphon 42 1t/ min
Debi ¢ift sifon ile 78 It / dak. Flow with two siphon 78 It/ min

**LDK.12 H:30 mm Alttan Cikisli /

@ Déner hazne ile kolay baglanti \
Debi tek sifon ile 48 It / dak. Flow with one siphon 48 1t/ min

Debi gift sifon ile 86 It / dak. Flow with two siphon 86 It/ min

@ Déner hazne ile kolay baglanti

Bitis profili prf. 100°dur. Profiller, seramik kalinhgina ve ylizeye gére profiller boéliminden (sayfa

59'dan segilmelidir.

Finish profile is prf 100. According to ceramic thickness and surfaces, profiles should be selected **LDK.9 H:80 mm Yandan Gikisli /

from profi|es (page 59) section at the Cata|ogue_ Temizlik gerektirmeyen yiiksek kapasiteli S sifon detay!

Sifon sag ve sol kullanima uygundur. Siphon has both left and right usage.

Debi tek sifon ile 60 It / dak. Flow with one siphon 60 1t/ min
Debi ¢ift sifon ile 112 1 / dak. Flow with two siphon 112 1t/ min



LINEER KANALLAR / LINEAR DRAIN

SlimLine Uygulama Kesit Detay1 Application Section Details

Kaplama malzemesi / Covering material

Evimetal izolasyon bandi / Evimetal insulation butil band

Yapistirici / Adhesive

izolasyon katmani / Insulation layer
Tesviye betonu / Levelling concrete

Doseme betonu / Covering concrete

SlimLine UrGn Agiim Semasi Assembly Scheme

clvl]il

*Standart 6lgli / standart size: 200-300 cm
Yuzey / Surface : 1.81-2.8.M

g

K.8137
‘—Y.8136

Natura kapak gin

Kapak K.1070.200.1.S.I (LINEA)

Cover K.1010.100.1.S.I (NORMA)

Kademeli yukseklik pargasi Y.8088

Gradual part

Sizdirmazlik pargasi Y.8096 £ 2
Sealing part

Sag tutucu Y.8084

Hair holder .-__ﬁ
Seri baglanti rozeti K.8132

Serial link badge

Sifon baglanti pargasi Y.8080

Siphon connection part

Yalitim bitimli alt kasa
Subcase with insulation end piece

H.8066 - 100 - 200 - 300

Y.8081 - (9 kodlu sifon)

8 sifon Y.8082 - (11 kodlu sifon)
S siphon Y.8086 - (12 kodlu sifon)
Y.8130 - (13 kodlu sifon)
Y.8135 - (14 kodlu sifon)
Govde yikseklik ayar seti Y.8085

Body height adjustment part

-

v

Sifon Tipleri Siphon Types

‘l’ H:60 mm

Y.8082

*Kokusuz / Odor free
*Debi tek sifon ile 42 It/ dak.
*Debi gift sifon ile 78 It/ dak.
*Flow with one siphon 42 It/ dak.
*Flow with two siphons78 It / dak.

*Kokusuz / Odor free

*Debi tek sifon ile 48 It/ dak.
*Debi cift sifon ile 86 It / dak.
*Flow with one siphon 48 It/ min.
*Flow with two siphons 86 It/ min.

H:30/80 mm
Karot @ 120 mm
Core drill diameter @ 120 mm

Y.8086

H:80 mm
Y.8081

*Kokusuz / Odor free

*Debi tek sifon ile 60 It/ dak.
*Debi gift sifon ile 1121t/ dak.
*Flow with one siphon 60 It/ dak.
*Flow with two siphons 112 It / dak.

H:50 mm
Karot @ 120 mm
Core drill diameter @ 120 mm

Y.8130

*Fermaturstiz / No odor part
*Debi tek sifon ile 66 It / dak.
*Debi cift sifon ile 122 It/ dak.
*Flow with one siphon 66 It / min.
*Flow with two siphons 122 It/ min.

*Fermatiirstiz / No odor part
*Debi tek sifon ile 66 It/ dak.
*Debi cift sifon ile 122 It/ dak.
*Flow with one siphon 66 It / min.
*Flow with two siphons 122 It/ min.

Teknik cizim Technical drawing

1015/2015/3015

1015/2015/3015

©
7 |
®
o

9 3 o
3| :lﬂ g

5

5

1015/2015/3015

so~jod

|
125

LDK 11 teknik gizim

)
%Korof 110

LDK 12 teknik gizim

j
80-100
H
L]

LDK 9 teknik ¢izim

Fiyatlara Evimetal izolasyon bandi ve yukseklik ayar seti dahildir. Uygulama yardimcilari igin Sayfa 44’ye bakiniz.
For application products please check page 44. Height adjustment part and butil bant are included to the price.

20 304 kalite paslanmaz gelikten imal edilmistir./ Grade 4301 stainless steel production.



MONTAJ VE UYGULAMA / MONTAGE AND APPLICATION

SlimLine serisi dus kanali uygulama adimlari  Application Steps

ClV]i}

SlimLine serisi / series

=

<

Lineer kanal uzunlugunu belirleyiniz.
Set the channel length.

Sizdirmaz pargalari kesilecek alanin igine
yerlestiriniz.
Insert the sealing parts into the channel area.

Kanali inox kesici ile kesiniz.
Cut the channel with stainless steel cutter.

Sizdirmaz pargalari vidalayiniz.
Screw the sealing parts.

Yukseklik ayar pargalarini gévdeye takiniz
Connect the height adjustment parts of
the body.

Sifonu kanala baglayiniz.
Connect drain to the channel.

Lineer kanali zemine yerlestiriniz.
Place the linear channel to the floor.

Kanali teraziye alarak zeminden isaretleyiniz
Adjust height adjustment set. Mark the points
according to the ground level.

.

Yiksek ayar setini sabitlemek igin kanal
icinden delik aginiz

Kanali zemine baglayiniz.
Fix the channel to the floor.

Make holes off marked points, inside the channel

to fix height adjustment sets.

-

Diizeltme betonuna astar siiriiniz. izolasyon
bandini metal-beton birlesimine yapistiriniz.*
Apply priming coat to leveling concrete. Adher:
the isolation tape to the metal-concrete.*

Maket bigagi ile isaretli yerden bandi kesiniz.

Dus kanalini tesisata baglayiniz ve koruyucu
straforu ttkanmaya karsi lzerine koyunuz.

Connect the shower channel to the installation

Diizeltme betonunun meyilini dus kanalina
dogru min %1 egimle veriniz.
Bevel the angle of levelling concrete min. 1%

and put the protective styrofoamon it in case of towards shower channel.
blockage.

Stroforu takip seramik yapistiricisini alana

Cut the bant from the marked points with craft yayiniz.

e knife.

Put Styrofoam and spread the ceramic
adhesive to the surface.

Seramik uygulamasi tamamlanana kadar
koruyucu straforu gikarmayiniz.

Do not remove the protective styrofoamuntil the
ceramic application is completed.

N < -

Q

~

<

<

Koruyucu kapagi cikararak yiikseklik ayar
pargasini kotunu terazi ile her noktadan
ayarlayiniz. / Remove the protective styropor
and adjust the level the gradual parts with
scale from each point.

Kapak ayar setini kanala yerlestiriniz.
Place the cover adjustment set to the channel.

* 23 c¢m butil bant kullaniminda, bant kesim gizgisinden seramik uygulamasi éncesi kesilmeidir.
= In 23 cm butil bant usage, bant should be cut from section line before ceramic application.

Kapagi gévde uzunluguna gore kesiniz.
Cut the cover according to the body lenght.

Ayar isleminden sonra sabitleyici kapaklari
tekrar takarak kapagi yerlestiriniz.

Install the fixingcovers again after the
adjustment process and then place the cover.

Montaj videosu igin
For assembly video

21



Kaynaksiz yekpare govde
Weldless one piece body

Uygulamada tesviye betonuyla kilittenmeyi
saglayan patentli ters acili kanallar —_———————————————

Patented reverse angle ducts enabling locking
on the leveling concrete in application

Yapistirici tagmalarini engelleyen 3 boyutlu gévde yapisi
3D body structure preventing adhesive spill over

izolasyon tutunma kanallari

Insulation fastening ducts

Ses izolasyonu saglayan yiikseklik ayar seti

Height adjustment set enabling sound insulation

DUSTA YUKSEK STANDARTLAR

SHOWER CHANNELS

serisi/series

HIGH STANDARTS AT SHOWER AREA



Kaynaksiz yekpare govde
Weldless one piece body

Uygulamada tesviye betonuyla kilittenmeyi
saglayan patentli ters acili kanallar
Patented reverse angle ducts enabling locking
on the leveling concrete in application

Yapistirici tagsmalarini engelleyen 3 boyutlu gévde yapisi
3D body structure preventing adhesive spill-over

izolasyon tutunma kanallari
Insulation fastening ducts

Ses izolasyonu saglayan yukseklik ayar seti
Height adjustment set enabling insulation

FARKLI BEKLENTILER,
PROFESYONEL GOZUMLER

- serie/series

DIFFERENT EXPECTATIONS,
PROFESSIONAL SOLUTIONS

rl'

|

SHOWER CHANNELS
DUS KANALI



DUS KANALLARI / SHOWER CHANNELS

HIGHLINE-BRILLA HDK 2200

Dus ortasi ve duvar 6nii kullanimina uygundur. Suitable for mid shower and front wall usage.

ClV]iQ

3 mm masif kapak ve gergeve 3 mm massive cover and frame

Olcti (cm) ylizey yandan cikish alttan cikish fiyat Masif 304 kalite paslanmaz gelikten imal edilmistir.
€ Massive grade 4301 stainless steel production.
SATINE / SATINOX HDK.11.2200.30.1.S.1 HDK.12.2200.30.1.S.I 194
30 S. AYNA/ MIRROR HDK.11.2200.30.2.8.M HDK.12.2200.30.2.5.M 247 *HDK.11 H:60 mm Yandan Cikisli /
AYNAALTIN / GOLD HDK.11.2200.30.3.M.G HDK.12.2200.30.3.M.G 303
SATINE / SATINOX HDK.11.2200.40.1.S.1 HDK.12.2200.40.1.S.I 213 ec,
40 S. AYNA/ MIRROR HDK.11.2200.40.2.5.M HDK.12.2200.40.2.S.M 266
AYNAALTIN / GOLD HDK.11.2200.40.3.M.G HDK.12.2200.40.3.M.G 322 L
SATINE / SATINOX HDK.11.2200.50.1.S.1 HDK.12.2200.50.1.S.I 232 @ Erdaliciibutenedace
50 S. AYNA / MIRROR HDK.11.2200.50.2.8.M HDK.12.2200.50.2.S.M 285
AYNA ALTIN / GOLD HDK.11.2200.50.3.M.G HDK.12.2200.50.3.M.G 341 “HDK A2 H:30/80 mm Alttan Crkisli /
SATINE / SATINOX HDK.11.2200.60.1.S.1 HDK.12.2200.60.1.S.1 264 ‘h.
60 S. AYNA/ MIRROR HDK.11.2200.60.2.S.M HDK.12.2200.60.2.S.M 317 Karot @ 120 mm E
AYNAALTIN / GOLD HDK.11.2200.60.3.M.G HDK.12.2200.60.3.M.G 373 Core drill @120 mm ‘
SATINE / SATINOX HDK.11.2200.70.1.S.1 HDK.12.2200.70.1.S.I 301 i
70 S. AYNA/ MIRROR HDK.11.2200.70.2.5.M HDK.12.2200.70.2.5.M 354
AYNA ALTIN / GOLD HDK.11.2200.70.3.M.G HDK.12.2200.70.3.M.G 410 @ Déner hazne ile kolay baglan
SATINE / SATINOX HDK.11.2200.80.1.S.1 HDK.12.2200.80.1.S.I 338
80 S. AYNA / MIRROR HDK.11.2200.80.2.8.M HDK.12.2200.80.2.5.M 391
AYNA ALTIN / GOLD HDK.11.2200.80.3.M.G HDK.12.2200.80.3.M.G 447

Fiyatlara Evimetal izolasyon bandi ve ses izolasyonuna yardimci yukseklik ayar seti dahildir. Standart kademeli kapak ayar seti 12-22 mm uygulamalar igindir. 22-32 mm uygulamalarda
yiiksek kademeli ayar seti Y.8077 kullaniimalidir. Tabloda verilen kodlar standart sifonlar igindir. Ozel sifon segenekleri igin Sayfa 32'ye, uygulama yardimcilari igin Sayfa 44’e bakiniz.
Codes given on the table are for regular siphons. For special siphon options please refer to page 32 and for application products to page 44. Height adjustment part and butil band are
included to the price. Standard gradual cover height set is suitable for 12 - 22 mm. For special applications (22-32 mm) Y.8077 should be used.

Teknik cizim

| P
i
Gl 11K
390/590/690/790/890 mm f
123
300/500/600/700/800 mm 95
’E"‘ |
ﬂ
107
hdk.12 teknik gizim

390/590/690/790/890 mm f

300/500/600/700/800 mm

25

95

390/590/690/790/890 mm !

300/500/600/700/800 mm

hdk.11 teknik ¢izim

*HDK.9 yiiksek debili sifon segiminde +12 Euro fiyat farki eklenmelidir.
*HDK.9 In case of HDK.9 high capacity siphon usage + 12 Euro will be charged to the price.
*Kaplama harig yiikseklik. Height without coating.

1. sinif sertifikali 304 kalite paslanmaz gelikten Uretilmistir.
Manufactured from grade 4301 stainless steel

24



DUS KANALLARI / SHOWER CHANNELS

HIGHLINE-MASSIVE HDK 2000

ClVv]il

3 mm Masif kapak ve gergeve 3 mm massive cover and frame

Dus ortasi ve duvar 6nii kullanimina uygundur. Suitable for mid shower and front wall usage.

olcu (cm)

30

40

50

60

70

80

yuzey

SATINE / SATINOX
S. AYNA/ MIRROR
AYNAALTIN/ GOLD

SATINE / SATINOX
S. AYNA/ MIRROR
AYNAALTIN/ GOLD

SATINE / SATINOX
S. AYNA/ MIRROR
AYNAALTIN / GOLD

SATINE / SATINOX
S. AYNA/ MIRROR
AYNAALTIN / GOLD

SATINE / SATINOX
S. AYNA/ MIRROR
AYNAALTIN/ GOLD

SATINE / SATINOX
S. AYNA/ MIRROR
AYNAALTIN / GOLD

yandan cikish

HDK.11.2000.30.1.S.1
HDK.11.2000.30.2.S.M
HDK.11.2000.30.3.M.G

HDK.11.2000.40.1.S.1
HDK.11.2000.40.2.S.M
HDK.11.2000.40.3.M.G

HDK.11.2000.50.1.S.1
HDK.11.2000.50.2.8.M
HDK.11.2000.50.3.M.G

HDK.11.2000.60.1.S.1
HDK.11.2000.60.2.S.M
HDK.11.2000.60.3.M.G

HDK.11.2000.70.1.S.1
HDK.11.2000.70.2.8.M
HDK.11.2000.70.3.M.G

HDK.11.2000.80.1.S.1
HDK.11.2000.80.2.S.M
HDK.11.2000.80.3.M.G

alttan cikish

HDK.12.2000.30.1.S.1
HDK.12.2000.30.2.8.M
HDK.12.2000.30.3.M.G

HDK.12.2000.40.1.S.1
HDK.12.2000.40.2.8.M
HDK.12.2000.40.3.M.G

HDK.12.2000.50.1.S.1
HDK.12.2000.50.2.8.M
HDK.12.2000.50.3.M.G

HDK.12.2000.60.1.S.1
HDK.12.2000.60.2.S.M
HDK.12.2000.60.3.M.G

HDK.12.2000.70.1.8.1
HDK.12.2000.70.2.8.M
HDK.12.2000.70.3.M.G

HDK.12.2000.80.1.S.1
HDK.12.2000.80.2.8.M
HDK.12.2000.80.3.M.G

fiyat
€

163
212
272

181
230
290

196
245
305

225
274
334

249
298
358

276
325
385

Masif 304 kalite paslanmaz celikten imal edilmistir.
Massive grade 4301 stainless steel production.

*HDK.11 H:60 mm Yandan Cikisli /

=
@ Déner hazne ile kolay baglant
*HDK.12 H:30/80 mm Alttan Cikigli /
Karot @ 120 mm ﬁ'
Core drill @ 120 mm
‘ .‘

@ Déner hazne ile kolay baglant

Fiyatlara Evimetal izolasyon bandi ve ses izolasyonuna yardimci yiikseklik ayar seti dahildir. Standart kademeli kapak ayar seti 12-22 mm uygulamalar igindir. 22-32 mm uygulamalarda
yilksek kademeli ayar seti Y.8077 kullaniimalidir. Tabloda verilen kodlar standart sifonlar icindir. Ozel sifon segenekleri igin Sayfa 32'ye, uygulama yardimcilari icin Sayfa 44’e bakiniz.
Codes given on the table are for regular siphons. For special siphon options please refer to page 32 and for application products to page 44. Height adjustment part and butil band are
included to the price. Standard gradual cover height set is suitable for 12 - 22 mm. For special applications (22-32 mm) Y.8077 should be used.

Teknik cizim

25

95

JIE

390/590/690/790/890 mm

300/500/600/700/800 mm

25

390/590/690/790/890 mm

300/500/600/700/800 mm

—

107

95 _

390/590/690/790/890 mm

300/500/600/700/800 mm

hdk.11 teknik cizim

HDK.9 yliksek debili sifon segiminde +12 Euro fiyat farki eklenmelidir.
In case of HDK.9 high capacity siphon usage + 12 Euro will be charged to the price.
*Kaplama harig yiikseklik. Height without coating.

1. sinif sertifikali 304 kalite paslanmaz gelikten Uretilmistir.
Manufactured from grade 4301 stainless steel.
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DUS KANALLARI /SHOWER CHANNELS CIV]i K

yeni rin

| | ] NOVA / NATURA-PDK 1050 Kendi kaplamaniz ile kullanilabilir. Can be used with your own coverings.

duct

Proline Nova / Natura kapak dénusum detayi
Proline Nova / Natura cover transformation detail

Yeni yalin géziimler :
Evimetal, modern formlarina ve fonksiyonel Uriin ¢éztmlerine

bir yenisini daha ekliyor. Nova ve natura serilerini tek bir .-""-I_-Irull-:l-' ]
urinde birlestirerek farkli kullanim deneyimleri ve '."" = !
¢bzumleri sunuyor.
New simple solutions:
Evimetal , which has modern form and functionality products, I
combines Nova and Natura series as one product. The serie — |
offers different experiences and solutions for everyone. Hijyen ve kolay temizleme

.
--l
by, %
r'

o Proline Nova / Natura Kapak Detayr Cover detall
- g Kademe detayr Gradual detail
= o
iy
e W
" T i
™ s

-.--‘-.__

e w

— .

Teknik ¢izim Technical drawing

50

50
[@]
0| @ e
L/ .
39035 90;6903790;8903990 mm L 4
123 390/590/690/790/890/990 mm
300/500/600/700/800/900 mm 390/590/690/790/890/990 mm

61
‘ _‘ 300/500/600/700/800/900mm
= = | ‘
I — /-/“Kr’ mF@ =
=
105 pdk.12 teknik ¢izim pdk.9 teknik ¢izim pdk.11 teknik ¢izim

*PDK. 9 - 80 mm / PDK.11 - 60 mm PDK. 7 - 30/80 mm

42

42

42

61

61
61

300/500/600/700/800/900 mm
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DUS KANALLARI / SHOWER CHANNELS

PDK 1050 NOVA NATURA GCergeveli With frame

.

Kapak cift yonlii kullanima uygundur. Cover is avaible for use in reverse.

Dus ortasi ve duvar 6nii kullanimina uygundur. Suitable for mid shower and front wall usage .

oIl (cm) yuzey yandan cikish alttan cikigh fiyat
dimension surface side outlet vertical outlet €
SATINE / SATINOX | PDK.11.1050.30.1.S.1 PDK.12.1050.30.1.S.I 95
30 S.AYNA/MIRROR 7  PDK.11.1050.30.2.5.M PDK.12.1050.30.2.5.M 17
AYNAALTIN/GOLD [ PDK.11.1050.30.3.M.G PDK.12.1050.30.3.M.G 131
SATINE / SATINOX PDK.11.1050.40.1.S.1 PDK.12.1050.40.1.S.I 11
40 S.AYNA/MIRROR T  PDK.11.1050.40.2.5.M PDK.12.1050.40.2.5.M 133
AYNAALTIN/GOLD [ PDK.11.1050.40.3.M.G PDK.12.1050.40.3.M.G 147
SATINE / SATINOX | PDK.11.1050.50.1.S.1 PDK.12.1050.50.1.S.I 124
50 S.AYNA/MIRROR *  PDK.11.1050.50.2.S.M PDK.12.1050.50.2.5.M 146
AYNAALTIN/GOLD [l PDK.11.1050.50.3.M.G PDK.12.1050.50.3.M.G 160
SATINE / SATINOX [ PDK.11.1050.60.1.S.I PDK.12.1050.60.1.S.I 137
60 S.AYNA/MIRROR [  PDK.11.1050.60.2.5.M PDK.12.1050.60.2.5.M 159
AYNAALTIN/GOLD [  PDK.11.1050.60.3.M.G PDK.12.1050.60.3.M.G 173
SATINE / SATINOX [ PDK.11.1050.70.1.S.1 PDK.12.1050.70.1.S.I 151
70 S.AYNA/MIRROR *  PDK.11.1050.70.2.S.M PDK.12.1050.70.2.5.M 173
AYNAALTIN/GOLD ]  PDK.11.1050.70.3.M.G PDK.12.1050.70.3.M.G 187
SATINE / SATINOX | PDK.11.1050.80.1.S.1 PDK.12.1050.80.1.S.I 168
80 S.AYNA/MIRROR *  PDK.11.1050.80.2.S.M PDK.12.1050.80.2.S.M 190
AYNAALTIN/GOLD [  PDK.11.1050.80.3.M.G PDK.12.1050.80.3.M.G 204
SATINE / SATINOX [ PDK.11.1050.90.1.S.1 PDK.12.1050.90.1.S.I 192
90 S.AYNA/MIRROR =  PDK.11.1050.90.2.S.M PDK.12.1050.90.2.S.M 214
AYNAALTIN/GOLD [ PDK.11.1050.90.3.M.G PDK.12.1050.90.3.M.G 228

Fiyatlara Evimetal izolasyon bandi ve ses izolasyonuna yardimci yikseklik ayar seti dahildir. Standart kademeli
kapak ayar seti 8-18 mm uygulamalar icindir. 18-30 mm uygulamalarda yiiksek kademeli ayar seti Y.8077
kullaniimalidir. Tabloda verilen kodlar standart sifonlar igindir. Ozel sifon segenekleri igin Sayfa 34’e, uygulamalar
icindir. Sayfa 44’ye bakiniz.

Codes given on the table are for regular siphons. For special siphon options please refer to page 34 and for
application products to page 44. Height adjustment part and butil band are included to the price. Standard
gradual cover height set is suitable for 8 - 18 mm. For special applications (18-30 mm) Y.8077 should be used.
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**Kaplama harig ylkseklik. Height without coating.

**PDK.11 H:60 mm Yandan Cikisli /

% ;
@ Doner hazne ile kolay baglanti

Debi tek sifon ile 42 It / dak. Flov
Debi ¢ift sifon ile 78 It / dak. F

one siphon 42 It / min
two siphon 78 It / min

**PDK.12 H:30 mm Alttan Cikish /
Karot @ 120 mm /

T
T
Déner hazne ile kolay baglanti

Debi tek sifon ile 48 It / dak. Flov
Debi ¢ift sifon ile 86 It / dak. Flov

Déner hazne ile kolay baglant
"o,
"
w

**PDK.9 H:80 mm Yandan Cikisli /
Temizlik gerektirmeyen yiiksek kapasiteli S sifon detay!

one siphon 48 It / min

two siphon 86 It / min

Debi tek sifon ile 60 It / dak. [
Debi ¢ift sifon ile 112 | / dak. Flo

Koku Fermatiirstiz direkt baglanti x{

**PDK.13 H:50 mm Alttan Cikisli /
Debi tek sifon ile 66 It / dak. Floy
Debi cift sifon ile 122 It / dak. FIc

one siphon 60 It / min
two siphon 112 It/ min

one siphon 66 It / min
vo siphon 122 It / min

PDK.9 yiiksek debili sifon segiminde +12 Euro fiyat farki eklenmelidir.
In case of PDK.9 high capacity siphon usage + 12 Euro will be added to the price.

304 Kalite paslanmaz gelikten imal edilmistir. Grade 4301 stainless steel production.
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DUS KANALLARI / SHOWER CHANNELS

PDK 1020 - ZETA

**Kaplama haric ylikseklik. Height without coating.

| N E——
| — C—
| — —

Dus ortasi ve duvar 6nii kullanimina uygundur. Suitable for use shower middle and wall front.

**PDK.11 H:60 mm Yandan Cikigli /

" " - D¢ h le kolay baglanti
olcu (cm) yuzey yandan cikish alttan cikish fiyat @ éner hazne ile kolay baglant
dimension surface side outlet vertical outlet €
Debi tek sifon ile 42 It / dak. Flow with one siphon 42 1t/ min
Debi cift sifon ile 78 It / dak. Flow with two siphon 78 It/ min
SATINE / SATINOX [1 PDK.11.1020.30.1.5.I PDK.12.1020.30.1..1 111 corgistontle IR cak T o
30 S.AYNA/MIRROR T  PDK.11.1020.30.2.5.M PDK.12.1020.30.2.S.M 123 “PDKA2 H:30 mm Alttan Gikisl /
AYNAALTIN/GOLD [ PDK.11.1020.30.3.M.G PDK.12.1020.30.3.M.G 135 Sl
SATINE / SATINOX | PDK.11.1020.40.1.S.1 PDK.12.1020.40.1.S.I 131
40 S.AYNA/MIRROR T  PDK.11.1020.40.2.5.M PDK.12.1020.40.2.S.M 143 .
AYNAALTIN/GOLD [I  PDK.11.1020.40.3.M.G PDK.12.1020.40.3.M.G 155 - !
SATINE / SATINOX PDK.11.1020.50.1.S.1 PDK.12.1020.50.1.S.I 142 Daner hazna lleioaylogHil .
50 S.AYNA/MIRROR =  PDK.11.1020.50.2.8.M PDK.12.1020.50.2.S.M 154
AYNAALTIN/GOLD [  PDK.11.1020.50.3.M.G PDK.12.1020.50.3.M.G 166 I
Debi tek sifon ile 48 tl / dak. Flow with one siphon 48 It / min
SATINE / SATINOX PDK.11.1020.60.1.S.I PDK.12.1020.60.1.S.I 166 Debi ¢ift sifon ile 86 It / dak. Flow with two siphon 86 It / min
60 S.AYNA/MIRROR 7  PDK.11.1020.60.2.5.M PDK.12.1020.60.2.S.M 178 “+PDK.9 H:B0 i Yendan Gikish /
AYNAALTIN/GOLD [  PDK.11.1020.60.3.M.G PDK.12.1020.60.3.M.G 190
SATINE / SATINOX PDK.11.1020.70.1.S.1 PDK.12.1020.70.1.S.1 182
70 S.AYNA/MIRROR .  PDK.11.1020.70.2.8.M PDK.12.1020.70.2.S.M 194 Déner hazne ile kolay baglanti
AYNAALTIN/GOLD |  PDK.11.1020.70.3.M.G PDK.12.1020.70.3.M.G 206
SATINE / SATINOX PDK.11.1020.80.1.S.1 PDK.12.1020.80.1.S.1 199 Temizlik gerektirmeyen yiiksek kapasiteli S sifon detay!
80 S.AYNA/MIRROR .7 PDK.11.1020.80.2.8.M PDK.12.1020.80.2.S.M 211 Db tok sifon il 80 1L/ dak. F1oes R,
)eDl tek siton lle aK. oW Wi one siphon / min
AYNAALTIN / GOLD . PDK.11.1020.80.3.M.G PDK.12.1020.80.3.M.G 223 Debi cift sifon ile 112 It / dak. Flow with two siphon 112 1t/ min
SATINE / SATINOX PDK.11.1020.90.1.S.1 PDK.12.1020.90.1.S.1 226
90 S.AYNA/MIRROR 7  PDK.11.1020.902.8M  PDK.12.1020.90.2.5.M 238
AYNAALTIN/GOLD [ PDK.11.1020.90.3.M.G PDK.12.1020.90.3.M.G 250

Fiyatlara Evimetal izolasyon bandi ve ses izolasyonuna yardimci ylkseklik ayar seti dahildir. Standart kademeli
kapak ayar seti 8-18 mm uygulamalar icindir. 18-30 mm uygulamalarda yiiksek kademeli ayar seti Y.8077
kullaniimalidir. Tabloda verilen kodlar standart sifonlar igindir. Ozel sifon segenekleri igin Sayfa 34’e, uygulamalar
icindir. Sayfa 44’ye bakiniz.

Codes given on the table are for regular siphons. For special siphon options please refer to page 34 and for
application products to page 44. Height adjustment part and butil band are included to the price. Standard
gradual cover height set is suitable for 8 - 18 mm. For special applications (18-30 mm) Y.8077 should be used.

Koku Fermatiirsiiz direkt baglanti %

**PDK.13 H:50 mm Alttan Cikisl
Debi tek sifon ile 66 It / dak. ?:\ow with one siphon 66 It / min
Debi ¢ift sifon ile 122 It / dak. Flow with two siphon 122 1t/ min

PDK.9 yiiksek debili sifon segiminde +12 Euro fiyat farki eklenmelidir.

In case of PDK.9 high capacity siphon usage + 12 Euro will be added to the price.

Teknik ¢izim
Technical drawing
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pdk.11 teknik ¢izim

PDK.9-80mm / PDK.11-60 mm / PDK.12-30-80 mm

304 Kalite paslanmaz celikten imal edilmistir. Grade 4301 stainless steel production.
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DUS KANALLARI / SHOWER CHANNELS

PDK 1060 - GREKA

Dus ortasi ve duvar 6nii kullanimina uygundur. Suitable for middle shower and front wall use .

olct (cm)
dimension

30

40

50

60

70

80

90

yuzey

surface

SATINE / SATINOX
S. AYNA/ MIRROR
AYNAALTIN / GOLD

SATINE / SATINOX
S. AYNA/ MIRROR
AYNAALTIN / GOLD

SATINE / SATINOX
S.AYNA/ MIRROR
AYNAALTIN / GOLD

SATINE / SATINOX
S.AYNA/ MIRROR
AYNAALTIN / GOLD

SATINE / SATINOX
S.AYNA/ MIRROR
AYNAALTIN / GOLD

SATINE / SATINOX
S.AYNA/ MIRROR
AYNAALTIN / GOLD

SATINE / SATINOX
S. AYNA/MIRROR
AYNAALTIN / GOLD

A || A

yandan cikish
side outlet

PDK.11.1060.30.
PDK.11.1060.30.
PDK.11.1060.30.

PDK.11.1060.40.
PDK.11.1060.40.
PDK.11.1060.40.

PDK.11.1060.50.
PDK.11.1060.50.
PDK.11.1060.50.

PDK.11.1060.60.
PDK.11.1060.60.
PDK.11.1060.60.

oo00o oo0o [=X=X=) oo00o

PDK.11.1060.7!
PDK.11.1060.7!
PDK.11.1060.7!

0.
0.
0.
PDK.11.1060.80.
PDK.11.1060.80.
PDK.11.1060.80.
PDK.11.1060.90.

0.

0.

PDK.11.1060.9
PDK.11.1060.9

alttan cikish
vertical outlet

PDK.12.1060.30.
PDK.12.1060.30.
PDK.12.1060.30.

PDK.12.1060.40.
PDK.12.1060.40.
PDK.12.1060.40.

PDK.12.1060.50.
PDK.12.1060.50.
PDK.12.1060.50.

PDK.12.1060.60.
PDK.12.1060.60.
PDK.12.1060.60.

oo o oo o ocoo [=l=k=)

PDK.12.1060.70.
PDK.12.1060.70.
PDK.12.1060.70.

PDK.12.1060.80.
PDK.12.1060.80.
PDK.12.1060.80.

[=E=k=) ocoo

PDK.12.1060.90.1.
PDK.12.1060.90.2.5.M
PDK.12.1060.90.3.M.G

fiyat
€

M
123
135

131
143
155

142
154
166

166
178
190

182
194
206

199
21
223

226
238
250

Fiyatlara Evimetal izolasyon bandi ve ses izolasyonuna yardimci yiikseklik ayar seti dahildir. Standart kademeli
kapak ayar seti 8-18 mm uygulamalar icindir. 18-30 mm uygulamalarda yiiksek kademeli ayar seti Y.8077
kullaniimalidir. Tabloda verilen kodlar standart sifonlar igindir. Ozel sifon segenekleri igin Sayfa 34’e, uygulamalar
icindir. Sayfa 44'ye bakiniz.
Codes given on the table are for regular siphons. For special siphon options please refer to page 34 and for
application products to page 44. Height adjustment part and butil band are included to the price. Standard
gradual cover height set is suitable for 8 - 18 mm. For special applications (18-30 mm) Y.8077 should be used.
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Technical drawing
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**Kaplama haric ylikseklik. Height without coating.
**PDK.11 H:60 mm Yandan Cikigli /

-
Déner hazne ile kolay baglanti k&
 E

Debi tek sifon ile 42 It / dak. Flow with one siphon 42 1t/ min
Debi ¢ift sifon ile 78 It / dak. Flow with two siphon 78 It/ min

**PDK.12 H:30 mm Alttan Cikigl /

@ Doner hazne ile kolay baglanti

Debi tek sifon ile 48 It / dak. Flow with one siphon 48 1t/ min
Debi ¢ift sifon ile 86 It / dak. Flow with two siphon 86 It / min
**PDK.9 H:80 mm Yandan Cikisli /

@ Déner hazne ile kolay baglanti k

Temizlik gerektirmeyen yliksek kapasiteli S sifon detayi

Debi tek sifon ile 60 It / dak. Flow with one siphon 60 1t/ min
Debi ¢ift sifon ile 112 It / dak. Flow with two siphon 112 1t/ min

Koku Fermatiirsiiz direkt baglanti \

**PDK.13 H:50 mm Alttan Cikisl /

Debi tek sifon ile 66 It / dak. Flow with one siphon 66 1t/ min

Debi ¢ift sifon ile 122 It / dak. Flow with two siphon 122 1t/ min

PDK.9 yiiksek debili sifon segiminde +12 Euro fiyat farki eklenmelidir.

In case of PDK.9 high capacity siphon usage + 12 Euro will be added to the price.

304 Kalite paslanmaz celikten imal edilmistir. Grade 4301 stainless steel production.
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®
DUS KANALLARI / SHOWER CHANNELS n

CDK 1080 AQUA Gergevesiz Without frame

Dus ortasi ve duvar 6nii kullanimina uygundur. Suitable for mid shower and front wall usage.

**CDK.11 H:60 mm Yandan Cikigli /

Olcu (cm) ylizey yandan cikish alttan cikish fiyat
dimension surface side outlet vertical outlet €
g W
30 SATINE / SATINOX [~ CDK.11.1080.30.1.S.1 CDK.12.1080.30.1.S.1 78 @ Déner hazne ile kolay baglanti F
*Debi tek sifon ile 42 It / dak. Flow with one siphon 42 1t/ min
*Debi ¢ift sifon ile 78 It / dak. Flow with two siphon 78 It/ min
40 SATINE / SATINOX [ CDK.11.1080.40.1.S.1 CDK.12.1080.40.1.S.1 91
**CDK.12 H:30 mm Alttan Cikish /
50 SATINE / SATINOX | CDK.11.1080.50.1.S.1 CDK.12.1080.50.1.S.1 12
60 SATINE / SATINOX | CDK.11.1080.60.1.S.1 CDK.12.1080.60.1.S.1 126 e
@ Déner hazne ile kolay baglanti
*Debi tek sifon ile 48 It / dak. Flow with one siphon 48 1t/ mir
70 SATINE/ SATINOX Il CDK.11.1080.70.1.8.1 CDK.12.1080.70.1.8.1 136 "D:b: gein ::vg: :|: 86 It/d:k.lF(\ow wwmotl;;‘mjhr:n 86 It s‘;n:n
80 SATINE / SATINOX [ CDK.11.1080.80.1.S.1 CDK.12.1080.80.1.S.1 150

Fiyatlara Evimetal izolasyon band ve ses izolasyonuna yardimci yiikseklik ayar seti dahildir. Standart kademeli kapak ayar seti 8-18 mm uygulamalar igindir. 18-30 mm uygulamalarda

yilksek kademeli ayar seti Y.8077 kullaniimalidir. Tabloda verilen kodlar standart sifonlar igindir. Ozel sifon segenekleri igin Sayfa 37’e, uygulama yardimcilari igin Sayfa 44’ye bakiniz.

Codes given on the table are for regular siphons. For special siphon options please refer to page 37 and for application products to page 44. Height adjustment part and butil band are

included to the price. Standard gradual cover height set is suitable for 8 - 18 mm. For special applications (18-30 mm) Y.8077 should be used.
Teknik ¢izim

Technical drawing
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cdk.11 teknik gizim

CDK.9 yiiksek debili sifon segiminde +12 Euro fiyat farki eklenmelidir.
In case of CDK.9 high capacity siphon usage + 12 Euro will be charged to the price.
Kaplama harig ylikseklik. Height without coating. CDK.9=80 mm CDK.11=60 mm CDK.12=30/80 mm

304 Kalite paslanmaz gelikten imal edilmistir. Grade 4301 stainless steel production.
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®
DUS KANALLARI / SHOWER CHANNELS n

CDK 1050 NOVA Gergevesiz Without frame

Dus ortasi ve duvar 6nii kullanimina Uygundur. Suitable for mid shower and front wall usage.

R . " **CDK.11 H:60 mm Yandan Gikish /
Olc (cm) yuzey yandan cikish alttan cikish fiyat ’
dimension surface side outlet vertical outlet €
iy
N
30 SATINE / SATINOX | CDK.11.1050.30.1.S.1 CDK.12.1050.30.1.8.1 68 @ Déner hazne ile kolay baglant
r

*Debi tek sifon ile 42 It / dak. Flow with one siphon 42 1t/ min

*Debi ¢ift sifon ile 78 It / dak. Flow with two siphon 78 It/ min
40 SATINE / SATINOX || CDK.11.1050.40.1.S.1 CDK.12.1050.40.1.S.1 78

**CDK.12 H:30 mm Alttan Cikigli /
50 SATINE / SATINOX [/ CDK.11.1050.50.1.S.1 CDK.12.1050.50.1.8.1 85
60 SATINE / SATINOX | CDK.11.1050.60.1.S.1 CDK.12.1050.60.1.S.1 99

@ Déner hazne ile kolay baglant

70 SATINE / SATINOX [ CDK.11.1050.70.1.S.1 CDK.12.1050.70.1.S.1 113 *Debi tek sifon ile 48 It / dak. Flow with one siphon 48 1t / min
*Debi ¢ift sifon ile 86 It / dak. Flow with two siphon 86 It/ min

80 SATINE / SATINOX [ CDK.11.1050.80.1.S.I CDK.12.1050.80.1.8.1 124

Fiyatlara Evimetal izolasyon bandi ve ses izolasyonuna yardimci ylikseklik ayar seti dahildir. Standart kademeli kapak ayar seti 8-18 mm uygulamalar igindir. 18-30 mm uygulamalarda
yiksek kademeli ayar seti Y.8077 kullaniimalidir. Tabloda verilen kodlar standart sifonlar igindir. Ozel sifon secenekleri icin Sayfa 37’e, uygulama yardimcilari igin Sayfa 44’ye bakiniz.
Codes given on the table are for regular siphons. For special siphon options please refer to page 37 and for application products to page 44. Height adjustment part and butil band are
included to the price. Standard gradual cover height set is suitable for 8 - 18 mm. For special applications (18-30 mm) Y.8077 should be used.
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Technical drawing
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cdk.11 teknik ¢izim

CDK.9 yiiksek debili sifon segiminde +12 Euro fiyat farki eklenmelidir. 304 Kalite paslanmaz gelikten imal edilmistir. Grade 4301 stainless steel production.
In case of CDK.9 high capacity siphon usage + 12 Euro will be charged to the price.
Kaplama harig ylkseklik. Height without coating. CDK.9=80 mm CDK.11=60 mm CDK.12=30/80 mm
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DUS KANALLARI / SHOWER CHANNELS

Dus alaninda standartlari yiikselten HighLine serisinin kapak ve gergevesi 3 mm masif paslanmaz celikten Uretilmektedir. Evimetal Highline serisinde, dus

uygulamalarinda drenaj igin son derece 6nemliolan yalitim bitimli metal parcayi, 3 boyutlu kaynaksiz yekpare gévdeyi, sap igerisinde kilitlenmeyi saglayan ters
acih kanallari, yalitim bandini ve uygulama sonrasinda dahi olusabilecek kot farkligini 8 ayri
Ayar seti ayrica mermer v.b kalin malzemelerde sorunsuz kullanilabilir. Sagdlam yapisi ve miikkemmel bitis detay! ile Highline 6vgliye deger.

noktadan o©nleyen yiikseklik ayar setini standart olarak sunuyor.

The cover and frame of the Highline series, which represent a high standard for your shower applications, are made of 3 mm solid stainless steel. Evimetal Highline
series offer the standard options such as insulated metal end piece, weldless single piece body with sides, reverse angle ducts enable locking within cement, odor
part, insulation band and height adjustment set at 8 different points. all indispensable for drainage facilities in shower applications. The adjustment set is also suitable
for thick materials such as marble , etc. With its robust structure and perfect finish, Highline deserves praise.

HighLine uygulama secenekleri HighLine application options

HDK.9 H:80 mm Yandan Cikigl /

h.

Temizlik gerektirmeyen ylksek kapasiteli S sifon detayi

HDK.11 H:60 mm Yandan Cikish /

Temizlik gerektirmeyen ylksek kapasiteli S sifon detayi

yeni riin

ew product

**HDK.5 H:60 mm Yandan Cikigh /

@ Déner hazne ile kolay baglanti

Doéner hazne ile kolay baglanti

yeni irin

new product

HDK.12 H:30/80 mm Alttan Cikish /

@ Doéner hazne ile kolay baglanti

|
» -

Doner hazne ile kolay baglanti

HighLine serisi sifon secenekleri HighLine series siphon types

H:60 mm
Y.8082

*Kokusuz / Odor free

*Debi tek sifon ile 42 It/ dak.
*Debi ¢ift sifon ile 78 It/ dak.
*Flow with one siphon 42 It / dak.
*Flow with two siphons78 It/ dak.

H:30/80 mm
Karot @ 120 mm
Core drill diameter @ 120 mm

Y.8086

*Kokusuz / Odor free

*Debi tek sifon ile 48 It/ dak.
*Debi cift sifon ile 86 it/ dak.
*Flow with one siphon 48 It / min.
*Flow with two siphons 86 It / min.

H:80 mm
Y.8081

*Kokusuz / Odor free

*Debi tek sifon ile 60 It/ dak.

*Debi cift sifon ile 1121t/ dak.
*Flow with one siphon 60 It / dak.
*Flow with two siphons 112 It/ dak.

Kat betonu Uzeri karot delik ¢api 120 mm’dir.

H:50 mm
Karot @ 120 mm
Core drill diameter @ 120 mm

Y.8130

*Fermatirsiiz / No odor part
*Debi tek sifon ile 66 It / dak.

*Debi cift sifon ile 122 It / dak.
*Flow with one siphon 66 It / min.
*Flow with two siphons 122 It / min.

H:60 mm

*Fermatursiiz / No odor part
*Debi tek sifon ile 66 It / dak.
*Debi cift sifon ile 122 It / dak.
*Flow with one siphon 66 It / min.
*Flow with two siphons 122 It / min.

**Kaplama harig ylkseklik. Height without coating.
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*Debi : (kapak lizerinde 20 mm yuksekliginde su ile)
*Flow : with 20 mm water over cover plate
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HighLine Uygulama Kesit Detayi Application Section Detail

Kaplama malzemesi / Covering material

Yapistirici / Adhesive

Evimetal izolasyon bandi / Evimetal insulation butil band

izolasyon katmani / Insulation layer

Tesviye betonu / Levelling concrete

Doseme betonu / Covering concrete

- . *Standart 6lgl / Size : 30-50-60-70-80
HighLine Aciim Semasi Assembly Scheme *Yiizey / Sffrface -1S1-2SM-3MG

Uygulama igin koruyucu kapak Y.STR.10.30*
Protective cover for application

K.2000.30.1.8.1

3 mm masif Ust kapak / 3 mm solid top cover

3 mm masif gergeve / Massive 3 mm frame C.H.2000.30.1.S.I*

Helezon sag tutucu / Spiral hair holder Y.8084

Yalitim bitimli alt metal kasa / Metal subcase with insulation end piece H.8025.60.8080

Sifon sizdirmazlik ve baglanti pargasi Y.8080
Siphon connection and impermeability part

Bakim gerektirmeyen yiiksek kapasiteli yan ¢ikisli S sifon Y.8082
Maintenance free, high capacity outlet S type siphon

. . . Y.
Alttan gikigh sifon / Vertical outlet siphon 8086
Ses izolasyonu saglayan kademeli yiikseklik ayar par¢asi Y.8029
Noise insulated height adjustment part
Teknik Cizim Technical Drawing
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DUS KANALLARI / SHOWER CHANNELS

Evimetal ProLine serisi, dus uygulamalarinda farkl ylizey ve dizayn
alternatifleriyle tasarimcilarina banyoda sinirsiz ¢bzimler sunuyor.
Evimetal ProLine serisinde, dus uygulamalarinda drenaj i¢in son derece
o6nemli olan yalitim bitim parcasini, 3 boyutlu kaynaksiz yekpare govdeyi,
sap icerisinde kilittenmeyi sadlayan ters agili kanallari, koku fermaturini
ve uygulama sonrasinda dahi olusabilecek kot farkhligini 8 ayri noktadan
onleyen ylkseklik ayar setini standart olarak sunuyor. Ayar seti ayrica
mermer v.b malzemelerde sorunsuz kullanilabilir. Evimetal ProLine serisi
stk ve modern goriiniimdi ile bugiiniin dinamik mimarisini tamamlayacak
arlnler sunuyor.

Uygulama secenekleri Application options

ClV]i

Evimetal ProLine series offers designers unlimited solutions for
bathroom applications with diferent surface and design alternatives. The
ProLine series offers standart options such as insulated ending piece,
weldless one piece body with sides, reverse angle ducts that enable
locking within the cement finish,odor part and height adjustment set at 8
different points, all indispensable pieces for drainage facilities in shower
applications. Evimetal ProLine series, with elegant and modern look,
offer arhitecture compatible solutions.

ProLine serisi / Series

Dus ortasi ve duvar 6nii kullanimina uygundur. Suitable for mid shower and front wall usage.

**PDK.9 H:80 mm Yandan Cikigli /

@ Doéner hazne ile kolay baglanti

Temizlik gerektirmeyen yiiksek kapasiteli S sifon detay!

PDK.12 H:30/80 mm Alttan Cikigh /

Kat betonu Uzeri karot delik ¢capi 120 mm’dir.

**PDK.11 H:60 mm Yandan Cikisli /

**PDK.13 H:50 mm / Alttan Cikigh /
@120 mm karot /

Fermatirsiiz /

ProLine serisi sifon secenekleri ProLine series siphon options

®)

v H:60 mm

Y.8082

*Kokusuz / Odor free

*Debi tek sifon ile 42 It/ dak.
*Debi ¢ift sifon ile 78 It / dak.
*Flow with one siphon 42 It / dak.

*Flow with two siphons78 It / dak.

H:30/80 mm
Karot @ 120 mm
Core drill diameter @ 120 mm

Y.8086

*Kokusuz / Odor free

*Debi tek sifon ile 48 It / dak.
*Debi cift sifon ile 86 It / dak.
*Flow with one siphon 48 It / min.
*Flow with two siphons 86 It / min.

H:80 mm
Y.8081

*Kokusuz / Odor free

*Debi tek sifon ile 60 It/ dak.
*Debi ¢ift sifon ile 1121t/ dak.
*Flow with one siphon 60 It / dak.
*Flow with two siphons 112 It / dak.

H:50 mm
Karot @ 120 mm
Core drill diameter @ 120 mm

Y.8130

*Fermatirstiz / No odor part
*Debi tek sifon ile 66 It / dak.
*Debi cift sifon ile 122 It / dak.
*Flow with one siphon 66 It / min.
*Flow with two siphons 122 It / min.

*Fermaturstiz / No odor part
*Debi tek sifon ile 66 It / dak.
*Debi cift sifon ile 122 It / dak.
*Flow with one siphon 66 It / min.

*Flow with two siphons 122 It / min.

*Kaplama harig yiikseklik./ Height without coating.
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*Debi: Kapak Uzerinde 20 mm Yiiksekliginde su ile
*Flow: 20 mm water over cover plate



DUS KANALLARI / SHOWER CHANNELS

ProLine Uygulama Kesit Detayr Application Section Details

Evimetal butil bant / Evimetal butil bant

ClV]i

Yapistiric / Adhesive

izolasyon katmani / Insulation layer

Tesviye betonu / Levelling concrete

Déseme betonu / Covering concrete

ProLine Acilim Semasi Assembly Scheme

Uygulama igin koruyucu kapak Y.STR.6.30*

*Standart 6lgl / Size : 30-50-60-70-80-90-100-120
**Surface : 1.8 -2.8.M - 3.M.G

Protective cover for application

K.1050.60.1.S.1

1,5 mm kalinliginda dikdértgen Ust kapak / 1,5 mm thickness rectangular top cover

C.P.60.1.S.I

2 mm kalinhiginda ylkseklik son ayar pargasi / 2 mm thickness final height adjustment part

i ""'lq'..‘
- ‘
Y.8076 (8 - 18 mm) :

Kademeli ylikseklik ayar seti / Gradual height adjustment set

Y.8077 (18 - 30 mm)

Y.8084

Helezon sag tutucu / Spiral hair holder

Yalitim bitimli alt metal kasa / Metal subcase with insulated end piece

H.8025.60.8080

Sifon sizdirmazlik ve baglanti pargasi Y.8080

Siphon connection and impermeability part

Bakim gerektirmeyen yiiksek kapasiteli yan cikish S sifon Y.8082

Maintenance free high capacity side outlet S siphon

Y.8086

Alt ¢ikigli sifon / Vertical outlet siphon

Ses izolasyonu sagdlayan kademeli yiikseklik ayar pargasi Y.8029

Noise isolated gradual height adjustment set

Teknik Cizim Technical Drawing
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CompactLine nova / natura kapak dénusiim detayr CompactLine nova / natura cover transformation detail

Natura kapak kullanim igin Y.8075.C siparis edilmelidir.

Uygulama secenekleri Application options CompactLine Serisi / Series

Dus ortasi ve duvar 6nii kullanimina uygundur. Suitable for mid shower and front wall usage.
**CDK.12 H:40 mm Alttan Cikigli /

Doner hazne ile kolay baglanti
**CDK.9 H:80 mm Yandan Cikigl /
@ Déner hazne ile kolay baglanti

- **CDK.3 H:60 mm Alttan Cikisli /
eni irin

new product @ Doéner hazne ile kolay baglanti

Temizlik gerektirmeyen yiiksek kapasiteli S sifon detayi

**CDK.11 H:60 mm Yandan Cikisli / L

@ Déner hazne ile kolay baglant

**CDK.1 H:74 mm Yandan Cikigli /

Sabit sifon /




=
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DUS KANALLARI / SHOWER CHANNELS

CompactLine Uygulama Kesit Detayi1 Application section details

Evimetal butil izolasyon banti
Evimetal butil insulation band

Yapistirici / Adhesive

izolasyon katmani / Insulation layer

Tesviye betonu / Levelling concrete

Déseme betonu / Covering concrete

*Standart 6l¢l / Size : 30-40-50-60-70-80
**Ylzey / Surface : 1.S.1

CompactLine Acilim Semasi Assembly Scheme

Uygulama igin koruyucu kapak Y.STR.6.30*
Protective cover for application
1,5 mm kalinliginda dikdértgen Ust kapak / 1,5 mm thickness rectangular top cover K.1050.60.1.S.1

Kademeli yiikseklik ayar pargasi / Gradual height adjustment parts natura Y.8075.C / nova Y.8107.C

Y.8076 (8 - 18 mm )
Y.8077 (8 - 30 mm )
H.8025.60.8080

Kademeli ayar alt pargasi / Gradual height adjustment of bottom part

Yalitim bitimli alt metal kasa / Metal subcase with insulated end piece

".""'-u._ 3
L
. h - F
Y.8081 (9 nolu sifon)
Y.8082 (11 nolu sifon) o
Y.8086 (12 nolu sifon)
Y.8130 (13 nolu sifon)
Y.8135 (14 nolu sifon)
‘ il

cdk.11 teknik gizim

Y.8084

Helezon sag tutucu / Spiral hair holder

Bakim gerektirmeyen yiiksek kapasiteli yan ¢ikish S sifon
Maintenance free high capacity side outlet S siphon

Y.8086
Bakim gerektirmeyen S tipi sifon
Maintenance free S type siphon
Ses izolasyonu saglayan kademeli yikseklik ayar pargasi Y.8029

Noise isolated gradual height adjustment set.

Teknik Cizim Technical Drawing

cdk.12 teknik ¢izim
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H:60 mm H:30/80 mm H:50 mm H:60 mm
Karot @ 120 mm Karot @ 120 mm Karot @ 120 mm

Core drill diameter @ 120 mm Core drill diameter @ 120 mm Core drill diameter @ 120 mm

Y.8082

Y.8086 Y.8130 Y.8135

*Kokusuz / Odor free
*Debi tek sifon ile 42 It / dak.
*Debi cift sifon ile 78 It/ dak.
*Flow with one siphon 42 It / dak.

*Kokusuz / Odor free

*Debi tek sifon ile 48 It / dak.
*Debi Gift sifon ile 86 It / dak.
*Flow with one siphon 48 It / min.

*Flow with two siphons78 It/ dak.

*Flow with two siphons 86 It / min.

*Kokusuz / Odor free

*Debi tek sifon ile 60 It/ dak.
*Debi ¢ift sifon ile 112 It/ dak.
*Flow with one siphon 60 It/ dak.
*Flow with two siphons 112 It / dak.

*Fermatiirsiiz / No odor part
*Debi tek sifon ile 66 It / dak.
*Debi cift sifon ile 122 It/ dak.
*Flow with one siphon 66 It / min.
*Flow with two siphons 122 It / min.

*Fermatiirsiiz / No odor part
*Debi tek sifon ile 66 It / dak.
*Debi ift sifon ile 122 It / dak.
*Flow with one siphon 66 It / min.
*Flow with two siphons 122 It / min.
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MONTAJ VE UYGULAMA / MONTAGE AND APPLICATION

HighLine serisi dus kanali uygulama adimlari

Application Steps

ClV]i}

HighLine serisi / series

<

Sifonu gévdeye monte ediniz.
Assemble siphon to the main body.

Yikseklik ayar setini zemin kotuna gére terazi
ile ayarlayiniz. Her kademe 2 mmdir.

Adjust to the ground level by using water gage.
Each step is 2 mm.

Yiikseklik ayar setini sabitlemek icin kanal

icinden delik aginiz. (opsiyonel)
Make a hole from the inside of channel to fix
height adjusting sets. (optional)

Ozel strafor dubeliyle ayar setini sabitleyiniz.
(opsiyonel)

Fix the adjusting set with special styrofoam
dowel. (optional)

Yalitim bitimli metal kasayi ayar setine oturtunuz.
Place the insulation-finish metal case to the
adjusting set.

Ayar setini delik 6ncesi isaretleyiniz.
Mark the height adjustment set before
drilling holes.

Sifon gévdeye oturtulmalidir.
Siphon must be connected to the body.

<%

Dus kanalini tesisata baglayiniz ve koruyucu
straforu tikanmaya kars lizerine koyunuz.
Connect the shower installation part. Than
put the protective Styrofoam in case of
blockage.

Seramik yapistiricisini alana yayiniz.
Spread the ceramic adhesive to the surface.

Diizeltme betonunun meyilini dus kanalina
dogru min %1 egimle veriniz.

Bevel the angle of levelling concrete min 1%
towards shover channel.

Diizeltme betonuna astar siriiniiz. izolasyon
bandini metal-beton birlesimine yapistiriniz.*
Apply priming coat to leveling concrete. Adhere
the isolation tape to the metal-concrete.*

Alt ¢cikis baglantisi igin kat betonunu karot ile
min 120 mm c¢apinda kesiniz.

Drill the concrete with the help of drilling core
for the pipe connection. min @120mm

”~

/

Tum alana en az 2 kat stirme izolasyon ile
yaltim yapiniz.

Insulate the whole surface minimum 2 layers
with sliding isolation.

~

~

~

&

Seramik uygulamasi tamamlanana kadar
koruyucu stroforu ¢ikarmayiniz.

Do not remove the protective styrofoam until the
ceramic application is completed.

Koruyucu stroforu gikararak metal gergeveyi
yerlestiriniz.

Remove the protective styrofoam and place the
metal frame.

Metal gergevenin kademeli ayar pargalarini
terazi ile ayarlayiniz.

Adjust height of metal frame gradual parts
by using level

Slikon ya da derz ile metal gergeveyi
sabitleyiniz.
Fix the metal frame with silicon or joint.

38

Ayar igsleminden sonra kapagi yerlestiriniz.
After the adjustment process place the cover.

Sifonu, kullanim sikligina gére anahtar
yardimiyla ¢ikararak temizleyiniz.
According to frequency of occurrence,
clean the siphon with the help of
cover key.

Temizlenen hazneye sag tutucu yerlestiriniz.
Place the hair holder to the cleaned tank.

Montaj videosu igin
For assembly video

Clke1C]




MONTAJ VE UYGULAMA / MONTAGE AND APPLICATION

ProLine serisi dus kanali uygulama adimlari  Application steps

ClV]i}

ProLine serisi / series

&

Opsiyonel
Optional

=|P3

Opsiyonel
Optional

Sifonu gévdeye monte ediniz.
Assemble siphon to the main body.

Yiikseklik ayar setini zemin kotuna gore terazi  YUkseklik ayar setini sabitlemek icin kanal
ile ayarlayiniz. Her kademe 2 mmdir. icinden delik aginiz. (opsiyonel)

Adjust to the ground level by using water gage. Make a hole from the inside of channel to fix
Each step is 2 mm. height adjusting sets. (optional)

Ozel strafor dubeliyle ayar setini sabitleyiniz.
(opsiyonel)

Fix the adjusting set with special styrofoam
dowel. (optional)

Yalitim bitimli metal kasayi ayar setine oturtunuz.
Place the insulation-finish metal case to the
adjusting set.

Ayar setini delik 6ncesi isaretleyiniz.
Mark the height adjustment set before
drilling holes.

Sifon gévdeye oturtulmalidir.
Siphon must be connected to the body.

Alt ¢cikis baglantisi igin kat betonunu karot ile
min 120 mm ¢apinda kesiniz.

Drill the concrete with the help of drilling core
for the pipe connection. min @120mm

<

Diizeltme betonuna astar siriiniiz. izolasyon
bandini metal-beton birlesimine yapistiriniz.*

N

Dus kanalini tesisata baglayiniz ve koruyucu
straforu tikanmaya karsi tizerine koyunuz.
Connect the shower installation part. Than

put the protective Styrofoam in case of Bevel the angle of levelling concrete min 1%
blockage towards shover channel.

Diizeltme betonunun meyilini dus kanalina
dogru min %1 egimle veriniz.

Apply priming coat to leveling concrete. Adhere
the isolation tape to the metal-concrete.*

Tum alana en az 2 kat sirme izolasyon ile
yalitim yapiniz.

Insulate the whole surface minimum 2 layers

with sliding isolation.

ol

(S

Seramik yapistiricisini alana yayiniz.
Spread the ceramic adhesive to the surface.

Koruyucu stroforu gikararak metal gergeveyi

Seramik uygulamasi tamamlanana kadar 1eU
yerlestiriniz.

koruyucu stroforu gikarmayiniz.
Remove the protective styrofoam and place the
metal frame.

Do not remove the protective styrofoam until the
ceramic application is completed.

Metal gergevenin kademeli ayar pargalarini
terazi ile ayarlayiniz.

Adjust height of metal frame gradual parts
by using level

~ o

Slikon ya da derz ile metal gerceveyi
sabitleyiniz.

Ayar isleminden sonra kapagi yerlestiriniz.
After the adjustment process place the cover.

Sifonu, kullanim sikligina gore anahtar
yardimiyla ¢ikararak temizleyiniz.
According to frequency of occurrence,
clean the siphon with the help of
cover key.

Fix the metal frame with silicon or joint.

Montaj videosu igin
For assembly video

o ,,'Elj
El"

Temizlenen hazneye sag tutucu yrlestiriniz.
Place the hair holder to the cleaned tank.
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Kesilebilir kapak
Cuttable cover

Katlanabilir tekstil membranli yalitim flangi
Foldable, textile membrane insulating flange

Yiksek kapasiteli, kolay temizlenebilen S sifon
Easy clean and high capacity outlet S siphon

KOLAY UYGULANABILEN
EKONOMIK COZUMLER

SHOWER CHANNELS

serisi/series



DUS KANALLARI / SHOWER CHANNELS

TRENDLINE FORM-A TDK 1100

g

e D 0 ... I.-i_."._l::l .H:-:I“

3 mm masif ve tekstil mebranh Massive 3 mm included with textile membrane.

Evimetal, yikanma alanlar igin kolay uygulanabilen, son derece hijyenik ve ekonomik iiriinler tasarliyor. Evimetal'in patentli Grinu
TrendLine dus kanali, modern yikanma alanlarinda kolay uygulama ve saglikli ¢céziimler isteyenler igin tasarlandi. Evimetal'in tim dus kanallan
gibi duvar 6nu ve dus ortasi kullanilabilen TrendLine dus kanallari, istenilen dlglide yerinde kesilerek duvardan duvara kullanilabilmektedir.
Hijyenik ve Etkileyici : Dus kanallarinda kapak altinda toplanan kirler dus kanallarinda temizligi zorlastirirken TrendLine ile zor ve ulagilamayan
noktalar kalmiyor. Kolay ve saglikli yikanma alanlari saglayan TrendLine, orta kapada entegre kolay ¢ikarilabilen patentli sag / artik tutucu ve bakim
gerektirmeyen yuksek kapasiteli S sifon ile yikanma alanlarinin tahliyesinde standartlari yeniden belirliyor.

Evimetal designs facilitated, utterly hygienic and economic products for showering places. TrendLine shower channel, a patented product
of Evimetal, is designed for those who want easy and healthy solutions for modern showers. As like all other Evimetal shower channels, TrendLine
might be used in front of floors or middle of showers. Those channels might be reshaped to required size and might be used floor to floor.

Hygienic and Impressive: While all the dirts accumulated under shower channel cover prevent cleaning, TrendLine makes it much easier to

reach all points.

yandan cikislh alttan cikish yandan cikish

_— .
SR Gl JEY 60 mm/421dak. 30/80 mm/ 48 | dak. 80 mm / 60 I dak.
side outlet vertical outlet € side outlet

fiyat
€

fiyat

SATINE / SATINOX TDK.11.1100.40.1.S.1 TDK.12.1100.40.1.S.1 TDK.9.1100.40.1.S.1
40 S.AYNA/MIRROR TDK.11.1100.40.2.8.M TDK.12.1100.40.2.8.M TDK.9.1100.40.2.8.M
AYNAALTIN / GOLD TDK.11.1100.40.3.M.G TDK.12.1100.40.3.M.G TDK.9.1100.40.3.M.G

SATINE / SATINOX TDK.11.1100.60.1.S. TDK.12.1100.60.1.S.1 TDK.9.1100.60.1.S.1
60 S.AYNA/MIRROR TDK.11.1100.60.2.S.M TDK.12.1100.60.2.S.M TDK.9.1100.60.2.8.M
AYNAALTIN / GOLD TDK.11.1100.60.3.M.G TDK.12.1100.60.3.M.G TDK.9.1100.60.3.M.G
SATINE / SATINOX TDK.11.1100.80.1.S.1 TDK.12.1100.80.1.S. TDK.9.1100.80.1.S.1
80 S. AYNA/ MIRROR TDK.11.1100.80.2.S.M TDK.12.1100.80.2.S.M TDK.9.1100.80.2.8.M
AYNAALTIN / GOLD TDK.11.1100.80.3.M.G TDK.12.1100.80.3.M.G TDK.9.1100.80.3.M.G

SATINE / SATINOX TDK.11.1100.100.1. TDK.12.1100.100.1. TDK.9.1100.100.1.

1.8.1 1.8.1 1.8.1
100 S.AYNA/MIRROR TDK.11.1100.100.2.8.M TDK.12.1100.100.2.8.M TDK.9.1100.100.2.8.M
AYNAALTIN / GOLD TDK.11.1100.100.3.M.G TDK.12.1100.100.3.M.G TDK.9.1100.100.3.M.G

Teknik Cizim Technical Drawing

400~600-800 mm

400~600-800-1000 mm

tdk.11 teknik cizim tdk.12 teknik gizim

TDK.11 H:60 mm Yandan Cikish /

@ Déner hazne ile kolay baglanti

Temizlik gerektirmeyen yuksek kapasiteli S sifon detayi

eni drin

new product

TDK.12 H:30/80 mm Alttan Cikigh /

@ Doner hazne ile kolay baglant

Temizlik gerektirmeyen yiksek kapasiteli S sifon detayi
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DUS KANALLARI / SHOWER CHANNELS
TrendLine Uygulama Kesit Detay! Application Section Details

Kaplama malzemesi
Covering material

izolasyon katmani
Insulation layer

Membranli yalitim flangi
Selfmeshed insulating flange

Tesviye betonu / Levelling concrete

Ddéseme betonu / Covering concrete

Standart 6lgti / Size : 40-60-80-1000

TrendLine Agilm $emasi Assembly Scheme Yiizey / Surface : 1.8.1- 2.8.M - 3.M.G

TrendLine temizlik kapagi ve sag tutucu K.8119.1.S.1/ K.8119.2.S.M / K.8119.3.M.G

TrendLine cleaning cover and hair holder

K.1100. 40/60/80/100.1.S.I
K.1100. 40/60/80/100.2.S.M

TrendLine 1100 model kapak K.1100. 40/60/80/100.3.M.G

TrendLine 1100 model cover

TrendLine bogaz uzatma pargasi Y.8129
TrendLine cover connecting part

izolasyon flansi Y.8117
Isolation flange

Sifon baglanti pargasi Y.8118

Siphon connection part

Sifon
Siphon

Y.8082 /Y.8081 /Y.8086 /Y.8130/Y.8135

TrendLine serisi sifon secenekleri TrendLine series siphon types

"’ H:60 mm

H:30/80 mm
Karot @ 120 mm

H:50 mm
Karot @ 120 mm

H:80 mm

*Debi tek sifon ile 42t/ dak.
*Debi cift sifon ile 78 It/ dak.
*Flow with one siphon 42 It / dak.
*Flow with two siphons78 it/ dak.

*Debi tek sifon ile 48 It / dak.
*Debi cift sifon ile 86 It / dak.
*Flow with one siphon 48 It / min.
*Flow with two siphons 86 It/ min.

*Debi tek sifon ile 60 It/ dak.
*Debi Gift sifon ile 112 1t/ dak.
*Flow with one siphon 60 It / dak.
*Flow with two siphons 112 It/ dak.

*Debi tek sifon ile 66 It / dak.
*Debi ift sifon ile 122 It / dak.
*Flow with one siphon 66 It / min.
*Flow with two siphons 122 It/ min.

Y.8082 Core drill diameter @ 120 mm Y.8081 Core drill diameter @ 120 mm
Y.8086 Y.8130 Y.8135
*Kokusuz / Odor free *Kokusuz / Odor free *Kokusuz / Odor free *Fermatiirsiiz / No odor part *Fermatiirsiiz / No odor part

*Debi tek sifon ile 66 It / dak.
*Debi ift sifon ile 122 It / dak.
*Flow with one siphon 66 It/ min.
*Flow with two siphons 122 It / min.




MONTAJ VE UYGULAMA |/ MONTAGE AND APPLICATION

TrendLine serisi dus kanali uygulama adimlari / Application steps

(Lol

Dus ortasi uygulama
Shower middle applications

Duvar 6nii uygulama
Wall front applications

Alttan gikisl dus kanali uygulama adimlar / Vertical output application steps

=
@ n )

TrendLine serisi / series

Uygulama yapilacak alani 6lglisini
Belirleyerek toz ve artiklardan arindiriniz.
Setting the size and cleaning the shower area
from powder and waste.

Yandan gikish dus kanal uygulama adimlar / Sideward output application steps

L2
L2

Alttan Cikis igin 125 mm Capinda karot ile
beton Kesilmelidir.

Drill the concrete with the help of drilling
core, for the pipe connection.

Alt ¢ikigl Lineer kanali zemin merkezine
yerlestiriniz.

Vertical outlet place the linear channel
center of floor.

Yan gikigh Lineer kanali zemin merkezine
yerlestiriniz.

Side outlet place the linear channel
center of floor.

min. %1-2

Alt sifon grubunu tesisata baglayiniz.
('Yan Cikis EN 50)
Connect the plumbing ( Side Outlet / EN 50 )

7z

min. %1-2

Koruyucu straforu gikararak gereken yiikseklige
gore gergeveyi kenarda bulunan isaretlerden
kesiniz.

Remove the protective styropor and measure
the blank between ceramic tile

Seramik uygulamasi tamamlanana
kadar koruyucu straforu gikarmayiniz.
Do not remove the protective styropor
until the ceramic application is

Dizeltme betonunun meyilini dus kanalina
dogru min %1 egimle veriniz.
Bevel the slant of leveling concrete min. 1%

Dus alanina min. 2 kat siirme izolasyon
ile yalitim yapiniz.

Insulate the shower area min. 2 layer
With sliding isolation.

<&

<

T
It

Koruyucu kapak tiim asamalarda takili
olmahdir.
Protective cover should be installed at
all stages.

Seramik yapistiricisini alana yayiniz.
Spread the ceramic adhesive to the surface.

>

Kapak altina Yapistiric sirerek klavuz yardimi
ile kapag yerlestiriniz. Patentli ters acili kanallar
kilitlenmeyi saglayacaktir.

Apply adhesives under cover, place the
cover on. ( with guide ) Patented reverse
angled channels it will provide deadlock.

Montaj videosu igin
For assembly video

OF-H0
[=] =

Kullanim sikligina gére Anahtar yardimi ile
dikey kapagi gikartiniz. Sag tutucuyu
kolayca temizleyerek tekrar yerine takiniz.
Remove the cover with the help of Switch
according to your use. Easily clearing Hair
holder and put again.

Seramik uygulamasini kapak genisliginde
tamamlayarak net kapak uzunluk
Olglislini belirleyiniz.

Finishing the ceramic application.

After determine the net cover sizes.

Kapag! klavuz yardimi ile alan uzunluguna
gore kesiniz.

Cut Cover by length of the field. ( with guide )
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Linearis meyil ve dusuik kod profili Slope and elevation difference profile

Linearis kolay uygulama ve mikemmel bitis
detayr saglayan paslanmaz celik meyil
profilidir. TGm yikanma alanlarinda kullanilabilir.
Sag ve sol igin g farkli ylizeyde Uretiimektedir.
Linearis is stainless steel slope profile that provides
perfects finishes with easy application feature. Can

be used at all shower areas. For both left and right

LMP.100

ylizey

surface

SATINE / SATINOX
S. AYNA/ MIRROR
ALTIN / GOLD

usages, 3 different surfaces are avaible.

100 cm sag
100 cm right

13 mm/ 28 mm

LMP.R.100.100.1.S.1
LMP.R.100.100.2.8.M
LMP.R.100.100.3.M.G

250 cm
250 cm

28 mm

ylizey

surface

LMP.120.250.1.S.1
LMP.120.250.2.8.M
LMP.120.250.3.M.G

SATINE / SATINOX
S. AYNA/ MIRROR
ALTIN / GOLD

LMP.120

MUKEMMEL DETAYLAR

APPLICATION PRODUCTS

PERFECT DETAILS

100 cm sol
100 cm left

13 mm/ 28 mm

LMP.L.100.100.1.S.1
LMP.L.100.100.2.8.M
LMP.L.100.100.3.M.G

Sag ve sol kullanima
uygundur.
Suitable for left and right
usage.

fiyat
€

25
32
38

fiyat
€

58
74
86

150 cm sag
150 cm right

13 mm/ 35 mm

LMP.R.100.150.1.S.1
LMP.R.100.150.2.8.M
LMP.R.100.150.3.M.G

150 cm sol
150 cm left

13 mm/ 35 mm

LMP.L.100.150.1.S.1
LMP.L.100.150.2.8.M
LMP.L.100.150.3.M.G

egimsiz dus profili
no slope shower profile

Dus alanina gore yerinde kesilerek uygulanabilir.
Can be cut according to shower area.




UYGULAMA YARDIMCILARI / APPLICATION PRODUCTS n

Meyil profili uygulama adimlar Slope profile application steps

1-Meyil profili 100 cm icin 14 mm egime gore Uretilmistir. E§im betonu dékilmeden énce, metal kasa meyil profilinin delikli kismiyla, banyo genel alaninda
kullanilan seramik ise, izolasyon ve yapistirici kalinhgi (4-5 mm) hesap edilerek (detay: resim 1,) meyil profilinin Ust kismina esitlenmelidir.

2-Meyil profili izolasyondan sonra seramik uygulamasiyla birlikte kullanilacaktir. Meyil profilinin i¢ kisminda bulunan koruyucu film uygulama tamamlanana
kadar sokilmemelidir. Meyil profilinin dncesinde kullanimi mastar amachdir, egim betonu dékildikten hemen sonra gikariimali ve temizlenerek muhafaza
edilmelidir.

3- izolasyon 6ncesi astar siriilmeli ve 2 kat izolasyon tiim alana yapilmahdir.

4- izolasyon sonrasi banyo genel mekanindan baslayarak meyil profili ile seramik uygulamasi tamamlanmalidir.

Harici cerceve External frame

8¢t (cm) yuzey urin kodu fiyat

dimension surface product code €

30 SATINE / SATINOX | CHC.30.1.8.1 9

40 SATINE / SATINOX [ CHC.40.1.8.1 1

50 SATINE / SATINOX | CHC.50.1.S.1 12

60 SATINE / SATINOX [ CHC.60.1.S.1 14
Uygulama sonrasi olusan bitis hatalarinin gizlenmesi i¢in kullanilan
harici gergevedir.

70 SATINE / SATINOX | CHC.70.1.8.1 16 R o
Can be used to hide finishing problems after application.

80 SATINE / SATINOX | CHC.80.1.8.1 18
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TEKSTIL YALITIM MEMBRANI
WATERPROOF (SEALING) MEMBRANE

ISOLATION DETAILS

Tekstil Membran Uygulama Kesit Detayi

Duvar Yer Uygulama Detayi

Seramik/Ceramidftiles .
Seramik
Ceramic tiles

tape/flashing Yapistirici harg / Thin-set mortar

\ Fayans / Ceramic tiles
- \
- -

Yalitim baglantisi

(ist Gste olmalidir.
Sealing membrane
(overlapping at the seam)

e

Yapistiric

Thin-set mortar = N "

. = .

-'-.Ifbtil membran / Uncoupling men.\b;ang - =

- i
\ ol T a .
Yall_t_lm baglantisi S yapistirici | i -
i iz il el Fluid applied sealant Screet concrete :
Sealing membrane adhesive

(overlapping at the seam) Thin-set mortar . =

T
Cracks - o
= _'I.

Yapistirici harg / Thin-set mortar

Yapistirici harg / Thin—selt mortar
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iZOLASYON DETAYLARI / ISOLATION DETAILS

Tekstil Yalittm Membrani \Waterproof Sealing Membrane

A €

Tekstil yalitim membrani - Dis Kose 9€ad.
erproof (sealing) membrane - Outer edge

ClV]i}

Tekstil yalitim membrani - g Kése 9€ad.
erproof (sealing) membrane - Inner edge

Yalitim bitimli metal kasa ile tesviye betonunun birlesme noktasinda
kullanilir. izolasyona yardimcidir. Tim gider (riinleriyle ~birlikte
kullaniimasi tavsiye edilir.

The isolation ending metal case and grading concrete are used in the
intersection point. It helps isolating. Adviced for use in all products.

23 cm lineer siizgeg sizdirmazlik bandi

Tekstil yalitim membrani 1x30 mt 19 €mt?
Waterproof (sealing) membrane

TYM.105

‘ TYMAGG ., ‘ TYMAOT

‘ BTLLS.230 23 cm linear drain isolation band Mead. ‘
Tekstil yalitim membrani boru manseti 15,15 .1 6 € ad. Tekstil yalitim membrani kenar bandi 4, 50 mt. 4 €ad, - :
TYM.108 Waterproof (sealing) membrane pipe collar Heemoea TYM.109 Waterproof (sealing) membrane edge band emxemaea ‘ BTL.YS.40.40 402%22?;52‘50%?%?3:ﬁg‘g{;:ﬁlg(azzndl 16€ad. ‘
Duvar Uygulama \Wall Application Yer Uygulama Floor Application
- 1.Adim

1.Adim
Tekstil membranlari yalitilacak zemin élgiilerine gére
kesiniz.

Step 1
Trim sealing membrane according to the floor size to be
waterproof sealed.

Tekstil membranlari zemine uygun élgllerde kesiniz.

Zemine uygun astar uygulandiktan sonra, 4 mm’lik tarak mala
ile yapistiriclyr zemine esit bir sekilde siiriiniiz.

Step 1

Trim uncoupling membrane tto the floor size that will be sealed.
Prepare the floor with a suitable primer before applying the
mortar with a 5/32” x 5/32” (4 mm x 4 mm) tooth trowel.

2.Adim

Fayans yapistiricisini (C2 tipi) talimata gore karistirip
4mm lik tarak mala ile yalitilacak ylzeye gekin.
Yapistiric esit seviyede ¢ekilmis olmalidir.

Step 2

Stir tile mortar (C2 type) according to manufacturer's
guidelines. Apply with a 5/32"x5/32"(4mm) tooth trowel.

Itis important to have equal thickness for mortar application.

2.Adim

Tekstil membranlari diizglin ve kdselere paralel bir sekilde
koselerden 5mm pay vererek yerlestirdikten sonra, malzeme
tabakas! olusmayacak sekilde tizerinden mala yardimiyla
cekerek duzliyoruz.

Step 2

Install the uncoupling membrane in a very accurate way to
avoid all air pockets, excessive mortar, and overlapping at
the seam (butt seam only).

3.Adim

Tekstil membrani uygulama yerine gore (6zel veya
genel) yukaridan asagiya dogru ve ortadan kenarlara
dogru olacak sekilde duvara yerlestiriniz.

Step 3

Apply the membrane according to the job specification
domestic or commercial / public buildings - on the wall
from top to the bottom and from the center to the edges.

3.Adim

( Sadece Tekstil membranlar,yalitim bantlari ve kdse yalitim
bantlari uygulamasi igin)

Tekstil membrani dosedikten sonra, kdse yalitim bantlarini ve
yalitim bantlarini tekstil membran tzerine uygulama talimatlarina
uygun bigimde yapistiriniz.

Step 3 (only needed if sealing membranes, sealing/
waterproofing tapes and corner pieces are being used).

After installation of the uncoupling membrane sealing tapes
and corner pieces are supposed to be installed on top of the
uncoupling membrane acoording to the specifications.

4.Adim Ozel bdligeler

Tekstil membranlarin ist iiste geldigi bélimde min.

5 cm'lik kat payi olmalidir. Hava kabarcigi ve katianma
olusmamalidir, fazla yapistiriciyl mala yardimiyla disari
cikariniz. Malayi gekerek koseleri diizleyiniz.

Step 4: Domestic area: Avoid air pockets and wrinkles
and make sure that the overlapping seams are 2 inches
(5 cm)minimum. Remove excess tile mortar at the edges.

4.Adim

Zeminde ayni zamanda yalitilacaksa, ek yerlerinde 5 mm ara
payi biraktiktan sonra, ek yerleri yalitim bantlari ve yalitim
malzemesi yapistirilarak yahtiimali.

Fayans yapistiricisini ( en az C2 fayans yapistiricisi olmali )
karistirip 8 mm lik tarak mala ( veya fayans blyiikligline uygun
mala kullanilarak) ile tekstil membranin {izerine gekiniz.
Mozaik calismalarda yik dagilim tabakasina gore galigin.
Artik fayanslari yapistirma islemine gegebilirsiniz.

Step 4

For waterproofing the floor all butt seams at the uncoupling
membrane should be separately sealed with a sealing tape or
other suitable coatings/ sealants.

4.Adim Umumi bolgelerde:Birbirine yanasan ek
kismin Uizerine ¢ekecegimiz bant genisliginde sivi
yapistirici suriiniiz. Bélgeye yalitim bandini yaptiriniz.
kabarciklardan ve katlanmalardan kagininiz.

Step 4: Commercial/public area: Apply sufficient
fluid sealant at the butt seam area so that a waterproof
tapef/flashing can be easily embedded on top of the butt
seam in order to avoid any water/moisture penetration.

5.Adim: Tekstil membranin tizerine fayans yapistirici
striin ve fayans déseme islemine gegin. Stir tile mortar (at least C2 or similar quality) according to
Step 5: Apply tile mortar on the entire surface and manufacturer’s guide line and apply with a (8 mm x 8 mm) tooth
| start tiling. trowel (depending on the tile size) on top of the uncoupling
- 6.Adim:Zemin duvar gegis bélgelerine, duvari ve membrane.
| zemini kapsayacak sekilde silikon cekin. i For mosaic tiles a separate load distribution layer is necessary.
Step 6: Transitions between wall to floor should be W Tiling can start immediately.
2-sided sealed with silicone.
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MUKEMMEL UYUM, YUKSEK DRENAJ

QUADRA SHOWER DRAIN

PERFECT HARMONY, HIGH DRAINAGE



YUKSEK TAHLIYE KAPASITELi DUS SUZGEGLERI / HIGH DISCHARGE CAPACITY SHOWER DRAINS @ n

Koku énleyicili, paslanmaz 1zgarali yahitimh dus stizgecleri
Internal odor preventing, stainless grid insulated shower drains

sds. 11.10

H
nova 050

olcu (cm)
dimension

nova 050
10x10

nova 050
15x15

greka 060
10x10

greka 060
15x15

aqua 080
10x10

aqua 080
15x15

unica 300

10x10

unica 300
15x15

natura 090
15x15

sds. 11.13.5

greka 060

yuizey

surface

SATINE / SATINOX
S.AYNA/MIRROR [
AYNAALTIN / GOLD

l

SATINE / SATINOX
S.AYNA/ MIRROR
AYNAALTIN/ GOLD

SATINE / SATINOX
S.AYNA/ MIRROR
AYNAALTIN / GOLD

il | | T

SATINE / SATINOX
S.AYNA/ MIRROR
AYNAALTIN/ GOLD

SATINE / SATINOX
S.AYNA/ MIRROR
AYNAALTIN/ GOLD

SATINE / SATINOX
S.AYNA/MIRROR
AYNAALTIN / GOLD

Wil | | Tl |

SATINE/SATINOX
S.AYNA/S.MIRROR
AYNAALTIN/M.GOLD
SATINE ALTIN/S. GOLD
PARLAK/SHINE

AYNA BRONZ/M.BRONZE
STN. BRONZ/S.BRONZE
A.SIYAH/M.ANTHRACITE

STN.SIYAH/S ANTHRACITE

SATINE/SATINOX
S.AYNA/S.MIRROR
AYNAALTIN/M.GOLD
SATINE ALTIN/S. GOLD
PARLAK/SHINE

AYNA BRONZ/M.BRONZE
STN. BRONZ/S.BRONZE
A.SIYAH/M.ANTHRACITE

STN.SIYAH/S. ANTHRACITE

KENDI KAPLAMANIZ
ILE KULLANILIR.

BTL.YS. 40.40 - izolasyon sizdirmazlik bandi : 16 Euro
Y.8099 - bogaz uzatma pargasi 110 mm : 5,7 Euro

sds. 12.10

aqua 080

yandan cikish

60 mm /42 Itdak 30/80 mm /48 It dak

side outlet

SDS.11.50.050.10.1.S.1
SDS.11.50.050.10.2.8.M
SDS.11.50.050.10.3.M.G

SDS.11.50.050.15.1.S.1
SDS.11.50.050.15.2.8.M
SDS.11.50.050.15.3.M.G

SDS.11.50.060.10.1.S.1
SDS.11.50.060.10.2.8.M
SDS.11.50.060.10.3.M.G

SDS.11.50.060.15.1.S.1
SDS.11.50.060.15.2.8.M
SDS.11.50.060.15.3.M.G

SDS.11.50.080.10.1.S.1
SDS.11.50.080.10.2.8.M
SDS.11.50.080.10.3.M.G

SDS.11.50.080.15.1.S.1
SDS.11.50.080.15.2.8.M
SDS.11.50.080.15.3.M.G

SDS.11.50.300.10.1.S.1
SDS.11.50.300.10.2.8.M
SDS.11.50.300.10.3.M.G
SDS.11.50.300.10.4.S.G
SDS.11.50.300.10.5.8.P
SDS.11.50.300.10.6.M.B
SDS.11.50.300.10.7.S.B
SDS.11.50.300.10.8.M.A
SDS.11.50.300.10.9.S.A
SDS.11.50.300.15.1.8.1
SDS.11.50.300.15.2.8.M
SDS.11.50.300.15.3.M.G
SDS.11.50.300.15.4.S.G
SDS.11.50.300.15.5.8.P
SDS.11.50.300.15.6.M.B
SDS.11.50.300.15.7.S.B
SDS.11.50.300.15.8.M.A
SDS.11.50.300.15.9.S.A

SDS.11.50.090.15.1.S.1

alttan cikish

vertical outlet

SDS.12.50.050.10.1.S.1
SDS.12.50.050.10.2.8.M
SDS.12.50.050.10.3.M.G

SDS.12.50.050.15.1.S.1
SDS.12.50.050.15.2.8.M
SDS.12.50.050.15.3.M.G

SDS.12.50.060.10.1.S.1
SDS.12.50.060.10.2.8.M
SDS.12.50.060.10.3.M.G

SDS.12.50.060.15.1.S.1
SDS.12.50.060.15.2.8.M
SDS.12.50.060.15.3.M.G

SDS.12.50.080.10.1.S.1
SDS.12.50.080.10.2.8.M
SDS.12.50.080.10.3.M.G

SDS.12.50.080.15.1.S.1
SDS.12.50.080.15.2.8.M
SDS.12.50.080.15.3.M.G

SDS.12.50.300.10.1.8.1
SDS.12.50.300.10.2.8.M
SDS.12.50.300.10.3.M.G
SDS.12.50.300.10.4.8.G
SDS.12.50.300.10.5.S.P
SDS.12.50.300.10.6.M.B
SDS.12.50.300.10.7.S.B
SDS.12.50.300.10.8.M.A
SDS.12.50.300.10.9.S.A

SDS.12.50.300.15.1.8.1
SDS.12.50.300.15.2.8.M

SDS.12.50.300.15.3.M.G
SDS.12.50.300.15.4.8.G
SDS.12.50.300.15.5.8.P
SDS.12.50.300.15.6.M.B
SDS.12.50.300.15.7.S.B
SDS.12.50.300.15.8.M.A
SDS.12.50.300.15.9.S.A

SDS.12.50.090.15.1.S.1

Yuvarlak dus slizgeglerinde 15 x 15 cm slizgeg fiyatlari gecerlidir.

i B |

sds. 12.13.5

unica 300

fiyat
€

64
72
84

21
25
27
27
21
29
29
29
29

27
31
33
33
27
35
35
35
35

64

sds. 13.10

natura 090

yandan cikish

80 mm / 60 It dak
side outlet

SDS.9.50.050.10.1.S.1
S$DS.9.50.050.10.2.8.M
SDS.9.50.050.10.3.M.G

S$DS.9.50.050.15.1.8.1
$DS.9.50.050.15.2.8.M
SDS.9.50.050.15.3.M.G

S$DS.9.50.060.10.1.S.1
SDS.9.50.060.10.2.8.M
S$DS.9.50.060.10.3.M.G

S$DS.9.50.060.15.1.S.1
SDS.9.50.060.15.2.8.M
SDS.9.50.060.15.3.M.G

S$DS.9.50.080.10.1.S.1
SDS.9.50.080.10.2.8.M
SDS.9.50.080.10.3.M.G

S$DS.9.50.080.15.1.S.1
SDS.9.50.080.15.2.8.M
SDS.9.50.080.15.3.M.G

SDS.9.50.300.10.1.S.1
SDS.9.50.300.10.2.8.M

SDS.9.50.300.10.3.M.G
SDS.9.50.300.10.4.8.G
SDS.9.50.300.10.5.S.P
SDS.9.50.300.10.6.M.B
SDS.9.50.300.10.7.S.B
SDS.9.50.300.10.8.M.A
SDS.9.50.300.10.9.S.A
SDS.9.50.300.15.1.8.1
SDS.9.50.300.15.2.8.M
SDS.9.50.300.15.3.M.G
SDS.9.50.300.15.4.8.G
SDS.9.50.300.15.5.S.P
SDS.9.50.300.15.6.M.B
SDS.9.50.300.15.7.S.B
SDS.9.50.300.15.8.M.A
SDS.9.50.300.15.9.S.A

SDS.9.50.090.15.1.S.1

For round drains 15 x 15 cm drain prices are valid.

fiyat
€

39
43
45
45
39
47
47
47
47

76

49
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DUS SUZGECLERI / SHOWER DRAINS n®

Spirograf Uygulama Kesit Detay1 Application Section Details

Kaplama malzemesi
Covering material

Yapistiric
Adhesive

izolasyon katmani
Insulation layer

Kendinden fileli yalitim flangi
Selfmeshed insulating flange

Tesviye betonu
Levelling concrete

Déseme betonu
Covering concrete

Spirograf Stizge¢ Acilim Semasi Assembly Scheme

Uygulama igin koruyucu kapak Y.8115.100
Protective cover for application

Kapak K.050.10.1.
Cover

Sagc tutucu

Hair holder Y.8084
Kesilebilir ve ayarlanabilir gergeve Y.8063.10
Frame Y.8063.15
Yuvarlak spirograf flang Y.8100

Round spiograf flange

S sifon yan gikisli (11) Y.8082
S siphon
S sifon yan ¢ikigli (9) Y.8081
S siphon
S sifon alttan gikigl (12) Y.8086
S siphon
S sifon alttan gikish (13) Y.8130
S siphon
S sifon alttan gikigl (14) Y.8135
S siphon

Teknik Cizim Technical Drawing
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MONTAJ VE UYGULAMA MONTAGE AND APPLICATION

Yer stizgeci uygulama adimlari

s

Uygulama yapilacak alani toz ve artiklardan
arindiriniz.

Clean the shower area from powder and
waste.

»

Alt sifon grubunu tesisata baglayiniz.
(Yan Cikis EN 50)

Connect the plumbing

( Side Outlet / EN 50 )

Tesviye betonunun meyilini stizgece dogru min %1
egim ile veriniz. Tim alanda tesviye betonuna
astar ve sonrasinda izolasyon uygulamasi yapiniz.
Slope the slant of leveling concrete min.1%
towards shower channel. Apply priming and
isolation coat to leveling concrete.

Tamir harci ile bosluk kalmayacak ve spirograf
kanallardan tasacak sekilde dolgu yapiniz.
Fill the gaps with mortar including spirograf

channels

Koruyucu straforu ¢ikararak seramik gévde
arasi| mesafeyi Olgiinliz. Gereken yiikseklige
gore gergeveyi kenarda bulunan isaretlerden
kesiniz.

Remove the protective styrofoam and
measure the blank between ceramic tile and
cut.

Alttan ¢ikis igin 120 mm g¢apinda karot ile
beton Kesilmelidir.

Drill the concrete with the help of drilling
core, for the pipe connection

a3

Koruyucu kapagi
takiniz.

Remove the protective cover and put the
frame.

cikararak gergeveyi

Alt sifon grubunu tesisata baglayiniz.
(Alt ¢cikis gap1 EN 50)
Connect the plumbing (Vertical Outlet/ EN 50 )

Dus alanina min 2 kat siirme izolasyon Ile
yalitim yapiniz.
Insulate the shower area min. 2 layer with
sliding isolation.

Koruyucu straforu gikararak seramik gévde

arasi mesafeyi dlglinliz. Gereken ylikseklige gére
cergeveyi kenarda bulunan isaretlerden kesiniz.
Remove the protective styropor and measure
the blank between ceramic tile. Cut the frame.

Metal kapag yerlestiriniz.
Install the metal cover.

Kullanim sikligina gore anahtar yardimi ile
kapagi ¢ikartiniz.

Remove the cover with the help of switch
according to your use.

.

Tum alana min 2 kat stirme izolasyon ile
yalitim yapiniz.
Insulate the whole surface min. 2 layer with
sliding isolation.

’

¢

Dus alanin haricinde seramik uygulamasini
tamamlayiniz.

Complete ceramic application except for the
shower area

Dus alani diginda seramik uygulamasini
tamamlayiniz.

Complete ceramic application.except for the
shower area

i

Dus alanina min 2 kat siirme izolasyon ile
yalitim yapiniz.
Insulate the shower area min. 2 layer with
sliding isolation.

Seramik uygulamasini stizgece dogru egim
vererek tamamlayiniz. Derz yada mastik ile
sabitleyiniz.

Finish ceramic application with slope to the
drain. Fix frame with joint or mastic.

montaj adim alttan cikis

4
/

Tamir harci ile bosluk kalmayacak ve spirograf
kanallardan tasacak sekilde dolgu yapiniz.

Fill the gaps with mortar including spirograf
channels.

Metal kapag yerlestiriniz.
Install the metal cover.

Dus alani disinda seramik uygulamasini
tamamlayiniz.

Complete ceramic application except for the
shower area

1

Koruyucu kapagi
takiniz.

Remove the protective cover and put the
frame.

cikararak gerceveyi

Sag tutucuyu temizleyerek tekrar yerine
takiniz..
Clean and put hair holder.

Seramik uygulamasini siizgece dogru egim vererek
tamamlayiniz. Derz yada mastik ile sabitleyiniz.
Finish ceramic application with slope to the
drain. Fix frame with joint or mastic.

Montaj videosu igin
For assembly video
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Her yone hassas ayarlanabilen
patentli eksantrik stizge¢ baslgi

I 360° | 360°
[

O

ECCENTRIC

ECCENTRIC

Duvar 6nu uygulamaya uygun alt kasa
Subcase avaible for front wall application

Duvar 6ni kullanima uygun ylksek
debiye sahip eksantrik patentli alt gévde

90°

-y

]

DUVAR ONU KULLANIMA UYGUN
YONU AYARLANABILIR BASLIK
EKSANTRIK iZOLASYON FLANSI
YUKSEK DEBI

SUITABLE FOR FRONT WALL USAGE
ADJUSTABLE HEAD

ECCENTRIC INSULATION FLANGE
HIGH FLOW RATE

52

Seramik
Ceramic

Evimetal izolasyon banti
Evimetal insulation band

izolasyon katmani
Insulation layer

Yapistirici
Adhesive

Evimetal quadra serisi yer slizgecleri, kolay montaj 6zelligi, 3 mm masif
kapak, farkli detay ¢dzUmleri, 6zel koku 6nleme pargasi ve eksantrik ayar
sistemi  Ozellikleriyle yuksek beklentilere yonelik ¢dzimler sunuyor.
Evimetal tesisat suzgegleri yalitim etekli, kare ve yuvarlak kapak secenekleri,
klasik stizgeclerde ise kose ve kare segenekleriyle sunulmaktadir.

The Evimetal quadra range offers highly anticipated solutions with
floor drains, easy mounting features,3 mm solid cover, different detail
solutions, special odor control and eccentric adjustment system. Evimetal
installation drains are offered with insulation band, square and round
cover alternatives, triangle and square alternatives in classical drains.

K.050.10.1.S.
Kapak
Cover
Patentli koku 8nleyici kiire Y8123 i
Patented odor preventing sphere
Kolay temizlenebilir koku fermattirti Y.8062 uzatma parcasi

extension part

Easy cleaning odor part . Y.8099

Yikseklik ayar pargasi ¥3823128

Height adjustment part  vyyarlak / Round — Y.8063.135

Dahili contali patentli eksantrik donls Y8064 a
saglayan izolasyon kilitteme flangi

Insulation lock flange with eccentric adjustment part

Y8086 vantim bitimli alttan EN 50-70 ve 100
baglant tek gévdede
50-70 ve 100 mm one siphone

Patentli duvar 6ni
Yalitim bitimli yandan 50 ¢ikisli alt kasa oY .

o X g uygulamasina uygun alt kasa
Subcase with insulation piece Patented subcase for wall
Y.8065

front application
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KARE SUZGEGCLER / SQUARE FLOOR DRAINS

Yalitimli, koku énleyicili, paslanmaz 1zgaral kare yer stizgegleri (masif kapak 3 mm)

Insulated, odor preventing, stainless grid floor drains (massive cover 3 mm)

Her yone hassas ayarlanabilen
patentli eksantrik stizgeg bagligi

o o 90°
360 ‘ 360 s

ECCENTRIC ECCENTRIC

Duvar 6ni kullanima uygun yuksek
debiye sahip patentli alt gévde

nova 050 greka 060 aqua 080 unica 300 natura 090
ol (cm) yuzey yandan 50 cikish  alttan 50/70/100 cikish  fiyat . - . .
dimension surface side outlet vertical outlet { Teknik Cizim Technical drawing
nova 050 SATINE /SATINOX [ YYS.1.50.050.10.1.5.1 YYS.3.50.050.10.1.S.1 38 99
10x1 SAYNA/MIRROR ~ °  YYS.1.50.050.10.2.5.M YYS.3.50.050.10.2.S.M 45 g R
0x10 AYNAALTIN/GOLD [ YYS.1.50.050.10.3.M.G YYS.3.50.050.10.3.M.G 54 &
nova 050 SATINE / SATINOX | YYS$.1.50.050.15.1.5.1 YYS.3.50.050.15.1.S.1 51
15x15 SAYNA/MIRROR . YYS.1.50.050.15.2.5.M YYS.3.50.050.15.2.S.M 58
X AYNAALTIN/GOLD [ YYS.1.50.050.15.3.M.G YYS.3.50.050.15.3.M.G 67
reka 060 SATINE / SATINOX YYS.1.50.060.10.1.S.1 YYS.3.50.060.10.1.S.1 38 ¢
9 SAYNA/MIRROR 7  YYS.1.50.060.10.2.5.M YYS.3.50.060.10.2.S.M 45
10x10 AYNAALTIN/GOLD ]  YYS.1.50.060.10.3.M.G YYS.3.50.060.10.3.M.G 54
reka 060 SATINE / SATINOX [ YYS.1.50.060.15.1.S.] YYS.3.50.060.15.1.S.1 51 3
9 SAYNA/MIRROR 7 YYS.1.50.060.15.2.5.M YYS.3.50.060.15.2.5.M 58 =4
15x15 AYNAALTIN/GOLD [l YYS.1.50.060.15.3.M.G YYS.3.50.060.15.3.M.G 67 |
aqua 080 SATINE / SATINOX || YYS.1.50.080.10.1.S.1 YYS.3.50.080.10.1.S.1 38
q SAYNA/MIRROR .  YYS.1.50.080.10.2.5.M YYS.3.50.080.10.2.5.M 45
10x10 AYNAALTIN/GOLD [  YYS.1.50.080.10.3.M.G YYS.3.50.080.10.3.M.G 54
aqua 080 SATINE / SATINOX [ YYS.1.50.080.15.1.S.1 YYS.3.50.080.15.1.S.1 51
q SAYNA/MIRROR .  YYS.1.50.080.15.2.5.M YYS.3.50.080.15.2.5.M 58
15x15 AYNAALTIN/GOLD [ YYS.1.50.080.15.3.M.G YYS.3.50.080.15.3.M.G 67
SATINE/SATINOX YYS.1.50.300.10.1.8.I YYS.3.50.300.10.1.8.1 17
S.AYNA/S MIRROR YYS.1.50.300.10.2.8.M YYS.3.50.300.10.2.8.M 19
. AYNAALTIN/M.GOLD YYS.1.50.300.10.3.M.G YYS.3.50.300.10.3.M.G 215
unica 300 SATINE ALTIN/S. GOLD YYS.1.50.300.10.4.5.G YYS.3.50.300.10.4.5.G 215
10x10 PARLAK/SHINE YYS.1.50.300.10.5.S.P YYS.3.50.300.10.5..P 17
AYNA BRONZ/M BRONZE  YYS.1.50.300.10.6.M.B YYS.3.50.300.10.6.M.B 235 8
STN. BRONZ/S BRONZE ~ YYS.1.50.300.10.7.8.B YYS.3.50.300.10.7.5.B 235 N @
ASIYAH/M ANTHRACITE  YYS.1.50.300.10.8.M.A YYS.3.50.300.10.8.M.A 235 g > ==
STN.SIYAH/S ANTHRACITE  YYS.1.50.300.10.9.5.A YYS.3.50.300.10.9.S.A 235 |
SATINE/SATINOX YYS.1.50.300.15.1.8.I YYS.3.50.300.15.1.8.1 22 J%L
S.AYNA/S MIRROR YYS.1.50.300.15.2.8.M YYS.3.50.300.15.2.8.M 24 T
AYNAALTIN/M.GOLD YYS.1.50.300.15.3.M.G YYS.3.50.300.15.3.M.G 26,5
) SATINE ALTIN/S. GOLD YYS.1.50.300.15.4.8.G YYS.3.50.300.15.4.8.G 26,5
unica 300 PARLAK/SHINE YYS.1.50.300.15.5.S.P YYS.3.50.300.15.5.S.P 22 |
15x15 AYNABRONZ/M.BRONZE  YYS.1.50.300.15.6.M.B YYS.3.50.300.15.6.M.B 28,5 g
STN. BRONZ/S BRONZE  YYS.1.50.300.15.7.8.B YYS.3.50.300.15.7.5.B 285 2
ASIYAH/M ANTHRACITE  YYS.1.50.300.15.8.M.A YYS.3.50.300.15.8 M.A 28,5
STN.SIYAH/S ANTHRACITE  YYS.1.50.300.15.9.5.A YYS.3.50.300.15.9.5.A 28,5
natura 090 KENDI KAPLAMANIZ
15x15 L2 KULLANILIR, YYS.1.50.090.15.1.8.I YYS.3.50.090.15.1.8.1 51
YYS.3.50.050.10
btl .ys. iZOLASYON
40x40 SIZDIRMAZLIK BANDI BTL.YS.40.40 ISOLATION BAND 16 Yalitim bitimli alttan EN 50-70 ve 100
baglanti tek goévde
EN 50 - 70 and 100 mm connection,
y.8099 BOGAZ UZATMA one siphon
110 mm PARGASI Y. 8099 EXTENSION PART 57
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YUVARLAK SUZGEGCLER / ROUND FLOOR DRAINS

3 mm kalinlik 304 kalite direk baglanti stizgeci (Fermatursuiz)

3 mm thickness stainless steel 304 floor drain with push fit connections (No odor part)

gama 210

150/200

150/200

yuzey

surface

SATINE / SATINOX
S.AYNA/ MIRROR
AYNAALTIN / GOLD

@104

I—

®99
 me——

= 3

sifon
siphon
15x15 cm

CKS.100.210.15.1.8.1
" CKS.100.210.15.2.5.M
CKS.100.210.15.3.M.G

150/200

®77/100/160 !

sifon
siphon
15x15 cm

CKS.77.210.15.1.8.1

CKS8.77.210.15.1.2.8.M
CKS.77.210.15.1.3.M.G

Yahtimh, koku 6nleyicili,paslanmaz 1zgarah yuvarlak yer stuzgecleri
Insulated, odor preventing, stainless grid round floor drains

v @

ClV]i}

K.210.10/15.1.8.1
K.210.10/15.2.8.M i

K210.10153 MG Mg

K.220.10/15 -1 -
K.210.15/20.1.8.1
K.210.15/20.2.5.M
K.210.15/20.3.M.G
fiyat e fiyat
€ siphon €
20x20 cm
48 CKS.146.210.20.1.S.1 64
56 CKS.146.210.20.2.S.M 72
68 CKS.146.210.20.3.M.G 84

-
|
. |
nova 050 greka 060 aqua 080 natura 090
olcu (cm) yuzey yandan 50 cikigh  alttan 50/70/100 cilash  fiyat
dimension surface side outlet vertical outlet €
nova 050 SATINE/SATINOX || YYS.1.50.050.135.1.S.I YYS.3.50.050.135.1.S.1 51
S.AYNA/MIRROR YYS.1.50.050.135.2.5.M YYS.3.50.050.135.2.8.M 58
#13,5 AYNAALTIN/GOLD B YYS.1.50.050.135.3.M.G YYS.3.50.050.135.3.M.G 67
greka 060 SATINE / SATINOX | YYS.1.50.060.135.1.S.1 YYS.3.50.060.135.1.S.1 51
#13 5 S.AYNA/MIRROR YYS.1.50.060.135.2.5.M YYS.3.50.060.135.2.5.M 58
) AYNAALTIN / GOLD YYS.1.50.060.135.3.M.G YYS.3.50.060.135.3.M.G 67
080 SATINE / SATINOX | YYS.1.50.080.135.1.S.1 YYS.3.50.080.135.1.S.1 51
aqua S.AYNA/MIRROR ~ * YYS.1.50.080.135.2.5.M YYS.3.50.080.135.2.8.M 58
13,5 AYNAALTIN/GOLD [ YYS.1.50.080.135.3.M.G YYS.3.50.080.135.3.M.G 67
natura 090 KENDI KAPLAMANIZ YYS.1.50.090.135.1.5.I YYS.3.50.090.135.1.5.1 51
#13,5 ILE KULLAN ILIR. OB EREASO. 1S 200 URE A9 1S
;
btl .ys. iZOLASYON
4 OX)4/- 0 SIZDIRMAZLIK BANDI BTL. YS.40.40 ISOLATION BAND 16
y.8099 BOGAZ
710 mm UZATMA PARCASI Y. 8099 EXTENSION PART 57

Yalitim bitimli alttan EN 50-70 ve 100 baglanti tek gdvde
50-70 ve 100 mm connection one siphon

54

Her y6ne hassas ayarlanabilen
patentli eksantrik stizgeg bashgi

I 360° ‘ 360°

ECCENTRIC ECCENTRIC

Duvar 6énu kullanima uygun ylksek
debiye sahip patentli alt gévde

90°

by

]

Teknik Cizim Technical drawing

KESIT A-A

10~90

130

,10~90

YYS.3.50.135



KOSE SUZGEGLER / CORNER FLOOR DRAINS

Yalitimh, koku énleyicili, paslanmaz 1zgaral kése yer stizgecleri
Insulated, odor preventing, stainless grid edge floor drains

Her yone hassas ayarlanabilen
patentli eksantrik slizgec¢ bashgi

nova 050
Ol¢u (cm) ylizey
dimension surface
SATINE / SATINOX
nova 050 S.AYNA/MIRROR
35x25x25 AYNAALTIN / GOLD
SATINE / SATINOX
greka 060 S.AYNA/MIRROR
35x25x25 AYNAALTIN / GOLD
SATINE / SATINOX
aqua 080 S.AYNA/MIRROR
35x25x25 AYNAALTIN / GOLD

360°

ECCENTRIC I

360°

e
w/

ECCENTRIC

&

Teknik Cizim Technical drawing

)

250

KESIT A-A

e e ——

greka 060

yandan 50 cikish
side outlet

YYS.1.50.050.35.25.1.S.1
YYS.1.50.050.35.25.2.8.M
YYS.1.50.050.35.25.3.M.G

YYS.1.50.060.35.25.1.S.1
YYS.1.50.060.35.25.2.8.M
YYS.1.50.060.35.25.3.M.G

YYS.1.50.080.35.25.1.S.1
YYS.1.50.080.35.25.2.8.M
YYS.1.50.080.35.25.3.M.G

Duvar 6ni kullanima uygun yiksek
debiye sahip patentli alt gévde

90°
"

10~90

YYS.1.50.35.25

AAnsimaisia
aqua 080

alttan 50/70/100 cikish fiyat
vertical outlet €

aciim semasi
assembly scheme

YYS.3.50.050.35.25.1.S.| 59
YY$.3.50.050.35.25.2.5.M 66 _‘ K.050.35.25.1.8.1
YYS.3.50.050.35.25.3.M.G 75
& Y.8123

YY$.3.50.060.35.25.1.8.1 59 ' Y.8062
YYS.3.50.060.35.25.2.8.M 66
YYS.3.50.060.35.25.3.M.G 75

- v.8091
YYS.3.50.080.35.25.1.S.| 59 —
YYS.3.50.080.35.25.2.8.M 66 "
YYS.3.50.080.35.25.3.M.G 75 Y.8064

BTL.YS. 40.40 izolasyon
sizdirmazlik bandi 16 Euro

Y.8099 bogaz uzatma
parcasi 110 mm 5,7 Euro

Y.8066 .Y8065

Yalitim bitimli alttan EN 50-70 ve 100 baglant tek gévdede
50-70 and 100 mm connection one siphon

250
10~90,

130 75
110

KESIT A-A

YYS.3.50.35.25 55




KLASIK SUZGECLER / FLOOR DRAINS

Koku énleyicili, paslanmaz i1zgarali klasik yer stizgecleri
Odor preventing, stainless grid classical floor drains

KYS.1.080

unica 300
ol (cm) ylizey
dimension surface
SATINE / SATINOX [
nova 050  SaNa/wiRroR
10x10  AYNAALTIN/GOLD [
SATINE / SATINOX [
nova 050  SaNasmirroR 7
15x15  AvNAALTIN/GOLD [
SATINE / SATINOX
greka 060 S.AYNA/ MIRROR B
10x10  AvNAALTIN/GOLD [
SATINE / SATINOX |
gr$I5(a1%60 S.AYNA/MIRROR a
X AYNAALTIN/GOLD [
SATINE / SATINOX |
a(1:13a1%80 S.AYNA/ MIRROR b
X AYNAALTIN/GOLD [
SATINE / SATINOX [
a(1:1ua1080 S.AYNA/ MIRROR 3
5x15 AYNAALTIN/GOLD [
SATINE/SATINOX
S.AYNA/S MIRROR
AYNAALTIN/M.GOLD
. SATINE ALTIN/S. GOLD
qu:xa1?)00 PARLAK/SHINE
AYNA BRONZ/M BRONZE
STN. BRONZ/S BRONZE
A.SIYAH/M.ANTHRACITE
STN.SIYAH/S ANTHRACITE
SATINE/SATINOX
S.AYNA/S MIRROR
AYNAALTIN/M.GOLD
. SATINE ALTIN/S. GOLD
qu;)?1%00 PARLAK/SHINE
AYNA BRONZ/M.BRONZE
STN. BRONZ/S BRONZE
A.SIYAH/M.ANTHRACITE
STN.SIYAH/S ANTHRACITE
natura 090  KENDI KAPLAMANIZ
15x15 ILE KULLANILIR.
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greka 060

yandan 50 cikish
side outlet

KYS.1.50.050.10.1.S.1
KYS.1.50.050.10.2.8.M
KYS.1.50.050.10.3.M.G

KYS.1.50.050.15.1.8.
KYS.1.50.050.15.2.8.M
KYS.1.50.050.15.3.M.G

KYS.1.50.060.10.1.8.
KYS.1.50.060.10.2.8.M
KY$S.1.50.060.10.3.M.G

KYS.1.50.060.15.1.S.1
KYS.1.50.060.15.2.8.M
KYS.1.50.060.15.3.M.G

KYS.1.50.080.10.1.S.1
KYS.1.50.080.10.2.8.M
KYS.1.50.080.10.3.M.G

KYS.1.50.080.15.1.8.1
KYS.1.50.080.15.2.8.M
KYS.1.50.080.15.3.M.G

KY$S.1.50.300.10.1.8.1
KYS.1.50.300.10.2.8.M
KY$S.1.50.300.10.3.M.G
KYS.1.50.300.10.4.8.G
KYS.1.50.300.10.5.S.P
KYS.1.50.300.10.6.M.B
KYS.1.50.300.10.7.S.B
KYS.1.50.300.10.8.M.A
KYS.1.50.300.10.9.S.A
KYS.1.50.300.15.1.8.
KY$S.1.50.300.15.2.5.M
KY$S.1.50.300.15.3.M.G
KYS.1.50.300.15.4.8.G
KYS.1.50.300.15.5.S.P
KYS.1.50.300.15.6.M.B
KY$S.1.50.300.15.7.S.B
KYS.1.50.300.15.8.M.A
KY$S.1.50.300.15.9.S.A

KYS.1.50.090.15.1.S.1

KYS.1.300

aqua 080

yandan 32 cikish
side outlet

KYS.1.32.050.10.1.S.1
KYS.1.32.050.10.2.8.M
KYS.1.32.050.10.3.M.G

KYS.1.32.050.15.1.8.1
KYS.1.32.050.15.2.8.M
KYS.1.32.050.15.3.M.G

KYS.1.32.060.10.1.8.1
KYS.1.32.060.10.2.8.M
KY$.1.32.060.10.3.M.G

KYS.1.32.060.15.1.S.1
KYS.1.32.060.15.2.8.M
KYS.1.32.060.15.3.M.G

KY$.1.32.080.10.1.S.1
KYS.1.32.080.10.2.8.M
KYS.1.32.080.10.3.M.G

KYS.1.32.080.15.1.S.1
KYS.1.32.080.15.2.8.M
KYS.1.32.080.15.3.M.G

KYS.1.32.300.10.1.8.1
KYS.1.32.300.10.2.8.M
KY$.1.32.300.10.3.M.G
KYS.1.32.300.10.4.8.G
KY$.1.32.300.10.5.S.P
KYS.1.32.300.10.6.M.B
KYS.1.32.300.10.7.S.B
KYS.1.32.300.10.8.M.A
KY$.1.32.300.10.9.S.A
KY$S.1.32.300.15.1.8.1
KYS.1.32.300.15.2.8.M
KYS.1.32.300.15.3.M.G
KYS.1.32.300.15.4.8.G
KYS.1.32.300.15.5.S.P
KYS.1.32.300.15.6.M.B
KYS.1.32.300.15.7.S.B
KYS.1.32.300.15.8.M.A
KYS.1.32.300.15.9.8.A

KYS.1.32.090.15.1.8.1

vertical outlet

alttan 50/70 cikish  fiyat
€

KY$.3.50.050.10.1.S.1
KYS.3.50.050.10.2.8.M
KYS.3.50.050.10.3.M.G

KY$.3.50.050.15.1.S.1
KYS.3.50.050.15.2.8.M
KYS.3.50.050.15.3.M.G

KY$.3.50.060.10.1.S.1
KY$S.3.50.060.10.2.8.M
KYS.3.50.060.10.3.M.G

KYS.3.50.060.15.1.S.1
KY$.3.50.060.15.2.8.M
KY$.3.50.060.15.3.M.G

KYS.3.50.080.10.1.S.1
KYS.3.50.080.10.2.5.M
KYS.3.50.080.10.3.M.G

KYS.3.50.080.15.1.S.1
KYS.3.50.080.15.2.5.M
KYS.3.50.080.15.3.M.G

KYS.3.50.300.10.1.S.1
KY$.3.50.300.10.2.8.M
KYS.3.50.300.10.3.M.G
KYS.3.50.300.10.4.8.G
KY$.3.50.300.10.5.8.P
KYS.3.50.300.10.6.M.B
KY$.3.50.300.10.7.8.B
KYS.3.50.300.10.8.M.A
KY$.3.50.300.10.9.8.A
KYS.3.50.300.15.1.S.1
KYS.3.50.300.15.2.8.M
KY$S.3.50.300.15.3.M.G
KYS.3.50.300.15.4.8.G
KY$.3.50.300.15.5.8.P
KYS.3.50.300.15.6.M.B
KYS.3.50.300.15.7.S.B
KYS.3.50.300.15.8.M.A
KYS.3.50.300.15.9.S.A

KYS8.3.50.090.15.1.8.1

nova 050

26
46

36
56

26
46

36
56

26
46

36
44
56

10
12
16
16
10
18
18
18
18
16
18
22
22
16
24
24
24
24

35

KYS.3.050

natura 090

Teknik Cizim Technical drawing




MONTAJ VE UYGULAMA MONTAGE AND APPLICATION

Yer stizgeci uygulama adimlari

Stizgeci tesisata baglayiniz ve koruyucu
kapagi tikanmaya karsi tizerine koyunuz.
Connect the floor drain to installation and
put protective cover on it in case of
blockage.

Seramik yapistiricisini alana yayiniz.
Spread the ceramic adhesive to the surface.

L0

Koku fermatiiriini yerlestiriniz.
Install the odor part

e

Siizgeci tesisata baglayiniz ve koruyucu
straforu tikanmaya kars! tizerine koyunuz.
Connect the floor drain to the installation and
put the protective styrofoam on it in case of
blockage.

Seramik yapistiricisini alana yayiniz.
Spread the ceramic adhesive to the surface.

Tesviye betonunun meyilini stizgece dogru min
%1 egim ile veriniz.

Bevel the slant of leveling concrete min.1%
towards shower channel.

Seramik uygulamasi tamamlanana kadar
koruyucu straforu gikarmayiniz.

Do not remove the protective styrofoam until
the ceramic application is completed.

Metal kapag! yerlestiriniz.
Install the metal cover.

Tesviye betonunun meyilini stizgece dogru min
%1 egim veriniz.

Bevel the slant of leveling concrete min.1%
towards shower channel

Seramik uygulamasi tamamlanana kadar
koruyucu straforu gikarmayiniz.

Do not remove the protective styrofoam until
the ceramic application is completed

Klasik slizge¢ uygulama adimlari

Tesviye betonuna astar siiriiniz. Izolasyon
bandini hazne- beton birlesimine yapistiriniz.
Apply priming coat to leveling concrete.
Adhere the isolation tape to the siphon-
concrete.

=8

" " =

Koruyucu straforu gikararak seramik gévde
aras| mesafeyi élgliniiz.

Remove the protective styrofoam and measure
the blank between ceramic tile.

Yer Siizgeci Duvar Onii Uygulama Adimlari

V]iQ

Tim alana min 2 kat stirme izolasyon ile
yalitim yapiniz.

Insulate the whole surface min. 2 layer with
sliding isolation.

<8

s " .,

Gereken yiikseklige gore cergeveyi kenarda
bulunan isaretlerden kesiniz ve derz ile
sabitleyiniz.

Cut the frame and apply adhesive.

Plastik hazneyi kivrim noktasindan yukari
dogru bikiniz. Flex the plastic case upwards.

Tesviye betonuna astar siiriiniz. izolasyon
bandini hazne- beton birlesimine yapistiriniz.
Apply priming coat to leveling concrete.

Adhere the isolation tape to the siphon- concrete

Koruyucu straforu ¢ikararak seramik gévde
arasi mesafeyi dlgliniiz.

Remove the protective styrofoam and measure
the blank between ceramic tile.

=

= wel®

Uygulamayi yapacaginiz duvara hazneyi
sabitleyiniz. Fix the case to the wall.

Tim alana min 2 kat sirme izolasyon ile
yalitim yapiniz.

Insulate the whole surface min. 2 layer with
sliding isolation

Gereken ylikseklige gore gergeveyi kenarda
bulunan isaretlerden kesiniz ve derz ile
sabitleyiniz.

Cut the frame and apply adhesive.

Montaj videosu igin
For assembly video
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TEKNIK PROFILLER / TECHNICAL PROFILES

L dis kenar bitis profili

0.8 mm kalinlik / thickness

G

dlci* yuzey ariin kodu €/adet €/ adet teknik cizim
dimension surface product code §/8 Fr’":;e §/6 F"T'ﬁ;e technical drawing
SATINE / SATINOX PRF.100.6.2500.1.S.1 14,2 11,4
SUPER AYNA / S.MIRROR PRF.100.6.2440.2.5.M 17,1 13,7
AYNA ALTIN / M.GOLD PRF.100.6.2440.3.M.G 20 16 1,6
6 mm SATINE ALTIN/ S. GOLD PRF.100.6.2440.4.5.G 20 - |
PARLAK / SHINE PRF.100.6.2500.5.S.P 14,2 11,4 4 T
250/244 cm  AYNA BRONZ / M.BRONZE PRF.100.6.2440.6.M.B 28,9 23,2 t 8-10-12-14
45 mm dretileit.  SATINE BRONZ / S.BRONZE PRF.100.6.2440.7.S.B 28,9 -
45 mm production avaible  AYNA SIYAH / M. ANTHRACITE ~ PRF.100.6.2440.8.M.A 26,3 21,1
SATINE SIYAH / S. ANTHRACITE PRF.100.6.2440.9.S.A 26,3 -
SATINE / SATINOX PRF.100.8.2500.1.8.1 14,7 11,8
SUPER AYNA / S.MIRROR PRF.100.8.2440.2.S.M 17,6 14,1
AYNA ALTIN / M.GOLD PRF.100.8.2440.3.M.G 20,5 16,4
8 mm SATINE ALTIN/ S. GOLD PRF.100.8.2440.4.5.G 20,5 -
PARLAK / SHINE PRF.100.8.2500.5.S.P 14,7 11,8
250 /244 cm  AYNA BRONZ / M.BRONZE PRF.100.8.2440.6.M.B 29,4 23,6
0ps.300 cm SATINE BRONZ / S BRONZE PRF.100.8.2440.7.S.B 29,4 -
AYNA SIYAH / M. ANTHRACITE  PRF.100.8.2440.8.M.A 26,8 21,5
SATINE SIYAH / S. ANTHRACITE PRF.100.8.2440.9.S.A 26,8 -
SATINE / SATINOX PRF.100.10.2500.1.S.I 15,2 12,2
SUPER AYNA / S.MIRROR PRF.100.10.2440.2.S.M 18,1 14,5 _
AYNA ALTIN / M.GOLD PRF.100.10.2440.3.M.G 21 16,8 41-
10 mm SATINE ALTIN / S. GOLD PRF.100.10.2440.4.S.G 21 -
PARLAK / SHINE PRF.100.10.2500.5.S.P 15,2 12,2
250/244 cm  AYNA BRONZ / M.BRONZE PRF.100.10.2440.6.M.B 29,9 24
0ps.300 cm SATINE BRONZ / S.BRONZE PRF.100.10.2440.7.S.B 29,9 -
AYNA SIYAH / M. ANTHRACITE  PRF.100.10.2440.8.M.A 27,3 21,9
SATINE SIYAH / S. ANTHRACITE PRF.100.10.2440.9.S.A 27,3 -
SATINE / SATINOX PRF.100.12.2500.1.S.1 15,7 12,6 Seramik dig kenarlari ve vinil, parke
SUPER AYNA / S.MIRROR PRF.100.12.2440.2.S.M 18,6 14,9 bitisleri icin 304 kalite paslanmaz
AYNA ALTIN / M.GOLD PRF.100.12.2440.3.M.G 21,5 17,2 celik bitis profilidir. 9 farkl yiizey
12 mm SATINE ALTIN / S. GOLD PRF.100.12.2440.4.S.G 215 - secenediyle Gretiimektedir,
PARLAK / SHINE PRF.100.12.2500.5.S.P 15,7 12,6 Renkli iiriinlerde dayanim
250/ 244 cm AYNA BRONZ / M.BRONZE PRF.100.12.2440.6.M.B 30,4 24.4 arttirici 6zel titanyum kaplama
SATINE BRONZ / S.BRONZE PRF.100.12.2440.7.S.B 30,4 - kullaniimaktadir.
ops.300 cm AYNA SIYAH / M. ANTHRACITE ~ PRF.100.12.24408MA  27.8 223
SATINE SIYAH / S. ANTHRACITE PRF.100.12.2440.9.S.A 27,8 -
SATINE / SATINOX PRF.100.14.2500.1.S.I 16,2 13 They are grade 4301
SUPER AYNA / S.MIRROR PRF.100.14.24402.8M 19,1 15,3 srainiess steel round fnishing
AYNA ALTIN / M.GOLD PRF.100.14.2440.3.M.G 22 17,6 profiles for ceramic outer
14 mm SATINE ALTIN / S. GOLD PRF.100.14.2440.4.S.G 22 - Sges produced wih 9
PARLAK / SHINE PRF.100.14.2500.5.S.P 16,2 13 Special ttanium coating is
250 /244 cm  AYNA BRONZ / M.BRONZE PRF.100.14.2440.6.M.B 30,9 24,8 used in colored products to
SATINE BRONZ / S.BRONZE PRF.100.14.2440.7.S.B 30,9 - -
ops.300 cm AYNA SIYAH / M. ANTHRACITE  PRF.100.14.2440.8.M.A 28.3 22,7 poostresistance.
SATINE SIYAH / S. ANTHRACITE PRF.100.14.2440.9.S.A 28,3 -

*Her pakette 25 adet Urlin bulunmaktadir. / 25 products per box.
*244 cm Ylzeyler / Surfaces: Stper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.

*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylizeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullaniimaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar Uzerindeki koruyucu film sokilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullanilmamaldir.

Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals.
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TEKNIK PROFILLER / TECHNICAL PROFILES

Yuvarlak kése koruma profili

0.8 mm kalinhk / thickness

€ / adet
€ / piece
0.8 mm

€ / adet
€ / piece
0.6 mm

arun kodu
product code

teknik cizim
technical drawing

yuzey

surface

olcu*
dimension

8 mm

250 /244 cm
ops.300 cm

10 mm

250/244 cm
ops.300 cm

12 mm

250 /244 cm
ops.300 cm

14 mm

250 /244 cm
ops.300 cm

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN/S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

SATINE / SATINOX
SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN / S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN/S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SiYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN/S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

*Her pakette 10 adet {riin bulunmaktadir. / 10 products per box.
*244 cm Ylzeyler / Surfaces: Stper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.

*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylizeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)

Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullanilmaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar (izerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals.

60

PRF.500.8.2500.1.S.1
PRF.500.8.2440.2.S.M
PRF.500.8.2440.3.M.G
PRF.500.8.2440.4.8.G
PRF.500.8.2500.5.S.P
PRF.500.8.2440.6.M.B
PRF.500.8.2440.7.S.B
PRF.500.8.2440.8.M.A
PRF.500.8.2440.9.S.A

PRF.500.10.2500.1.S.1
PRF.500.10.2440.2.S.M
PRF.500.10.2440.3.M.G
PRF.500.10.2440.4.S.G
PRF.500.10.2500.5.S.P
PRF.500.10.2440.6.M.B
PRF.500.10.2440.7.S.B
PRF.500.10.2440.8.M.A
PRF.500.10.2440.9.S.A

PRF.500.12.2500.1.S.1
PRF.500.12.2440.2.S.M
PRF.500.12.2440.3.M.G
PRF.500.12.2440.4.8.G
PRF.500.12.2500.5.S.P
PRF.500.12.2440.6.M.B
PRF.500.12.2440.7.S.B
PRF.500.12.2440.8.M.A
PRF.500.12.2440.9.S.A

PRF.500.14.2500.1.S.1
PRF.500.14.2440.2.S.M
PRF.500.14.2440.3.M.G
PRF.500.14.2440.4.S.G
PRF.500.14.2500.5.S.P
PRF.500.14.2440.6.M.B
PRF.500.14.2440.7.S.B
PRF.500.14.2440.8.M.A
PRF.500.14.2440.9.S.A

17,5
20,4
23,3
23,3
17,5
32,2
32,2
30,2
30,2

18
20,9
23,8
23,8

18
32,7
32,7
30,7
30,7

18,5
21,4
24,3
24,3
18,5
33,2
33,2
31.2
31,2

19
21,9
24.8
24,8

19
33,7
33,7
31,7
31,7

14
16,3
18,6
14
25,8

24,2

14,4
16,7
19

14,4
26,2

24,6
14,8

17,1
19,4

14,8
26,6

25

15,2
17,5
19,8
15,2
27
254

8
I

4*( E 8-10-12-14

bitis /

F.501 F.502
Paslanmaz Celik / Stainless Steel
SATINE 11,2 EURO
S.AYNA 13,2 EURO
M. GOLD 15,2 EURO

SATINE 2,9 EURO
S.AYNA 3,4 EURO
M. GOLD 4,2 EURO

6-8-10-14 mm igin bu fiyatlar gegerlidir.
6-8-10-14 mm prices are the same as written.

Seramik dis kenarlari igin 304 kalite,
paslanmaz gelik yuvarlak bitis profilidir.
9 farkli yuzeysecenegiyle Uretilmektedir.
Renkli Griinlerde dayanim arttirici 6zel
titanyum kaplama kullaniimaktadir.

They are grade 4301 stainless steel
round finishing profiles for ceramic outer
edges produced with 9 different surface
options. Special titanium coating is used
in colored products to boost resistance.




TEKNIK PROFILLER / TECHNICAL PROFILES

ClV]ik

ve r a PRF'4OO Square corner edge protection profile

L

__

Slci* ylizey aran kodu €/adet €/ adet
dimension surface product code = TS
0.8 mm 0.6 mm
SATINE / SATINOX PRF.400.6.2500.1.S.I 17 13,6
SUPER AYNA / S.MIRROR PRF.400.6.2440.2.5.M 19,9 15,9
6 mm AYNA ALTIN / M.GOLD PRF.400.6.2440.3.M.G 22,8 18,2
SATINE ALTIN / S. GOLD PRF.400.6.2440.4.5.G 22,8 -
PARLAK / SHINE PRF.400.6.2500.5.S.P 17 13,6
250/244 cm  ,\NA BRONZ / M.BRONZE PRF.400.6.2440.6.M.B 31,7 25,4
0ps.300 cm SATINE BRONZ / S.BRONZE PRF.400.6.2440.7.S.B 31,7 -
AYNA SIYAH / M. ANTHRACITE  PRF.400.6.2440.8.M.A 297 23,8
SATINE SIYAH / S. ANTHRACITE  PRF.400.6.2440.9.S.A 29,7 i
SATINE / SATINOX PRF.400.8.2500.1.S.I 17,5 14
SUPER AYNA / S.MIRROR PRF.400.8.2440.2.5.M 20,4 16,3
8 mm AYNA ALTIN / M.GOLD PRF.400.8.2440.3.M.G 23,3 18,6
SATINE ALTIN / S. GOLD PRF.400.8.2440.4.5.G 23,3 -
PARLAK / SHINE PRF.400.8.2500.5.S.P 17,5 14
250/244cm  ,\\A BRONZ / M BRONZE PRF.400.8.2440.6.M.B 322 258
0ps.300 cm SATINE BRONZ / S.BRONZE PRF.400.8.2440.7.S.B 32,2 -
AYNA SIYAH / M. ANTHRACITE ~ PRF.400.8.2440.8.M.A 30,2 24,2
SATINE SIYAH / S. ANTHRACITE  PRF.400.8.2440.9.S.A 30,2 -
SATINE / SATINOX PRF.400.10.2500.1.S.1 18 14,4
SUPER AYNA / S.MIRROR PRF.400.10.24402.SM 20,9 16,7
10 mm AYNA ALTIN / M.GOLD PRF.400.10.2440.3M.G 238 19
SATINE ALTIN/ S. GOLD PRF.400.10.2440.4.S.G 23,8 -
PARLAK / SHINE PRF.400.10.2500.5.S.P 18 14,4
250/244 cm  ,\ A BRONZ / M.BRONZE PRF.400.10.2440.6.M.B 32,7 26,2
0ps.300 cm SATINE BRONZ / S.BRONZE PRF.400.10.2440.7.S.B 32,7 -
AYNA SIYAH / M. ANTHRACITE  PRF.400.10.2440.8MA 307 246
SATINE SIYAH / S. ANTHRACITE  PRF.400.10.2440.9.S A 30,7 -
SATINE / SATINOX PRF.400.12.2500.1.S.1 18,5 14,8
SUPER AYNA / S.MIRROR PRF.400.12.24402.SM 214 17.1
12 mm AYNA ALTIN / M.GOLD PRF.400.12.2440.3M.G 24,3 19,4
SATINE ALTIN / S. GOLD PRF.400.12.2440.4.5.G 24,3 ;
PARLAK / SHINE PRF.400.12.2500.5.S.P 18,5 14,8
250/244cm  ,\\A BRONZ / M BRONZE PRF.400.12.2440.6 MB 3372 26,6
0ps.300 cm SATINE BRONZ / S.BRONZE PRF.400.12.2440.7.S.B 33,2 -
AYNA SIYAH / M. ANTHRACITE  PRF.400.12.24408M.A 31,2 25
SATINE SIYAH / S. ANTHRACITE  PRF.400.12.2440.9.S A 31,2 -
SATINE / SATINOX PRF.400.14.2500.1.S. 19 15,2
SUPER AYNA / S.MIRROR PRF.400.14.24402.SM 219 17,5
14 mm AYNA ALTIN / M.GOLD PRF.400.14.24403M.G 248 19,8
SATINE ALTIN / S. GOLD PRF.400.14.2440.4.S.G 24,8 -
PARLAK / SHINE PRF.400.14.2500.5.S.P 19 15,2
250/244cm  ,\\\a BRONZ / M BRONZE PRF.400.14.2440.6.M.B 337 27
0ps.300 cm SATINE BRONZ / S.BRONZE PRF.400.14.2440.7.S.B 33,7 -
AYNA SIYAH / M. ANTHRACITE  PRF.400.14.24408M.A 31,7 254
SATINE SIYAH / S. ANTHRACITE  PRF.400.14.2440.9.S. A 31,7 -

*Her pakette 10 adet rlin bulunmaktadir. / 10 products per box.
*244 cm Yizeyler / Surfaces: StUper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S Anthracite. 61
*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine Bu ylzeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm

teknik cizim
technical drawing

8

4 1
— 6-8-10-12-14

kdge / comer bitig /1<

<

F.401 F.402

Paslanmaz Celik / Stainless Steel
SATINE 11,2 EURO
S.AYNA 13,2 EURO

M. GOLD 15,2 EURO

SATINE 2.9 EURO
S.AYNA 3,4 EURO
M. GOLD 4,2 EURO

6-8-10-14 mm igin bu fiyatlar gecerlidir.
6-8-10-14 mm prices are the same as written.

Seramik dis kenarlari igin 304
kalite, paslanmaz gelik

kare bitis profilidir.9 farkh
ylzey secenegiyle
retilmektedir. Renkli
Urlnlerde dayanim arttirici
ozel titanyum kaplama
kullaniimaktadir.

They are grade 4301

stainless steel square finishing
profiles for ceramic outer
edges produced with 9
different surface options.
Special titanium coating is
used in colored products to
boost resistance.



TEKNIK PROFILLER / TECHNICAL PROFILES

ram

PRF.800
PRF.820

0.8 mm kalinlik / thickness

olcu*
dimension

ylzey

surface

Inner corner edge profile

0.8 mm kalinlk / thickness

urin kodu
product code

€ / adet
€ / piece
0.8 mm

10 mm

250/ 244 cm
ops.300 cm

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN / S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SiYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

PRF.800.10.2500.1.S.1
PRF.800.10.2440.2.8.M
PRF.800.10.2440.3.M.G
PRF.800.10.2440.4.S.G
PRF.800.10.2500.5.8.P
PRF.800.10.2440.6.M.B
PRF.800.10.2440.7.S.B
PRF.800.10.2440.8.M.A
PRF.800.10.2440.9.S.A

27,5
32,5
39,2
39,2
27,5
52,4
52,4
50,4
50,4

12 mm

250/ 244 cm
ops.300 cm

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN/ S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SIYAH / S. ANTHRACITE

PRF.800.12.2500.1.S.1

PRF.800.12.2440.2.S.M
PRF.800.12.2440.3.M.G
PRF.800.12.2440.4.5.G
PRF.800.12.2500.5.S.P
PRF.800.12.2440.6.M.B
PRF.800.12.2440.7.S.B
PRF.800.12.2440.8.M.A
PRF.800.12.2440.9.S.A

28
33
39,7
39,7
28
52,9
52,9
50,9
50,9

10 mm

250/ 244 cm
ops.300 cm

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN/ S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

PRF.820.10.2500.1.S.1

PRF.820.10.2440.2.8.M
PRF.820.10.2440.3.M.G
PRF.820.10.2440.4.5.G
PRF.820.10.2500.5.S.P
PRF.820.10.2440.6.M.B
PRF.820.10.2440.7.S.B
PRF.820.10.2440.8.M.A
PRF.820.10.2440.9.S.A

27,5
32,5
39,2
39,2
27,5
52,4
52,4
50,4
50,4

12 mm

250/ 244 cm
ops.300 cm

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN/ S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SIYAH / S. ANTHRACITE

PRF.820.12.2500.1.S.1

PRF.820.12.2440.2.8.M
PRF.820.12.2440.3.M.G
PRF.820.12.2440.4.5.G
PRF.820.12.2500.5.S.P
PRF.820.12.2440.6.M.B
PRF.820.12.2440.7.S.B
PRF.820.12.2440.8.M.A
PRF.820.12.2440.9.S.A

28
33
39,7

28

52,9
50,9

*Her pakette 6 adet Grlin bulunmaktadir. / 6 products per box.
*244 cm Ylzeyler / Surfaces: Stper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.
*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylizeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah ylizeylerde titanyum PVD kaplama kullaniimaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.
Onemli: Uygulama tamamlanana kadar (izerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals.

L L

PRF.800

PRF.820

teknik cizim
technical drawing

012 02
|-<2} K@/
L ram-m L ram-d

kése / corner

bitis / 1nish

x v

Prf.801 Prf.802

Paslanmaz Celik / Stainless Steel

SATINE 5,5 EURO SATINE 5,5 EURO
S.AYNA 6,5 EURO S.AYNA 6,5 EURO
M. GOLD 8,5 EURO M. GOLD 8,5 EURO

10-12 mm igin bu fiyatlar gecerlidir.
10-12 mm prices are the same as written.

ic kése baglantilar ve birlesim
noktalari igin kullanilan 304
kalite, dahili paslanmaz
yuvarlak ve diz i¢ kose
profilidir. 9 farkh ylzey
secenegiyle Uretilmektedir.

They are grade 4301
stainless steel inner round
finishing profiles produced
with 9 different surface
options.




TEKNIK PROFILLER / TECHNICAL PROFILES

ram

0.6 mm kalinlk / thickness

PRF.840

PRF.860

Inner corner edge

0.6 mm kalinlk / thickness

Blci* yiizey aran kodu €/ adet teknik cizim
dimension surface product code ules technical drawing
0.6 mm
10 mm SATINE / SATINOX PRF.840.10.2500.1.S.1 17,6 10-12 10-12
SUPER AYNA / S.MIRROR PRF.840.10.2440.2.S.M 21,5 H N
R AYNA ALTIN / M.GOLD PRF.840.10.2440.3.M.G 27,4 2} \12/
250 /244 cm  PARLAK/SHINE PRF.840.10.2500.5.S.P 17,6
A 005,300 cm AYNA BRONZ / M. BRONZE PRF.840.10.2440.6M.B 352 L2 2
M ps- AYNA SIYAH / M. ANTHRACITE PRF.840.10.2440.8.M.A 33,2
- 12 mm SATINE / SATINOX PRF.840.12.2500.1.S.1 18,2 ;
M SUPER AYNA / S.MIRROR PRF.840.12.2440.2.S.M 221 7
T AYNA ALTIN / M.GOLD PRF.840.12.2440.3.M.G 28 ; ram - mt
250/ 244 cm PARLAK / SHINE PRF.840.12.2500.5.S.P 18,2
0ps.300 cm AYNA BRONZ/ M.BRONZE PRF.840.12.2440.6.M.B 35,8
) AYNA SIYAH / M. ANTHRACITE PRF.840.12.2440.8.M.A 33,8
10 mm SATINE / SATINOX PRF.860.10.2500.1.S.1 17,6
SUPER AYNA / S.MIRROR PRF.860.10.2440.2.S.M 21,5
R AYNA ALTIN / M.GOLD PRF.860.10.2440.3.M.G 27,4
250 /244 cm  PARLAK/SHINE PRF.860.10.2500.5.8.P 17,6 ram - dt
A 0ps.300 cm AYNA BRONZ / M.BRONZE PRF.860.10.2440.6.M.B 35,2
M ps- AYNA SiYAH / M. ANTHRACITE PRF.860.10.2440.8.M.A 33,2
- Dz i¢ kdse profilidir. 9 farkli
SATINE / SATINOX PRF.860.12.2500.1.S.1 18,2 . e .
D 12 mm SUPER AYNA / S.MIRROR PRF 860.12.2440 2 S.M 221 ylizey secgenegiyle Uretiimektedir.
T AYNA ALTIN / M.GOLD PRF.860.12.2440.3.M.G 28 They are grade 4301
250 /244 cm  PARLAK/SHINE PRF.860.12.2500.5.S.P 18,2 stainless steel inner round
0ps.300 cm AYNA BRONZ/ M.BRONZE PRF.860.12.2440.6.M.B 35,8 finishing profiles produced
AYNA SIYAH /M. ANTHRACITE  PRF.860.12.2440.8.M.A 33,8 with 9 different surface options.

PRF.840

PRF.860

*Her pakette 6 adet Grlin bulunmaktadir. / 6 products per box.

*244 cm Ylzeyler / Surfaces: Stper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.
*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylzeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullaniimaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar (izerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals. 63



TEKNIK PROFILLER / TECHNICAL PROFILES

ClV]il

deco l i n e -B 902 Fuga profile

0,8 mm kalinlk - thickness 0,8 mm

€ / adet

olcl (cm) yuzey Urin kodu ' teknik cizim
dimension surface product code €/ piece technical drawing
0.8 mm
SATINE / SATINOX B.902.15.2500.1.S.1 18
SUPER AYNA / S.MIRROR B.902.15.2440.2.5.M 22 122330 mm
15 mm AYNA ALTIN / M.GOLD B.902.15.2440.3.M.G 27 —
SATINE ALTIN / S. GOLD B.902.15.2440.4.5.G 27 | | 10mm
250 / 244 em PARLAK / SHINE B.902.15.2500.5.S.P 18 -
AYNA BRONZ / M.BRONZE B.902.15.2440.6.M.B 31
0ps.300 cm SATINE BRONZ / S.BRONZE B.902.15.2440.7.S.B 31 -1 |'-
AYNA SIYAH /M. ANTHRACITE  B.902.15.2440.8.M.A 30 ' '
SATINE SIYAH / S. ANTHRACITE ~ B.902.15.2440.9.S.A 30
*Her pakette 15 adet Grlin bulunmaktadir. / 15 products per box.
SATINE / SATINOX B.902.23.2500.1.S.1 20
SUPER AYNA / S.MIRROR B.902.23.2440.2.5.M 24
23 mm AYNA ALTIN / M.GOLD B.902.23.2440.3.M.G 29 Seramik dis kenarlari igin 304
SATINE ALTIN / S. GOLD B.902.23.2440.4.5.G 29 kalite paslanmaz gelik bitis
PARLAK / SHINE B.902.23.2500.5.S.P 20 profilidir.9 farkh ylzey
250/244cm  AyNA BRONZ / MBRONZE B.902.23.2440.6.M.B 33 segenegiyle Uretimektedir.
ops.300 cm SATINE BRONZ / S.BRONZE B.902.23.2440.7.8.B 33 Renkli trtinlerde dayanim
AYNA SIYAH / M. ANTHRACITE ~ B.902.23.2440.8.M.A 32 arttirici 6zel titanyum
SATINE SIYAH / S. ANTHRACITE  B.902.23.2440.9.S.A 32 kaplama kullaniimaktadr.
*Her pakette 10 adet Griin bulunmaktadir. / 10 products per box. They are grade 4301
SATINE / SATINOX B.902.30.2500.1.S.1 22 stainless steel finishing
SUPER AYNA / S.MIRROR B.902.30.2440.2.S.M 26 profiles for ceramic outer
30 mm AYNA ALTIN / M.GOLD B.902.30.2440.3.M.G 31 edges produced with 9
SATINE ALTIN / S. GOLD B.902.30.2440.4.S.G 31 different surface options.
PARLAK / SHINE B.902.30.2500.5.S.P 22 Special titanium coating \s
250 /244 cm  AyNA BRONZ / M.BRONZE B.902.30.2440.6.M.B 35 used in colored products to
0ps.300 cm SATINE BRONZ / S.BRONZE B.902.30.2440.7.S.B 35 boost resistance.
AYNA SIYAH /M. ANTHRACITE ~ B.902.30.2440.8.M.A 34
SATINE SIYAH / S. ANTHRACITE  B.902.30.2440.9.S.A 34

*Her pakette 6 adet Grlin bulunmaktadir. / 6 products per box.

*244 cm Ylzeyler / Surfaces: Stper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.
*250 cm Yiizeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylizeyler 300 cm’e kadar Uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullaniimaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar iizerindeki koruyucu film sékiilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
64  Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals.



TEKNIK PROFILLER / TECHNICAL PROFILES

ClV]i}

decoline -z

g

Joint profile

0,8 mmekalinhk - thickness 0,8 mm

Derz noktasindan kesilen cift kat koruyucu film.
Double-layer protective film cut on the edges.

Olcii jmm) yuzey arun kodu €/ adet teknik cizim
dimension surface product code €/ piece technical drawing
SATINE / SATINOX B.906.8.2500.1.S.I 16
SUPER AYNA / S.MIRROR B.906.8.2440.2.5.M 20
8 mm AYNA ALTIN / M.GOLD B.906.8.2440.3.M.G 25 5 mm
SATINE ALTIN/ S. GOLD B.906.8.2440.4.8.G 25 ‘ ‘
250 /244 cm  PARLAK/SHINE B.906.8.2500.5..P 16 — o
AYNA BRONZ / M.BRONZE B.906.8.2440.6.M.B 29 4 81012 .14
0ps.300 cm SATINE BRONZ / S.BRONZE B.906.8.2440.7.S.B 29
AYNA SIYAH /M. ANTHRACITE  B.906.8.2440 8.M.A 28 —
SATINE SIYAH / S. ANTHRACITE  B.906.8.2440.9.5.A 28
SATINE / SATINOX B.906.10.2500.1.S.1 16.2
SUPER AYNA / S.MIRROR B.906.10.2440.2.5.M 20.2 - I-
10 mm AYNA ALTIN / M.GOLD B.906.10.2440.3.M.G 25.4
SATINE ALTIN / S. GOLD B.906.10.2440.4.S.G 25.4
250 /244 cm  PARLAK/SHINE B.906.10.2500.5.S.P 16.2
AYNA BRONZ / M.BRONZE B.906.10.2440.6.M.B 29.6
0ops.300 cm SATINE BRONZ / S.BRONZE B.906.10.2440.7.S.B 29.6
AYNA SIYAH / M. ANTHRACITE  B.906.10.2440.8.M.A 28.5
SATINE SIYAH / S. ANTHRACITE  B.906.10.2440.9.S.A 28.5
SATINE / SATINOX B.906.12.2500.1.S.1 16.3 .
SUPER AYNA / S MIRROR B.906.12.2440.2.SM 20.3 Dekoratlf amagh 304
12 mm AYNA ALTIN / M.GOLD B.906.12.2440.3.M.G 25.5 alite paslanmaz gelik derz
SATINE ALTIN/ S. GOLD B.006.12.24404.S.G 255 profilidir. 9 farkli yizey
250/ 244 cm  PARLAK/SHINE B.906.12.2500.5.5.P 16.3 segeneglyle tretimektodr
AYNA BRONZ / M.BRONZE B.906.12.2440.6.M.B 29.8 run’er yanim
rttirici 6zel titanyum kaplama
ops.300 cm SATINE BRONZ / S. BRONZE B.906.12.2440.7.5.B 298 e AP
AYNA SIYAH / M. ANTHRACITE  B.906.12.2440.8.M.A 28.6 ullaniimaktadr.
SATINE SIYAH / S. ANTHRACITE  B.906.12.2440.9.S.A 28.6
SATINE / SATINOX B.906.14.2500.1.5.1 16.4 They are grade 4301
SUPER AYNA / S.MIRROR B.906.14.2440.2.S.M 20.4 stainless steel finishing
14 mm AYNA ALTIN / M.GOLD B.906.14.2440.3.M.G 25.6 profiles for decorative usage.
SATINE ALTIN / S. GOLD B.906.14.2440.4.S.G 25.6 9 different surface options.
250/ 244 cm PARLAK / SHINE B.906.14.2500.5.S.P 16.4 Special titanium coating is
AYNA BRONZ / M.BRONZE B.906.14.2440.6.M.B 29.9 used in colored products to
ops.300 cm SATINE BRONZ / S. BRONZE B.006.14.2440.7.S.B 29.9 boost resistance.
AYNA SIYAH / M. ANTHRACITE  B.906.14.2440 8. M.A 28.7
SATINE SIYAH / S. ANTHRACITE  B.906.14.2440.9.S.A 28.7

*Her pakette 10 adet rlin bulunmaktadir. / 10 products per box.
*244 cm Yizeyler / Surfaces: SUper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.

*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylzeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullaniimaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar iizerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals.
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form

PRF.200
PRF.240

0.8 mm kalinlik / thickness 0.

—>Z0mM—XMm

—r>ZAM-AdZ—

66

Internal and external outer

corner edge protection profile

8 mm kalinhk / thickness

olci* yuzey ariin kodu €/adet €/ adet
dimension surface product code €/ piece €/ piece
0.8 mm 0.6 mm

SATINE / SATINOX PRF.200.16.2500.1.S.1 12,7 10,2

SUPER AYNA / S.MIRROR PRF.200.16.2440.2.5.M 16,7 13,4

16 mm AYNA ALTIN / M.GOLD PRF.200.16.2440.3.M.G 222 17,8
SATINE ALTIN / S. GOLD PRF.200.16.2440.4.S.G 22,2 -

PARLAK / SHINE PRF.200.16.2500.5.S.P 12,7 10,2

250/244cm  ,\yNA BRONZ/ M BRONZE PRF.200.16.2440.6.M.B 20,7 23,8
0ps.300 cm SATINE BRONZ / S.BRONZE PRF.200.16.2440.7.S.B 29,7 -

AYNA SIYAH / M. ANTHRACITE ~ PRF.200.16.2440.8.M.A  27.2 21,8
SATINE SIYAH / S. ANTHRACITE  PRF.200.16.2440.9.S.A 27,2 -

SATINE / SATINOX PRF.200.32.2500.1.5.1 18,8 15,1

SUPER AYNA / S.MIRROR PRF.200.32.2440.2.5.M 22,8 18,3

32 mm AYNA ALTIN / M.GOLD PRF.200.32.2440.3.M.G 28,3 22,7
SATINE ALTIN / S. GOLD PRF.200.32.2440.4.S.G 28,3 -

PARLAK / SHINE PRF.200.32.2500.5.S.P 18,8 15,1

250/244 cm A BRONZ / M BRONZE PRF.200.32.2440.6.M.B 35,8 28,7
0ps.300 cm SATINE BRONZ / S.BRONZE PRF.200.32.2440.7.S.B 35,8 -

AYNA SIYAH / M. ANTHRACITE ~ PRF.200.32.2440.8.M.A 33,3 26,7
SATINE SIYAH / S. ANTHRACITE PRF.200.32.2440.9.S.A 33,3 -

SATINE / SATINOX PRF.240.16.2500.1.S.1 12,7 10,2

SUPER AYNA / S.MIRROR PRF.240.16.2440.2.S.M 16,7 13,4

16 mm AYNA ALTIN / M.GOLD PRF.240.16.2440.3.M.G 22,2 17,8
SATINE ALTIN/ S. GOLD PRF.240.16.2440.4.8.G 22,2 -

PARLAK / SHINE PRF.240.16.2500.5.S.P 127 10,2

250/244 cm  ,\\A BRONZ / M BRONZE PRF.240.16.2440.6M.B 297 238
0ps.300 cm SATINE BRONZ / S.BRONZE PRF.240.16.2440.7.S.B 29,7 -

AYNA SIYAH / M. ANTHRACITE ~ PRF.240.16.2440.8.M.A 27,2 21,8
SATINE SIYAH / S. ANTHRACITE PRF.240.16.2440.9.S.A 27,2 -

SATINE / SATINOX PRF.240.32.2500.1.S.1 18,8 15,1

SUPER AYNA / S.MIRROR PRF.240.32.2440.2..M 228 18,3

32 mm AYNA ALTIN / M.GOLD PRF.240.32.2440.3M.G 28,3 22,7
SATINE ALTIN / S. GOLD PRF.240.32.2440.4.5.G 28,3 -

PARLAK / SHINE PRF.240.32.2500.5.S.P 18,8 15,1

250/244cm  ,\yNaABRONZ / M.BRONZE PRF.240.32.2440.6.M.B 35,8 28,7
0ps.300 cm SATINE BRONZ / S.BRONZE PRF.240.32.2440.7.S.B 35,8 -

AYNA SIYAH / M. ANTHRACITE ~ PRF.240.32.2440.8.M.A 33,3 26,7
SATINE SIYAH / S. ANTHRACITE PRF.240.32.2440.9.S.A 33,3 -

teknik cizim
technical drawing

16-32

PRF 200 PRF 240

Seramik harici dis ve i¢ kose
koruma profilidir. 304 kalite
paslanmaz celikten 9 farkh
ylzey secenegiyle
Uretilmektedir.

They are grade 304
stainles steel protective
profiles for outer and inner
edges other than ceramic
produced with 9 different
surfance options.

*16 mm paketlerde 10 adet 32 mm paketlerde 6 adet Uriin bulunmaktadir. / 10 products per 16 mm boxes,6 products per 16 mm boxes

*244 cm Ylzeyler / Surfaces: Stper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.
*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylzeyler 300 cm’e kadar Uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullanilmaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar (zerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals.
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TEKNIK PROFILLER / TECHNICAL PROFILES

L buakulebilir dis kenar bitis profili

PRF.110 biikdlebilir|
L bitis profili

olci* ylzey arin kodu €/ adet teknik cizim
dimension surface product code €/ piece technical drawing
0.8 mm
SATINE / SATINOX PRF.110.6.2500.1.S.I 19,1
SUPER AYNA / S.MIRROR PRF.110.6.2440.2.5.M 26,4
6 mm AYNA ALTIN / M.GOLD PRF.110.6.2440.3.M.G 33,8 16
SATINE ALTIN / S. GOLD PRF.110.6.2440.4.5.G 33,8 \,\
PARLAK / SHINE PRF.110.6.2500.5.S.P 19,1 .
250/244 cm  ,\\A BRONZ / M BRONZE PRF.110.6.2440.6.M.B 411 4 | U
0ps.300 cm SATINE BRONZ / S.BRONZE PRF.110.6.2440.7.S.B 41,1 8-10-12-14
AYNA SIYAH / M. ANTHRACITE ~ PRF.110.6.2440.8.M.A 38,2
SATINE SIYAH / S. ANTHRACITE PRF.110.6.2440.9.S.A 38,2
SATINE / SATINOX PRF.110.8.2500.1.S.I 19,6
SUPER AYNA / S.MIRROR PRF.110.8.2440.2.5.M 26,9 _1-
8 mm AYNA ALTIN / M.GOLD PRF.110.8.2440.3.M.G 34,3
SATINE ALTIN / S. GOLD PRF.110.8.2440.4.5.G 34,3
PARLAK / SHINE PRF.110.8.2500.5.S.P 19,6
250/244 cm  ,\\ A BRONZ / M BRONZE PRF.110.8.2440.6.M.B 41,6
ops.300 cm SATINE BRONZ / S.BRONZE PRF.110.8.2440.7.S.B 41,6
AYNA SIYAH / M. ANTHRACITE ~ PRF.110.8.2440.8.M.A 38,7
SATINE SIYAH / S. ANTHRACITE PRF.110.8.2440.9.S.A 38,7
SATINE / SATINOX PRF.110.10.2500.1.S.1 20,1
SUPER AYNA / S.MIRROR PRF.110.10.2440.2.S.M 27,4
10 mm AYNA ALTIN / M.GOLD PRF.110.10.2440.3.M.G 34,8
SATINE ALTIN / S. GOLD PRF.110.10.2440.4.5.G 34,8
PARLAK / SHINE PRF.110.10.2500.5.S.P 20,1
250/244cm  ,\ A BRONZ / M BRONZE PRF.110.10.2440.6.M.B 42,1
0ps.300 cm SATINE BRONZ / S.BRONZE PRF.110.10.2440.7.S.B 42,1
AYNA SIYAH / M. ANTHRACITE ~ PRF.110.10.2440.8.M.A 39,2
SATINE SIYAH / S. ANTHRACITE PRF.110.10.2440.9.S.A 39,2 Seramik dis kenarlar ve vinil,
SATINE / SATINOX PRF.110.12.2500.1.S.1 20,6 parke bitisleri igin 304
SUPER AYNA / S.MIRROR PRF.110.12.2440.2.S.M 27,9 kalite paslanmaz celik bitis
12 mm AYNA ALTIN / M.GOLD PRF.110.12.2440.3.M.G 35,3 profilidir. 9 farkli yiizey
SATINE ALTIN / S. GOLD PRF.110.12.2440.4.5.G 353 secenegiyle Uretilmektedir.
250 / 244 PARLAK / SHINE PRF.110.12.2500.5.S.P 20,6 Renkli Urtinlerde dayanim
CM  AYNA BRONZ/M.BRONZE PRF.110.12.2440.6.M.B 426 arttiric dzel titanyum kaplama
0ps.300 cm SATINE BRONZ / S.BRONZE PRF.110.12.2440.7.S.B 426 kullaniimaktadir.
AYNA SIYAH / M. ANTHRACITE  PRF.110.12.2440.8.M.A 39,7
SATINE SIYAH / S. ANTHRACITE PRF.110.12.2440.9.S.A 39,7 They are grade 4301
SATINE / SATINOX PRF.110.14.2500.1.S.1 21,1 stainless steel finishing
SUPER AYNA / S.MIRROR PRF.110.14.2440.2.S.M 28,4 profiles for ceramic,vinly and
14 mm AYNA ALTIN / M.GOLD PRF.110.14.2440.3.M.G 35,8 parquet edges produced with
SATINE ALTIN / S. GOLD PRF.110.14.2440.4.S.G 35,8 9 different surface options.
250 / 244 PARLAK / SHINE PRF.110.14.2500.5.S.P 21,1 Special titanium coating is
CM  AYNA BRONZ/M.BRONZE PRF.110.14.2440.6.M.B 43,1 used in colored products to
0ps.300 cm SATINE BRONZ / S.BRONZE PRF.110.14.2440.7.S.B 43,1 boost resistance.
AYNA SIYAH / M. ANTHRACITE ~ PRF.110.14.2440.8 M.A 40,2
SATINE SIYAH / S. ANTHRACITE PRF.110.14.2440.9.S.A 40,2

*Her pakette 10 adet riin bulunmaktadir. / 10 products per box.
*244 cm Ylzeyler / Surfaces: Siiper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S Anthracite.
*250 cm Ylzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylizeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yuizeylerde titanyum PVD kaplama kullaniimaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar (izerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals. 67
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TEKNIK PROFILLER / TECHNICAL PROFILES

olgii*
dimension

10 mm

250 /244 cm
ops.300 cm

12 mm

250/ 244 cm
ops.300 cm

14 mm

250/ 244 cm
ops.300 cm

PRF.290
10 mm

PRF.290
12 mm

PRF.290
14 mm

Acili kése profili

Dahili damlalik profili

L
3
E
L
F
|
[
i

0.8 mm kalinlik / thickness

yuzey

surface

SATINE / SATINOX

SUPER AYNA / S.MIRROR

AYNA ALTIN / M.GOLD
SATINE ALTIN / S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SIYAH / S. ANTHRACITE

SATINE / SATINOX

SUPER AYNA / S.MIRROR

AYNA ALTIN / M.GOLD
SATINE ALTIN / S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SIYAH / S. ANTHRACITE

SATINE / SATINOX

SUPER AYNA / S.MIRROR

AYNA ALTIN / M.GOLD
SATINE ALTIN/ S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

SATINE / SATINOX
PARLAK / SHINE

SATINE / SATINOX
PARLAK / SHINE

SATINE / SATINOX
PARLAK / SHINE

urun kodu
product code

PRF.450.10.2500.1.S.1
PRF.450.10.2440.2.S.M
PRF.450.10.2440.3.M.G
PRF.450.10.2440.4.8.G
PRF.450.10.2500.5.S.P
PRF.450.10.2440.6.M.B
PRF.450.10.2440.7.S.B
PRF.450.10.2440.8.M.A
PRF.450.10.2440.9.S.A

PRF.450.12.2500.1.S.1
PRF.450.12.2440.2.S.M
PRF.450.12.2440.3.M.G
PRF.450.12.2440.4.8.G
PRF.450.12.2500.5.S.P
PRF.450.12.2440.6.M.B
PRF.450.12.2440.7.S.B
PRF.450.12.2440.8.M.A
PRF.450.12.2440.9.S.A

PRF.450.14.2500.1.S.1
PRF.450.14.2440.2.S.M
PRF.450.14.2440.3.M.G
PRF.450.14.2440.4.8.G
PRF.450.14.2500.5.S.P
PRF.450.14.2440.6.M.B
PRF.450.14.2440.7.S.B
PRF.450.14.2440.8.M.A
PRF.450.14.2440.9.S.A

PRF.290.10.2500.1.S.1
PRF.290.10.2500.5.S.P

PRF.290.12.2500.1.S.1
PRF.290.12.2500.5.S.P

PRF.290.14.2500.1.S.1
PRF.290.14.2500.5.S.P

€ / adet
€ / piece
0.8 mm

20,1
27,4
34,8
34,8
20,1
42,1
42,1
39,7
39,7

20,6
27,9
35,3
35,3
20,6
42,6
42,6
40,2
40,2

211
28,4
35,8
35,8
211
43,1
43,1
40,7
40,7

41,6
41,6
43,1
43,1

44,6
446

ClV]il

teknik cizim
technical drawing

T10-12-14

40

16
10

Seramik, mermer vb. tim
kaplamalarda agili kdse
birlesimi ve damlalik olarak
kullanilan 304 kalite dahili
paslanmaz celik profillerdir

9 farkl ylizey secenegiyle
Uretilmektedir.

They are grade 4301 stainless
protective profiles for intensive
interior use in angle corner and
drip profiles. Made of all
coverings such as ceramic,
marble, etc They are produced
with 9 different surface options.

*Prf. 450 paketlerde 10 adet iirlin, Prf. 290 paketlerde 4 adet triin bulunmaktadir. / 10 products per prf.450 mm box,4 products per prf 290 mm products.
*244 cm Ylzeyler / Surfaces: Slper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.
*250 cm Yizeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylzeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullaniimaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar (izerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals.



TEKNIK PROFILLER / TECHNICAL PROFILES

0.8 mm kalinlk / thickness

olcu*
dimension
22/10 mm

250/ 244 cm
ops.300 cm

36/10 mm

250 /244 cm
ops.300 cm

36/12 mm

250/ 244 cm
ops.300 cm

36/20 mm

250 /244 cm
ops.300 cm

yuzey

surface

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN/ S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SIYAH / S. ANTHRACITE

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN / S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SIYAH / S. ANTHRACITE

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN / S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN / S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

Dahili dis kése koruma profili

arun kodu
product code

PRF.300.22.10.2500.1.S.1
PRF.300.22.10.2440.2.5.M
PRF.300.22.10.2440.3.M.G
PRF.300.22.10.2440.4.S.G
PRF.300.22.10.2500.5.S.P
PRF.300.22.10.2440.6.M.B
PRF.300.22.10.2440.7.S.B
PRF.300.22.10.2440.8.M.A
PRF.300.22.10.2440.9.S.A

PRF.300.36.10.2500.1.S.1
PRF.300.36.10.2440.2.5.M
PRF.300.36.10.2440.3.M.G
PRF.300.36.10.2440.4.S.G
PRF.300.36.10.2500.5.S.P
PRF.300.36.10.2440.6.M.B
PRF.300.36.10.2440.7.S.B
PRF.300.36.10.2440.8.M.A
PRF.300.36.10.2440.9.S.A

PRF.300.36.12.2500.1.S.1

PRF.300.36.12.2440.2.S.M
PRF.300.36.12.2440.3.M.G
PRF.300.36.12.2440.4.5.G
PRF.300.36.12.2500.5.S.P
PRF.300.36.12.2440.6.M.B
PRF.300.36.12.2440.7.S.B
PRF.300.36.12.2440.8.M.A
PRF.300.36.12.2440.9.S.A

PRF.300.36.20.2500.1.S.1

PRF.300.36.20.2440.2.S.M
PRF.300.36.20.2440.3.M.G
PRF.300.36.20.2440.4.5.G
PRF.300.36.20.2500.5.S.P
PRF.300.36.20.2440.6.M.B
PRF.300.36.20.2440.7.S.B
PRF.300.36.20.2440.8.M.A
PRF.300.36.20.2440.9.S.A

€ / adet
€ / piece
0.8 mm

32,3
46
55,8
55,8
32,3
70,5
70,5
68
68

41,6
55,3
65,1
65,1
41,6
79,8
79,8
77,3
77,3

42,1
55,8
65,6
65,6
421
80,3
80,3
77,8
77,8

44,6
58,3
68,1
68,1
44,6
82,8
82,8
80,3
80,3

teknik cizim
technical drawing

| 2
8-10-12

| %6
8-10-12-14- 20

Seramik,mermer v.b.tim
kaplamalarin dis kenarlari ve
koése korumalari igin 304 kalite
yogun kullanima uygun dahili

dis kdse paslanmaz gelik bitis
profilidir.9 fakl ylizey secenegiyle
Uretilmektedir.

They are grade 4301 stainless
steel finishing profiles suitable
for intensive use in the outer
edges of all ceramic, marble,
etc.coverings and corner
protections and produced with
9 different surface options.

*22 mm paketlerde 6 adet, 36 mm paketlerde 4 adet (irtin bulunmaktadir. / 6 products per 22/10 mm box, 4 products per 36 mm box.
*244 cm Yuzeyler / Surfaces: Stper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.

*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylizeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
PRF 300 22/ 10 mm fiyati 8 - 12 mm igin gegerlidir. / PRF 300 22 / 10 mm price is valid for 8 - 12 mm.
PRF 300 36 / 10 mm fiyati 8 mm igin gegerlidir. / PRF 300 36/ 10 mm price is valid for 8 mm.

PRF 300 36 / 12 mm fiyati 14 mm icin gegerlidir. / PRF 300 36/ 12 mm price is valid for 14 mm.
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TEKNIK PROFILLER / TECHNICAL PROFILES

PRF.904 duvar kagidi seramik g

Kot farklilik ve duvar kagidi profili

is profili N

LA

70

olcu*
dimension
8 mm

250/244 cm
ops.300 cm

10 mm

250/ 244 cm
ops.300 cm

12 mm

250 /244 cm
ops.300 cm

14 mm

250 /244 cm
ops.300 cm

PRF.760

yuzey

surface

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN/ S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN / S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SIYAH / S. ANTHRACITE

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN/ S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN / S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SiYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

SATINE / SATINOX
SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

0.8 mm kalinhk / thickness

1.5 mm kalinlik / thickness

urun kodu
product code

PRF.904.8.2500.1.S.1

PRF.904.8.2440.2.S.M
PRF.904.8.2440.3.M.G
PRF.904.8.2440.4.5.G
PRF.904.8.2500.5.S.P
PRF.904.8.2440.6.M.B
PRF.904.8.2440.7.S.B
PRF.904.8.2440.8.M.A
PRF.904.8.2440.9.S.A

PRF.904.10.2500.1.S.1

PRF.904.10.2440.2.5.M
PRF.904.10.2440.3.M.G
PRF.904.10.2440.4.8.G
PRF.904.10.2500.5.S.P
PRF.904.10.2440.6.M.B
PRF.904.10.2440.7.S.B
PRF.904.10.2440.8.M.A
PRF.904.10.2440.9.S.A

PRF.904.12.2500.1.S.1

PRF.904.12.2440.2.S.M
PRF.904.12.2440.3.M.G
PRF.904.12.2440.4.8.G
PRF.904.12.2500.5.S.P
PRF.904.12.2440.6.M.B
PRF.904.12.2440.7.S.B
PRF.904.12.2440.8.M.A
PRF.904.12.2440.9.S.A

PRF.904.14.2500.1.S.1

PRF.904.14.2440.2.S.M
PRF.904.14.2440.3.M.G
PRF.904.14.2440.4.S.G
PRF.904.14.2500.5.S.P
PRF.904.14.2440.6.M.B
PRF.904.14.2440.7.S.B
PRF.904.14.2440.8.M.A
PRF.904.14.2440.9.S.A

PRF.760.32.2500.1.S.1
PRF.760.32.2440.2.S.M
PRF.760.32.2440.3.M.G

Her pakette 10 adet Uriin bulunmaktadir. 10 products per box

*244 cm Yuzeyler / Surfaces: Stper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.
*250 cm Ylzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylizeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)

PRF.904

PRF.760

€ / adet
€ / piece
0.8 mm

171
22
26,9
26,9
171
34,2
34,2
31,8
31,8

17,6
22,5
27,4
27,4
17,6
34,7
34,7
32,3
32,3

18,1
23
27,9
27,9
18,1
35,2
35,2
32,8
32,8

18,6
23,5
28,4
28,4
18,6
35,7
35,7
33,3
33,3
29,5
36,8
44,2

ClV]iQ

teknik cizim
technical drawing

| 10 |

8-10-12-14

‘ A‘

Duvar kagidi seramik gegcisi
icin kullanilan 304

kalite paslanmaz gelik bitis
profilidir. 9 farkh ylzey
segenegiyle uretilmektedir.
Renkli Griinlerde dayanim

arttirici 6zel titanyum kaplama

kullaniimaktadir.

They are grade 4301
stainless steel finishing

profiles for ceramic transition

produced with 9 different
surface options. Special
titanium coating is used in
colored products to boast
resistance.
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TEKNIK PROFILLER / TECHNICAL PROFILES

kot t

Transition profiles

PRF.790
MAre rrr.600

Internal stairs edge protection profile

0.8 mm kalinhk / thickness

Blei* yuzey dran kodu €/adet  €/adet teknik cizim
diménsion surface product code 5/8 ;:::e ﬁé F:r'::;e technical drawing
SATINE / SATINOX PRF.790.15.2500.1.S.1 19,8 15,8
PRF.790 SUPER AYNA/ S MIRROR PRF.790.15.2440.2.8M 298 23,8
15 mm AYNA ALTIN / M.GOLD PRF.790.15.2440.3M.G 3238 26,2 el Merciven Kose Koruma Prof
SATINE ALTIN / S.GOLD PRF.790.15.2440.4.S.G 32,8 -
PARLAK / SHINE PRF.790.15.2500.5.S.P 19,8 15,8 30
250 /244 cm  AYNA BRONZ /M.BRONZE PRF.790.15.2440.6.M.B 43,8 35 [
0ps.300 cm SATINE BRONZ / S BRONZE PRF.790.15.2440.7.S.B 43,8 - C " horzs
AYNA SIYAH / MLAANTHRACITE PRF.790.15.2440.8.M.A 38,8 31
SATINE SIYAH / S ANTHRACITE ~ PRF.790.15.2440.9.S.A 38,8 -
SATINE / SATINOX PRF.790.26.2500.1.S.1 25,9 20,7
PRF.790 SUPER AYNA / S.MIRROR PRF.790.26.2440.2.5.M 35,9 28,7
26 mm AYNA ALTIN / M.GOLD PRF.790.26.2440.3.M.G 38,9 31,1 15-26
SATINE ALTIN / S.GOLD PRF.790.26.2440.4.S.G 38,9 -
PARLAK / SHINE PRF.790.26.2500.5.S.P 25,9 20,7 1?
250 / 244 cm AYNA BRONZ /M.BRONZE PRF.790.26.2440.6.M.B 49,9 39,9
SATINE BRONZ / S.BRONZE PRF.790.26.2440.7.S.B 49,9 -
ops300em  AYNASIYAH/MANTHRACITE — PRF.790.26.2440.8MA 449 35,9
SATINE SIYAH / S ANTHRACITE  PRF.790.26.2440.9.S.A 44,9 -
PRF.600 Seramik, mermer vb. tim
kaplamalarda genlesmeye
10 mm SATINE/ SATINOX  PRE600.102500.151 36 karst kullanilan 304 ke
250 /244 cm PARLAK/ SHINE RAS e dahili paslanmaz celik hareket
ops.300 cm profilidir. 2 farkh ylzey
secenegiyle Uretilmektedir.
PRF.600
They are grade 4301 stainless
12 mm SATINE/ SATINOX PRF.600.12.2500.1.S.1 37.7 protéctivegprofiles for intensive
250/ 244 cm PARLAK/ SHINE PRF.600.12.2500.5.S.P 37.7 interior use in outer edge and
0ps.300 cm corner protections in stairs
made of all coverings such as
ceramic, marble, etc They are
PRF.600 produced with 2 different
14 mm SATINE/ SATINOX PRF.600.14.2500.1S1 39,6 surface options.
250/ 244 cm PARLAK/ SHINE PRF.600.14.2500.5.S.P 39,6
ops.300 cm

*Prf. 790 paketlerde 8 adet Urln, Prf. 600 paketlerde Uriin bulunmamaktadir. / 8 products per prf.790 mm box,6 products per prf 600 mm box.

*244 cm Yizeyler / Surfaces: SUper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.
*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylzeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullaniimaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar uzerindeki koruyucu film soékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamaldir.
Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals. 7
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TEKNIK PROFILLER / TECHNICAL PROFILES

Dahili ve harici suptrgelik profili

0.8 mm kalinlik / thickness

PRF.940

0.8 mm kalinlik / thickness

PRF.950

15-25
25-45

PRF.900
olcu* yuzey aran kodu €/ adet teknik cizim
dimension surface product code ﬁ/sr:;er;e technical drawing
PRF.940 SATINE / SATINOX PRF.940.40.10.2500.1.S. 31,8
40 mm SUPER AYNA/ S.MIRROR PRF.940.40.10.24402.8.M 442 8-10-12-14-22
250 / 244 AYNA ALTIN / M.GOLD PRF.940.40.10.2440.3.M.G 68,5
€M pARLAK / SHINE PRF.940.40.10.2500.5.5.P 31,8
0ps.300 cm AYNA BRONZ / M BRONZE ~ PRF.940.40.10.2440.6.M.B 833 7 o
PRF.940 SATINE / SATINOX PRF.940.70.10.2500.1.8.1 416 4070
70 mm SUPER AYNA / S.MIRROR PRF.940.70.10.2440.2.5.M 54
250/ 244 AYNA ALTIN / M.GOLD PRF.940.70.10.2440.3M.G 783 -
€M pARLAK / SHINE PRF.940.70.10.2500.5.5.P 41,6
0ps.300 cm AYNA BRONZ / M.BRONZE  PRF.940.70.10.2440.6.M.B 93,1
Seramik, mermer vb. tim
PRF.950  SATINE / SATINOX PRF.950.40.10.2500.1.8.] 318 kaplamalarda kullanian 304
40 mm SUPER AYNA / S.MIRROR PRF.950.40.10.2440.2.S.M 44,2 Kalite yogun kullanima uygun
250 /244 cm  ppR| K/ SHINE PRF.950.40.10.2500.5.5.P 31,8 stipirgelik profilidir. 9 farkli
0ps.300 cm AYNA BRONZ / Vi BRONZE ~ PRF.950.40.10.2440.6MB 83,3 ylizey segenegiyle 6zel iiretim
PRF.950 SATINE / SATINOX PRF.950.70.10.2500.1.S.1 416 de yapilabilmekiedir.
70 mm SUPER AYNA / S.MIRROR PRF.950.70.10.2440.2.S.M 54 They are grade 304 stainless
AYNA ALTIN / M.GOLD PRF.950.70.10.2440.3.M.G 78,3 steel basebqard profiles
2507244 cm  ppR| Ak SHINE PRF.05070.10.25005.5.P 416 suitable for interior use for
0ps.300 cm AYNA BRONZ / M.BRONZE ~ PRF.950.70.10.2440.6M.B 93,1 stepless transition for
elevation differences in all
PRF.200 ceramic, marble, etc.
70 mm SATINE/ SATINOX PRF.900.70.2500.1.S | 343 gfgfart'%gnspargﬁfczzrcﬁth o
250 /30464 cm PARLAK/ SHINE PRF.900.70.2500.5.5.P 34,3 different surface options.
ops. cm

*Her pakette 8 adet uriin bulunmaktadir. / 8 products per box.

*244 cm Yuzeyler / Surfaces: Stper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.

*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylizeyler 300 cm’e kadar Uretilebilmektedir. / This surfaces can be produced up to 300 cm)
PRF 940 ve 950’de 10 mm fiyati 8 - 10 - 12 ve 14 mm iginde gegerlidir. 22 mm igin +%10 fiyat farki uygulanir.

72 PRF 940 and PRF 950 10 mm price is valid for 8 - 12 and 14 mm. There is a +% 10 price difference for 22 mm.
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TEKNIK PROFILLER / TECHNICAL PROFILES

Dahili ve harici kot farklilik profili

PRF.740

0.8 mm kalinhk / thickness

0.8 mm kalinlik / thickness

PRF.750
_LL""\.._.-""-'--.
élcu* ylizey arin kodu €/ adet teknik cizim
dimension surface product code =/ [EIEEE technical drawing
0.8 mm
SATINE / SATINOX PRF.740.10.2500.1.S.| 19,8 »
SUPER AYNA / S.MIRROR PRF.740.10.2440.2.5.M 25,4 8- 10»@\\
PRF.740 AYNA ALTIN / M.GOLD PRF.740.10.2440.3.M.G 34,3
10 mm SATINE ALTIN/S. GOLD PRF.740.10.2440.4.5.G 34,3 |2 |
250 | 244 PARLAK / SHINE PRF.740.10.2500.5.S.P 19,8 8-10-12-14-22 l I
CM  AYNA BRONZ / M.BRONZE PRF.740.10.2440.6.M.B 44,1 - -
ops.300cm  SATINE BRONZ / S.BRONZE PRF.740.10.2440.7.5.B 44,1 | ow
i trotionimerteq: AYNA SIYAH / M. ANTHRACITE ~ PRF.740.10.2440.8.M.A 39,2 e
Ozel élgid tilebilmektedir. y ’
Shecia e procicion  SATINE SIYAH /S, ANTHRACITE  PRF.740.10.24409.SA 392 o-r0-12-14 AT
SATINE / SATINOX PRF.700.10.2500.1.S.1 20,5 ) .
SUPER AYNA / S MIRROR PRF.700.10.24402.SM 262 P
PRF.700 AYNA ALTIN / M.GOLD PRF.700.10.2440.3.M.G 35,2 farkimklarinin kademesiz
10 mm SATINE ALTIN/S. GOLD PRF.700.10.2440.4.5.G 352 gegisi igin kullanilan, 304
250/ 244 o PARLAK/ SHINE PRF.700.10.2500.5.S.P 205 kalite yogun kullanima uygun,
AYNA BRONZ / M.BRONZE PRF.700.10.2440.6.M.B 445 dahili paslanmaz koruma
ops.300cm  SATINE BRONZ / S.BRONZE PRF.700.10.2440.7.S.B 445 profilidir. 9 farkl yiizey
Ozel slgiide iretilebiimektedir. AYNA SIYAH /M. ANTHRACITE PRF.700.10.2440.8.M.A 40,1 secenegiyle 6zel dlcii Uretimi
Special size production SATINE SIYAH / S. ANTHRACITE  PRF.700.10.2440.9.S.A 40,1 yapilabilmektedir.
SATINE / SATINOX PRF.750.10.2500.1.S.1 17.4 They are grade 304 stainless
SUPER AYNA / S.MIRROR PRF.750.10.2440.2.SM 20,5 steel protective profiles
PRF.750 AYNA ALTIN / M.GOLD PRF.750.10.2440.3.M.G 31,8 suitable for intensive interior
10 mm SATINE ALTIN / S. GOLD PRF.750.10.2440.4.S.G 31,8 use for stepless transition for
250 / 244 cm PARLAK / SHINE PRF.750.10.2500.5.S.P 17,4 elevation differences in all
AYNA BRONZ / M.BRONZE PRF.750.10.2440.6.M.B 36,7 ceramic, marble, etc.
ops.300cm  SATINE BRONZ / S.BRONZE PRF.750.10.2440.7.S.B 36,7 coverings and produced with
Oset soide iretietimertoar. AYNA SIYAH/ M. ANTHRACITE ~ PRF.750.10.2440.8MA 343 9 different surface options.
zel dlglide uretilebilmektedir. .
Soecit o prodocion " SATINE SIYAH /S, ANTHRACITE ~ PRF.750.10.2440.9.S.A 34,3

*Her pakette 8 adet trtin bulunmaktadir. / 8 products per box.
*244 cm Yizeyler / Surfaces: Slper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.

*250 cm Yizeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylzeyler 300 cm’e kadar Uretilebilmektedir. / This surfaces can be produced up to 300 cm)
10 mm fiyati 8 - 12 ve 14 mm icin gegerlidir. 22 mm igin +%15 fiyat farki gecerlidir.
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TEKNIK PROFILLER / TECHNICAL PROFILES

olca*

dimension

8 mm

250/ 244 cm
ops.300 cm

10 mm

250 /244 cm
ops.300 cm

12 mm

250 /244 cm
ops.300 cm

14 mm

250/ 244 cm
ops.300 cm

Acili kése koruma profili

yuzey

surface

SATINE / SATINOX
SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN / S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

SATINE / SATINOX
SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN/S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SiYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

SATINE / SATINOX
SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN / S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

SATINE / SATINOX
SUPER AYNA / S.MIRROR
AYNA ALTIN / M.GOLD

SATINE ALTIN / S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

*Her pakette 10 adet rlin bulunmaktadir. / 10 products per box.
*244 cm Yizeyler / Surfaces: Stper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.

*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylzeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullanilmaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.
Onemli: Uygulama tamamlanana kadar (izerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
74 Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals.

0.8 mm kalinhk / thickness

ClV]iQ

arun kodu
product code

PRF.130.8.2500.1.S.1

PRF.130.8.2440.2.S.M
PRF.130.8.2440.3.M.G
PRF.130.8.2440.4.8.G
PRF.130.8.2500.5.S.P
PRF.130.8.2440.6.M.B
PRF.130.8.2440.7.S.B
PRF.130.8.2440.8.M.A
PRF.130.8.2440.9.S.A

PRF.130.10.2500.1.S.1
PRF.130.10.2440.2.8.M
PRF.130.10.2440.3.M.G
PRF.130.10.2440.4.8.G
PRF.130.10.2500.5.S.P
PRF.130.10.2440.6.M.B
PRF.130.10.2440.7.S.B
PRF.130.10.2440.8.M.A
PRF.130.10.2440.9.S.A

PRF.130.12.2500.1.8.1
PRF.130.12.2440.2.S.M
PRF.130.12.2440.3.M.G
PRF.130.12.2440.4.8.G
PRF.130.12.2500.5.S.P
PRF.130.12.2440.6.M.B
PRF.130.12.2440.7.S.B
PRF.130.12.2440.8.M.A
PRF.130.12.2440.9.S.A

PRF.130.14.2500.1.S.1

PRF.130.14.2440.2.8.M
PRF.130.14.2440.3.M.G
PRF.130.14.2440.4.S.G
PRF.130.14.2500.5.S.P
PRF.130.14.2440.6.M.B
PRF.130.14.2440.7.S.B
PRF.130.14.2440.8.M.A
PRF.130.14.2440.9.S A

€ / adet
€ / piece
0.8 mm

22
29,3
36,7
36,7
22
44,1
44,1
416
416

22,5
29,8
37,2
37,2
22,5
44,6
44,6
42,1
42,1

23
30,3
37,7
37,7

23
45,1
45,1
42,6
42,6

23,5
30,8
38,2
38,2
23,5
45,6
45,6
43,1
43,1

teknik cizim
technical drawing

8-10-12-14

Seramik dis kdse 45 derece
bitisinde kullanilan kullanilan
304 kalite paslanmaz celik
bitis profilidir. 9 farkl ylizey
secgenegiyle uretilmektedir.
Renkli triinlerde dayanim
arttirici 6zel titanyum
kaplama kullaniimaktadir.

They are grade 4301
stainlees steel finishing
profiles for ceramic outer
edge 45 degrees and
produced with 9 different
surface optins. Special
titanium coating is used in
colored products to boost
resistance.



TEKNIK PROFILLER / TECHNICAL PROFILES I]

Dilatasyon profili I

0.8 mm kalinhk / thickness

€ / adet

Olcu* yuzey uran kodu €/ piece teknik cizim
dimension surface product code 0.8 mm technical drawing
12
8 mm )
4 | r P
250/ 244 cm SATINE/ SATINOX PRF.140.8.2500.1.S.1 52,8 8-10-12-14
ops.300 cm
10 mm
250/ 244 cm SATINE/ SATINOX PRF.140.10.2500.1.S.1 54,3
ops.300 cm
12 mm
Dis ve i¢ bolimlerde tim
250/ 244 cm SATINE/ SATINOX PRF.140.12.2500.1.S.1 55,8 kaplamalarda genlesme
ops.300 cm bosluklarini kapatmak igin
kullanilan harici 304 kalite
paslanmaz celik hareket
profilidir.
Can be used both exterior and
14 mm interior areas to close expansion
gaps in all coatings. 4301 grade
250 /244 cm SATINE/ SATINOX PRF.140.14.2500.1.8. 57,3 stainless steel material.
ops.300 cm

*Her pakette 6 adet triin bulunmaktadir. / 6 products per box.

*244 cm Ylzeyler / Surfaces: Siiper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S Anthracite.

*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylizeyler 300 cm’e kadar Uretilebilmektedir. / This surfaces can be produced up to 300 cm)

Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullanilmaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar {izerindeki koruyucu film sékiilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.

Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals. 75



SERAMIK MUCEVHERATI

Goz alici tasarimlar, bir anda banyonuzda bakislarin yoniini degistirebilir, dikkatleri Gizerine ceker. iste bu
"Decoline" etkisidir. Isigin banyo lizerinde parladidi cizgide, Decoline banyo icin aksesuarin 6tesine gegiyor.
Ozel tasarimlari ve boyutlu yapisiyla kullanildigi banyolara miicevher etkisi kazandirmak icin tasarlanan
"Decoline" tutkulara yon veriyor.

CERAMIC JEWELERY

Gorgeous designs can change your direction of looking immediately at your bathroom .It draws all attention
upon itself . And that's Decoline impression . Decoline goes beyond more than an accessory at the time light
shines at your bathroom. Designed to give jewelery effect to the bathrooms with special designs and dimensional
structure , Decoline influences passions.
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_METALIN ISILTISI ILE
GOZ ALICI TASARIMLAR

CERAMIC JEWELERY

ATTRACTIVE DESIGNS
WITH GLITTER OF METAL



DEKORATIF PROFILLER / DECORATIVE PROFILES

decoline
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YUZEY SECENEKLERI SURFACE OPTIONS I]

decoline

SATINE / SATINOX SUPER AYNA/ S.MIRROR

AYNAALTIN / M.GOLD SATINEALTIN / S. GOLD

PARLAK / SHINE AYNA BRONZ / M.BRONZE

SATINE BRONZ / S.BRONZE AYNA SIYAH / M. ANTHRACITE

Uygulama detay! Application detail

Patented centipede reverse arblo-zu'cts that enable locking. i
and fastening in application and resiliance on rough surfaceﬁ_-‘i--

o
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DEKORATIF PROFILLER / DECORATIVE PROFILES

decoline-B 907

Derz noktasindan kesilen cift kat koruyucu film.
Double-layer protective film cut on the edges.

304 Kalite paslanmaz celikten uretilmektedir.
Manufatured from grade 4301 stainless steel.
Renk ve yuzey secenekleri igin Sayfa 76’ya bakiniz.
See page 76 for color and surface options.

0,6 mm kalnlik - thickness 0,6 mm

R

ClV]i}

olct (cm)
dimension

1.5%244

2.3%244

3.0 244

5.0 * 244

yuzey

surface

SATINE / SATINOX

SUPER AYNA/ S.MIRROR
AYNAALTIN / M.GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
AYNA SIYAH / M. ANTHRACITE

SATINE / SATINOX

SUPER AYNA/S.MIRROR
AYNAALTIN / M.GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
AYNA SIYAH / M. ANTHRACITE

SATINE / SATINOX

SUPER AYNA/S.MIRROR
AYNAALTIN / M.GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
AYNA SIYAH / M. ANTHRACITE

SATINE / SATINOX

SUPER AYNA/ S.MIRROR
AYNAALTIN / M.GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
AYNA SIYAH / M. ANTHRACITE

urun kodu
product code

B.907.15.2500.1.S.1

B.907.15.2440.2.S.M
B.907.15.2440.3.M.G
B.907.15.2500.5.S.P
B.907.15.2440.6.M.B
B.907.15.2440.8.M.A

B.907.23.2500.1.S.1

B.907.23.2440.2.S.M
B.907.23.2440.3.M.G
B.907.23.2500.5.S.P
B.907.23.2440.6.M.B
B.907.23.2440.8.M.A

B.907.30.2500.1.S.1
B.907.30.2440.2.S.M
B.907.30.2440.3.M.G
B.907.30.2500.5.S.P
B.907.30.2440.6.M.B
B.907.30.2440.8.M.A

B.907.50.2500.1.S.1
B.907.50.2440.2.S.M
B.907.50.2440.3.M.G
B.907.50.2500.5.S.P
B.907.50.2440.6.M.B
B.907.50.2440.8.M.A

€/adet paket/adet

€/piece
0.6 mm

7
8
10
7
13
12

8
9
12
8
14
13

quantity

OLGU - YUZEY SEGENEKLERI VE UYGULAMALAR: B 907 serisi 15,23,30 ve 50 mm genislikte diiz yiizeye,
244 cm uzunluk ve 9 mm kalinlida sahiptir. Dekoratif profiller uygulamada yapistirici ile kilitlenme ve bozuk
ylzeylerde esnemeyi saglayan, patentli kirkayak,kanallara sahiptir. Uygulama sonrasinda en iyi sonug igin 6zel

film ile derz noktasina kadar kaplanmakta, boylece uygulama kolayca ve sorunsuz yapilabilmektedir.

DIMENSIONS - SURFACE OPTIONS AND APPLICATIONS: The B 907 series are profiles offered with 15,23,30

and 50 mm surface width, 244 cm length and 9 mm thickness. Decorative profiles are equipped with patented
centipede reverse angle ducts that enable locking with the use of adhesives and resillience on rough surfaces.

For best results after application, they are covered with a special film up to the joint enabling easy and

trouble-free application.

teknik ¢izim
technical drawing

15-23-30-50 mm

|| || 9 mm

*244 cm Yizeyler / Surfaces: Sliper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.
*250 cm Yizeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylzeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullaniimaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar iizerindeki koruyucu film sokiilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals.
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DEKORATIF PROFILLER / DECORATIVE PROFILES

decoline-B 908

ClV]iQ

0,8 mm kalinlik - thickness 0,8 mm

Derz noktasindan kesilen cift kat koruyucu film.
Double-layer protective film cut on the edges.

Uygulamada kilittenme ve tutunma
saglayan patentli ters agili kanallar.
Patented reverse angle details.

304 Kalite paslanmaz celikten uretilmektedir.
Manufactured from grade 4301 :stainless steel.
Renk ve ylizey segenekleri icin Sayfa 76'ya bakiniz.
See page 76 for color and surface options.

Olct (cm)
dimension

1.0 * 244

1.5*244

2.3 %244

3.0 * 244

yuzey

surface

SATINE / SATINOX

SUPER AYNA/S.MIRROR
AYNAALTIN / M.GOLD
SATINEALTIN /S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SIYAH / S. ANTHRACITE

SATINE / SATINOX

SUPER AYNA/ S.MIRROR
AYNAALTIN / M.GOLD

SATINE ALTIN / S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

SATINE / SATINOX

SUPER AYNA/ S.MIRROR
AYNAALTIN / M.GOLD

SATINE ALTIN/ S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SIYAH / S. ANTHRACITE

SATINE / SATINOX

SUPER AYNA/ S.MIRROR
AYNAALTIN / M.GOLD

SATINE ALTIN / S. GOLD
PARLAK / SHINE

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

urian kodu
product code

B.908.10.2500.1.S.1
B.908.10.2440.2.5.M
B.908.10.2440.3.M.G
B.908.10.2440.4.8.G
B.908.10.2500.5.S.P
B.908.10.2440.6.M.B
B.908.10.2440.7.S.B
B.908.10.2440.8.M.A
B.908.10.2440.9.S.A

B.908.15.2500.1.S.1
B.908.15.2440.2.5.M
B.908.15.2440.3.M.G
B.908.15.2440.4.8.G
B.908.15.2500.5.S.P
B.908.15.2440.6.M.B
B.908.15.2440.7.S.B
B.908.15.2440.8.M.A
B.908.15.2440.9.S.A

B.908.23.2500.1.S.1
B.908.23.2440.2.5.M
B.908.23.2440.3.M.G
B.908.23.2440.4.8.G
B.908.23.2500.5.S.P
B.908.23.2440.6.M.B
B.908.23.2440.7.S.B
B.908.23.2440.8.M.A
B.908.23.2440.9.S.A

B.908.30.2500.1.S.1
B.908.30.2440.2.S.M
B.908.30.2440.3.M.G
B.908.30.2440.4.8.G
B.908.30.2500.5.S.P
B.908.30.2440.6.M.B
B.908.30.2440.7.S.B
B.908.30.2440.8.M.A
B.908.30.2440.9.S.A

€/adet paket/adet
€/piece
0.8 mm

teknik cizim

quantity technical drawing

20

20

20 10-15-23-30 mm

20

20 || || 9 mm

20

20

20

20 OLCU - YUZEY SECENEKLERI

15 VE UYGULAMALAR

15

15 B 908 serisi 10,15,23 ve 30 mm

15 genislikte diz yizeye, 244 cm uzunluk
ve 9 mm kalinliga sahiptir. Dekoratif

15 profiller uygulamada yapistirici ile

15 kilitlenme ve bozuk yiizeylerde

15 esnemeyi saglayan, patentli kirkayak,

15 ters agili kanallara sahiptir. Uygulama

15 sonrasinda en iyi sonug icin 6zel film
ile derz noktasina kadar kaplanmakta,

10 bdylece uygulama kolayca ve

10 sorunsuz yapilabilmektedir.

10

10 DIMENSIONS-SURFACE

10 OPTIONS AND APPLICATIONS

10 The B 908 series are profiles

10 offered with 10,15,23 and 30 mm

10 surface width, 244 cm length and

10 9 mm thickness. Decorative

profiles are equipped with

6 patented centipede reverse
angle ducts that enable locking
with the use of adhesives and
resillience on rough surfaces. For
best results after application,
they are covered with a special
film up to the joint enabling easy
and trouble-free application.

[e>Ne>Ne>Ne>NeNe e >Ne)]

*244 cm Ylzeyler / Surfaces: Stper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.
*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylizeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullanilmaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar (izerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals.



DEKORATIF PROFILLER / DECORATIVE PROFILES

decoline-B 720

Derz noktasindan kesilen ¢ift kat koruyucu film.
Double-layer protective film cut on the edges.

Uygulamada kilittenme ve tutunma saglayan patentli ters agili kanallar.
Patented reverse angle details.

304 Kalite paslanmaz celikten Uretilmektedir.
Manufactured from grade 4301 stainless steel.
Renk ve yiizey segenekleri igin Sayfa 76’ya bakiniz.
See page 76 for color and surface options.

ClV]i}

0,8 mm kalinlk - thickness 0,8 mm

6l (cm) yuzey ardn kodu €/adet paket/adet teknik cizim
dimension surface product code €/piece quantity technical drawing
0.8 mm
SATINE / SATINOX B.720.23.2500.1.S.1 16 8
SUPER AYNA/ S.MIRROR B.720.23.2440.2.S.M 20 8 23 -50 mm
AYNAALTIN / M.GOLD B.720.23.2440.3.M.G 27 8
2.3 %244 SATINE ALTIN/ S. GOLD B.720.23.2440.4.S.G 27 8 || || 9 mm
- AYNA BRONZ / M.BRONZE B.720.23.2440.6.M.B 30 8
SATINE BRONZ / S.BRONZE B.720.23.2440.7.S.B 30 8
AYNA SiYAH / M. ANTHRACITE B.720.23.2440.8.M.A 29 8
SATINE SIYAH / S. ANTHRACITE  B.720.23.2440.9.S.A 29 8
SATINE / SATINOX B.720.50.2500.1.S.1 30 6
SUPER AYNA / S.MIRROR B.720.50.2440.2.S.M 38 6
AYNAALTIN / M.GOLD B.720.50.2440.3.M.G 46 6
5.0 * 244 SATINE ALTIN / S. GOLD B.720.50.2440.4.S.G 46 6
- AYNA BRONZ / M.BRONZE B.720.50.2440.6.M.B 56 6
SATINE BRONZ / S.BRONZE B.720.50.2440.7.S.B 56 6
AYNA SiYAH / M. ANTHRACITE B.720.50.2440.8.M.A 54 6
SATINE SIYAH / S. ANTHRACITE ~ B.720.50.2440.9.S.A 54 6

OLCU -YUZEY SEGENEKLERI VE UYGULAMALAR

B 720 serisi 23 ve 50 mm genislikte gravir kabartmali yiizeye, 244 cm uzunluk ve 9 mm kalinliga sahiptir. Dekoratif

profiller uygulamada yapistirici ile kilittenme ve bozuk yiizeylerde esnemeyi saglayan, patentli kirkayak, ters acili
kanallara sahiptir. Uygulama sonrasinda en iyi sonug igin 6zel film ile derz noktasina kadar kaplanmakta, béylece
uygulama kolayca ve sorunsuz yapilabilmektedir.

DIMENSIONS- SURFACE OPTIONS AND APPLICATIONS

The B 720 series are profiles offered with 23 and 50 mm engraving surface, 244 cm length and 9 mm thickness.

Decorative profiles are equipped with patented centipede reverse angle ducts that enable locking with the use of
adhesives and resillience on rough surfaces, For best results after application, they are covered with a special film
up to the joint enabling easy and trouble-free application.

*244 cm Yizeyler / Surfaces: SUper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.

*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylzeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullanilmaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar (izerindeki koruyucu film sékiilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals. 81



DEKORATIF PROFILLER / DECORATIVE PROFILES

decoline-B 645

ClV]i}

0,8 mm kalinlik - thickness 0,8 mm

L -

ey € L
e e

A

Derz noktasindan kesilen gift kat koruyucu film.
Double-layer protective film cut on the edges.

Uygulamada kilittenme ve tutunma
sadlayan patentli ters acili kanallar.
Patented reverse angle details.

304 Kalite paslanmaz celikten Uretilmektedir.
Manufactured from grade 4301 stainless steel.
Renk ve yiizey segenekleri icin Sayfa 76’ya bakiniz.
See page 76 for color and surface options.
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SlI¢li (cm) ylizey Gran kodu €/adet ayet/adet teknik ¢izim
dimension surface product code ElIRiEcc quantity technical drawing
0.8 mm
SATINE / SATINOX B.645.23.2500.1.S.1 16 8
SUPER AYNA / S.MIRROR B.645.23.2440.2.S.M 20 8 23 -30 mm
AYNAALTIN / M.GOLD B.645.23.2440.3.M.G 27 8
2.3*244 SATINE ALTIN/ S. GOLD B.645.23.2440.4.S.G 27 8 || || 9mm
) AYNA BRONZ / M.BRONZE B.645.23.2440.6.M.B 30 8
SATINE BRONZ / S. BRONZE B.645.23.2440.7.S.B 30 8
AYNA SiYAH / M. ANTHRACITE B.645.23.2440.8.M.A 29 8
SATINE SIYAH / S. ANTHRACITE  B.645.23.2440.9.S.A 29 8
SATINE / SATINOX B.645.30.2500.1.S.1 20 6
SUPER AYNA/ S.MIRROR B.645.30.2440.2.S.M 24 6
AYNAALTIN / M.GOLD B.645.30.2440.3.M.G 32 6
3.0 * 244 SATINE ALTIN/ S. GOLD B.645.30.2440.4.S.G 32 6
- AYNA BRONZ / M.BRONZE B.645.30.2440.6.M.B 38 6
SATINE BRONZ / S.BRONZE B.645.30.2440.7.S.B 38 6
AYNA SiYAH / M. ANTHRACITE B.645.30.2440.8.M.A 37 6
SATINE SIYAH / S. ANTHRACITE  B.645.30.2440.9.S.A 37 6

OLCU -YUZEY SECENEKLERI VE UYGULAMALAR

B 645 serisi 23 ve 30 mm genislikte gravir kabartmali ylizeye, 244 cm uzunluk ve 9 mm kalinliga sahiptir. Dekoratif
profiller uygulamada yapistirici ile kilittenme ve bozuk ylizeylerde esnemeyi saglayan, patentli kirkayak, ters agili
kanallara sahiptir. Uygulama sonrasinda en iyi sonug igin 6zel film ile derz noktasina kadar kaplanmakta, boylece
uygulama kolayca ve sorunsuz yapilabilmektedir.

DIMENSIONS- SURFACE OPTIONS AND APPLICATIONS

The B 645 series are profiles offered with 23 and 30 mm engraving surface, 244 cm length and 9 mm thickness.
Decorative profiles are equipped with patented centipede reverse angle ducts that enable locking with the use of
adhesives and resillience on rough surfaces, For best results after application, they are covered with a special film
up to the joint enabling easy and trouble-free application.

*244 cm Yizeyler / Surfaces: Sliper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.
*250 cm Ylzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylizeyler 300 cm’e kadar Uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah ylizeylerde titanyum PVD kaplama kullanilmaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

82

Onemli: Uygulama tamamlanana kadar (izerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals.



DEKORATIF PROFILLER / DECORATIVE PROFILES

ClV]iQ

decoline-B 685
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Derz noktasindan kesilen cift kat koruyucu film.

Uygulamada kilittenme ve tutunma saglayan patentli ters agil kanallar.

304 Kalite paslanmaz celikten Uretilmektedir.

Renk ve ylizey segenekleri icin Sayfa 76’ya bakiniz.
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0,8 mm kalinlik - thickness 0,8 mm
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€ /adet

5Icti (cm tze urin kodu . aket/adet
gﬁg(sim!n "s,urfac}e, product code glg lrz:ne P quantity

SATINE / SATINOX B.685.23.2500.1.5. 16 8
SUPER AYNA/ S.MIRROR B.685.23.2440.2.5.M 20 8
AYNAALTIN / M.GOLD B.685.23.2440.3.M.G 27 8
. SATINE ALTIN / 5. GOLD B.685.23.2440.4.5.G 27 8
23%244  AYNABRONZ /M BRONZE B.685.23.2440.6.M.B 30 8
SATINE BRONZ / S.BRONZE B.685.23.2440.7.5.B 30 8
AYNA SIYAH / M. ANTHRACITE  B.685.23.2440.8.M.A 29 8
SATINE SIYAH / S. ANTHRACITE  B.685.23.2440.9.S.A 29 8
SATINE / SATINOX B.685.30.2500.1.5. 20 6
SUPER AYNA/ S.MIRROR B.685.30.2440.2.5.M 24 6
AYNAALTIN / M.GOLD B.685.30.2440.3.M.G 32 6
3.0%244  SATINEALTIN/S GOLD B.685.30.2440.4.5.G 32 6
. AYNA BRONZ / M.BRONZE B.685.30.2440.6.M.B 38 6
SATINE BRONZ / S.BRONZE B.685.30.2440.7.S.B 38 6
AYNA SIYAH / M. ANTHRACITE  B.685.30.2440.8.M.A 37 6
SATINE SIYAH / S. ANTHRACITE  B.685.30.2440.9.S.A 37 6

OLGU -YUZEY SEGCENEKLERI VE UYGULAMALAR

B 685 serisi 23 ve 30 mm genislikte gravir kabartmali ylizeye, 244 cm uzunluk ve 9 mm kalinliga sahiptir. Dekoratif
profiller uygulamada yapistirici ile kilittenme ve bozuk ylizeylerde esnemeyi saglayan, patentli kirkayak, ters agili
kanallara sahiptir. Uygulama sonrasinda en iyi sonug igin 6zel film ile derz noktasina kadar kaplanmakta, boylece
uygulama kolayca ve sorunsuz yapilabilmektedir.

DIMENSIONS- SURFACE OPTIONS AND APPLICATIONS

The B 685 series are profiles offered with 23 and 30 mm engraving surface, 244 cm length and 9 mm thickness.
Decorative profiles are equipped with patented centipede reverse angle ducts that enable locking with the use of
adhesives and resillience on rough surfaces, For best results after application, they are covered with a special film

up to the joint enabling easy and trouble-free application.

teknik cizim
technical drawing

23 -30 mm

|| || 9 mm

*244 cm Ylzeyler / Surfaces: Stper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.
*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylzeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullaniimaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar {izerindeki koruyucu film sokiilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals.
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DEKORATIF PROFILLER / DECORATIVE PROFILES

decoline-B 740

Derz noktasindan kesilen ¢ift kat koruyucu film.
Double-layer protective film cut on the edges.

Uygulamada kilittenme ve tutunma
saglayan patentli ters acili kanallar.
Patented reverse angle details.

304 Kalite paslanmaz celikten Uretilmektedir.
Manufactured from grade 4301 stainless steel.
Renk ve yiizey segenekleri igin Sayfa 76’ya bakiniz.
See page 76 for color and surface options.

olcti (cm)
dimension

3.0 * 244

5.0 * 244

yuzey

surface

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNAALTIN / M.GOLD

SATINE ALTIN/ S. GOLD

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SIYAH / S. ANTHRACITE

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNAALTIN / M.GOLD

SATINE ALTIN / S. GOLD

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SiYAH / S. ANTHRACITE

OLGU -YUZEY SEGENEKLERI VE UYGULAMALAR

urun kodu
product code

B.740.30.2500.1.S.1
B.740.30.2440.2.S.M
B.740.30.2440.3.M.G
B.740.30.2440.4.S.G
B.740.30.2440.6.M.B
B.740.30.2440.7.S.B
B.740.30.2440.8.M.A
B.740.30.2440.9.S.A

B.740.50.2500.1.S.1
B.740.50.2440.2.S.M
B.740.50.2440.3.M.G
B.740.50.2440.4.S.G
B.740.50.2440.6.M.B
B.740.50.2440.7.S.B
B.740.50.2440.8.M.A
B.740.50.2440.9.S.A

€ /adet
€/piece
0.8 mm

paket/adet teknik cizim
quantity technical drawing

6

6 30-50 mm

6

6 || || 9 mm
6

6

6

6

6

6

6

6

6

6

6

6

B 740 serisi 30 ve 50 mm genislikte gravir kabartmali ylizeye, 244 cm uzunluk ve 9 mm kalinliga sahiptir. Dekoratif
profiller uygulamada yapistirici ile kilittenme ve bozuk ylizeylerde esnemeyi saglayan, patentli kirkayak, ters acili
kanallara sahiptir. Uygulama sonrasinda en iyi sonug igin 6zel film ile derz noktasina kadar kaplanmakta, bodylece
uygulama kolayca ve sorunsuz yapilabilmektedir.

DIMENSIONS- SURFACE OPTIONS AND APPLICATIONS

The B 740 series are profiles offered with 30 and 50 mm engraving surface, 244 cm length and 9 mm thickness.
Decorative profiles are equipped with patented centipede reverse angle ducts that enable locking with the use of
adhesives and resillience on rough surfaces, For best results after application, they are covered with a special film
up to the joint enabling easy and trouble-free application.

*244 cm Yizeyler / Surfaces: Sliper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.
*250 cm Ylizeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylzeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullanilmaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

84

Onemli: Uygulama tamamlanana kadar (izerindeki koruyucu film sokiilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.

Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals.



DEKORATIF PROFILLER / DECORATIVE PROFILES

decoline-B 730

0,8 mm kalinlik - thickness 0,8 mm

BIgii (cm) ylizey Grin kodu €/adet payet/adet teknik cizim
dimension surface product code /piece quantity technical drawing
0.8 mm
SATINE / SATINOX B.730.15.2500.1.S.1 14 8
SUPER AYNA / S.MIRROR B.730.15.2440.2.S.M 18 8 15 -30 mm
AYNAALTIN / M.GOLD B.730.15.2440.3.M.G 22 8
1.5 * 244 SATINE ALTIN / S. GOLD B.730.15.2440.4.S.G 22 8 || || 9mm
) AYNA BRONZ / M.BRONZE B.730.15.2440.6.M.B 26 8
SATINE BRONZ / S.BRONZE B.730.15.2440.7.S.B 26 8
AYNA SIYAH / M. ANTHRACITE B.730.15.2440.8.M.A 25 8
SATINE SIYAH / S. ANTHRACITE  B.730.15.2440.9.S.A 25 8
SATINE / SATINOX B.730.30.2500.1.S.1 18 6
SUPER AYNA/ S.MIRROR B.730.30.2440.2.S.M 24 6
AYNAALTIN / M.GOLD B.730.30.2440.3.M.G 28 6
3.0 * 244 SATINE ALTIN / S. GOLD B.730.30.2440.4.S.G 28 6
- AYNA BRONZ / M.BRONZE B.730.30.2440.6.M.B 32 6
SATINE BRONZ / S.BRONZE B.730.30.2440.7.S.B 32 6
AYNA SIYAH / M. ANTHRACITE B.730.30.2440.8.M.A 30 6
SATINE SIYAH / S. ANTHRACITE  B.730.30.2440.9.S.A 30 6

OLGU -YUZEY SEGENEKLERI VE UYGULAMALAR

B 730 serisi 15 - 30 mm genislikte gravir kabartmali yiizeye, 244 cm uzunluk ve 9 mm kalinliga sahiptir. Dekoratif
profiller uygulamada yapistirici ile kilitlenme ve bozuk yuzeylerde esnemeyi saglayan, patentli kirkayak, ters agili
kanallara sahiptir. Uygulama sonrasinda en iyi sonug igin 6zel film ile derz noktasina kadar kaplanmakta, bdylece
uygulama kolayca ve sorunsuz yapilabilmektedir.

DIMENSIONS- SURFACE OPTIONS AND APPLICATIONS

The B 730 series are profiles offered with 15 - 30 mm engraving surface, 244 cm length and 9 mm thickness.
Decorative profiles are equipped with patented centipede reverse angle ducts that enable locking with the use of
adhesives and resillience on rough surfaces, For best results after application, they are covered with a special film
up to the joint enabling easy and trouble-free application.

*244 cm Ylzeyler / Surfaces: Stper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.
*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylizeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullanilmaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar (izerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals. 85



DEKORATIF PROFILLER / DECORATIVE PROFILES

decoline-B 750

304 Kalite paslanmaz celikten Uretilmektedir.
Manufactured from grade 4301 stainless steel.
Renk ve ylizey segenekleri igin Sayfa 76'ya bakiniz.
See page 76 for color and surface options.

Uygulamada kilittenme ve tutunma
saglayan patentli ters agili kanallar.
Patented reverse angle details.

ClV]i}

0,8 mm kalinlik - thickness 0,8 mm

Derz noktasindan kesilen cift kat koruyucu film.
Double-layer protective film cut on the edges.

B¢t (cm) yuzey urdin kodu €/adet  apet/adet teknik cizim
dimension surface product code IRIECS quantity technical drawing
0.8 mm
SATINE / SATINOX B.750.15.2500.1.S.1 14 8
SUPER AYNA / S.MIRROR B.750.15.2440.2.S.M 18 8 15-30-50 mm
AYNAALTIN / M.GOLD B.750.15.2440.3.M.G 22 8
1.5 * 244 SATINE ALTIN/ S. GOLD B.750.15.2440.4.S.G 22 8 || || 9 mm
' AYNA BRONZ / M.BRONZE B.750.15.2440.6.M.B 26 8
SATINE BRONZ / S.BRONZE B.750.15.2440.7.S.B 26 8
AYNA SIYAH / M. ANTHRACITE B.750.15.2440.8.M.A 25 8
SATINE SIYAH / S. ANTHRACITE ~ B.750.15.2440.9.S.A 25 8
SATINE / SATINOX B.750.30.2500.1.S.1 18 8
SUPER AYNA/ S.MIRROR B.750.30.2440.2.S.M 24 8
AYNAALTIN / M.GOLD B.750.30.2440.3.M.G 28 8
3.0 * 244 SATINE ALTIN / S. GOLD B.750.30.2440.4.S.G 28 8
AYNA BRONZ / M.BRONZE B.750.30.2440.6.M.B 32 8
SATINE BRONZ / S.BRONZE B.750.30.2440.7.S.B 32 8
AYNA SIYAH / M. ANTHRACITE B.750.30.2440.8.M.A 30 8
SATINE SIYAH / S. ANTHRACITE  B.750.30.2440.9.S.A 30 8
SATINE / SATINOX B.750.50.2500.1.S.1 30 6
SUPER AYNA/ S.MIRROR B.750.50.2440.2.S.M 38 6
AYNAALTIN / M.GOLD B.750.50.2440.3.M.G 46 6
5.0 * 244 SATINE ALTIN / S. GOLD B.750.50.2440.4.S.G 46 6
) AYNA BRONZ / M.BRONZE B.750.50.2440.6.M.B 56 6
SATINE BRONZ / S.BRONZE B.750.50.2440.7.S.B 56 6
AYNA SIYAH / M. ANTHRACITE B.750.50.2440.8.M.A 54 6
SATINE SIYAH / S. ANTHRACITE ~ B.750.50.2440.9.S.A 54 6

OLGU -YUZEY SEGENEKLERI VE UYGULAMALAR

B 750 serisi 15 - 30 ve 50 mm genislikte gravir kabartmali ylizeye, 244 cm uzunluk ve 9 mm kalinliga sahiptir. Dekoratif
profiller uygulamada yapistirici ile kilittenme ve bozuk ylzeylerde esnemeyi saglayan, patentli kirkayak, ters acili
kanallara sahiptir. Uygulama sonrasinda en iyi sonug igin 6zel film ile derz noktasina kadar kaplanmakta, boylece
uygulama kolayca ve sorunsuz yapilabilmektedir.

DIMENSIONS- SURFACE OPTIONS AND APPLICATIONS

The B 750 series are profiles offered with 15-30 and 50 mm engraving surface, 244 cm length and 9 mm thickness.
Decorative profiles are equipped with patented centipede reverse angle ducts that enable locking with the use of
adhesives and resillience on rough surfaces, For best results after application, they are covered with a special film
up to the joint enabling easy and trouble-free application.

*244 cm Ylzeyler / Surfaces: Stper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.
*250 cm Yizeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu yiizeyler 300 cm’e kadar Uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullanilmaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar iizerindeki koruyucu film sékiilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
86 The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals.



DEKORATIF PROFILLER / DECORATIVE PROFILES n

jewel-B 880 0,8 mm kaliniik - thickness 0.6 mm MADE WITH SWAROVSKI®ELEMENTS

%

B

Bl

5

5

olcil (cm) ylizey urin kodu g /;'iedcit paket /adet teknik cizim
dimension surface product code 0.8 mm quantity technical drawing
SATINE / SATINOX B.880.23.2500.1.S.1 45 6
SUPER AYNA / S.MIRROR B.880.23.2440.2.5.M 52 6 23 mm
AYNA ALTIN / M.GOLD B.880.23.2440.3.M.G 58 6
2.3 %244 SATINE ALTIN / S. GOLD B.880.23.2440.4.S.G 58 6 9 mm
: AYNA BRONZ / M.BRONZE B.880.23.2440.6.M.B 66 6 ﬂ il
SATINE BRONZ / S.BRONZE B.880.23.2440.7.S.B 66 6
AYNA SiYAH / M. ANTHRACITE B.880.23.2440.8.M.A 64 6
SATINE SIYAH/S. ANTHRACITE  B.880.23.2440.9.S.A 64 6

OLGU - YUZEY SEGENEKLERI VE UYGULAMALARI

EVIMETAL JEWEL B 880 serisi, i¢c mekanlarin duvar kaplamalarinda kullanilir. Kullanimda tam uyum igin slper parlak (ayna ylzey ),
parlak, satine, titanyum kaplama altin ve bakir segenekleri bulunan. Swarovski tas islemeli 304 kalite paslanmaz celik dekoratif bordur profilidir.
EVIMETAL JEWEL B 880 serisi, 23 mm genislikte ylizeye, 244 cm uzunluk ve 9 mm kalinhdi sahiptir. Dekoratif profiller uygulamada

yapistirici ile kilittenme ve bozuk ylizeylerde esnemeyi saglayan, patentli kirkayak, ters acili kanallara sahiptir. Uygulama sonrasinda en

iyi sonug igin 6zel film ile derz noktasina kadar kaplanmakta, béylece uygulama kolayca ve sorunsuz yapilabilmektedir.

DIMENSIONS- SURFACE OPTIONS AND APPLICATIONS

EVIMETAL JEWEL B 880 series are used at the wall coverings of interiors. They are grade 4301 stainless steel decorative border profiles
embeded with original selfimported Swarovski crystals offering super shiny (mirror surface), shiny, satinox, titanium coated gold and copper
alternatives for full harmony in use. EVIMETAL JEWEL B 880 series are produced with 23 mm surface width options, 244 cm length

and 9 mm thickness. Decorative profiles are equipped with patented centipede reverse angle ducts that enable locking with the use of
adhesives and resillience on rough surfaces. For best results after application, they are covered with a special film up to the joint enabling easy
and trouble-free application.

*244 cm Ylzeyler / Surfaces: Siiper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S. Anthracite.
*250 cm Yizeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylzeyler 300 cm’e kadar Uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullaniimaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar (izerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals. 87



DEKORATIF PROFILLER / DECORATIVE PROFILES

jewel- B 675

0,8 mm kalinlik - thickness 0,8 mm

ClV]i}

MADE WITH SWAROVSKI®ELEMENTS

Derz noktasindan kesilen cift kat koruyucu film.

Double-layer protective film cut on the edges.

Uygulamada kilittenme ve tutunma
saglayan patentli ters acili kanallar.
Patented reverse angle details.

304 Kalite paslanmaz celikten uretilmektedir.
Manufactured from grade 4301 stainless steel.
Renk ve ylzey segenekleri icin Sayfa 76’ya bakiniz.
See page 76 for color and surface options.

Olct (cm)
dimension

1.5*244

2.3*244

3.0 * 244

yuzey

surface

SATINE / SATINOX
SUPERAYNA/S.MIRROR
AYNAALTIN / M.GOLD

SATINE ALTIN/S. GOLD

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SIYAH / S. ANTHRACITE

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNAALTIN / M.GOLD

SATINE ALTIN/ S. GOLD

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SiYAH / M. ANTHRACITE
SATINE SiIYAH / S. ANTHRACITE

SATINE / SATINOX

SUPER AYNA/ S.MIRROR
AYNAALTIN / M.GOLD

SATINE ALTIN/ S. GOLD

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SiYAH / M. ANTHRACITE
SATINE SIYAH / S. ANTHRACITE

OLGU - YUZEY SEGENEKLERI VE UYGULAMALAR

urun kodu
product code

B.675.15.2500.1.S.1
B.675.15.2440.2.5.M
B.675.15.2440.3.M.G
B.675.15.2440.4.S.G
B.675.15.2440.6.M.B
B.675.15.2440.7.S.B
B.675.15.2440.8.M.A
B.675.15.2440.9.S.A

B.675.23.2500.1.S.1
B.675.23.2440.2.S.M
B.675.23.2440.3.M.G
B.675.23.2440.4.S.G
B.675.23.2440.6.M.B
B.675.23.2440.7.S.B
B.675.23.2440.8.M.A
B.675.23.2440.9.S.A

B.675.30.2500.1.S.1
B.675.30.2440.2.S.M
B.675.30.2440.3.M.G
B.675.30.2440.4.S.G
B.675.30.2440.6.M.B
B.675.30.2440.7.S.B
B.675.30.2440.8.M.A
B.675.30.2440.9.S.A

€ /adet
€/Ppiece
0.8 mm

124

paket/adet
quantity

DBRARADRARADDDN OO 00000 OM0®O O 0 o

B 675 serisi 15, 23 ve 30 mm genislikte Orijinal Swarovski kristal izerine 6zel desen teknidi ile islenmistir. 244 cm uzunluk
ve 9 mm kalinh@a sahiptir. Dekoratif profiller uygulamada yapistirici ile kilitlenme ve bozuk ylzeylerde esnemeyi
saglayan, Eatentli kirkayak, ters acili kanallara sahiptir. Uygulama sonrasinda en iyi sonugigin 0zel film ile derz

noktasina

DIMENSIONS - SURFACE OPTIONS AND APPLICATIONS

adar kaplanmakta, bdylece uygulama kolayca ve sorunsuz yapilabilmektedir.

The B 675 series are profiles offered with 15, 23 and 30 mm surface width, 244 cm length and 9 mm thickness.
Decorative profiles are equipped with patented centipede reverse angle ducts that enable locking with the use of
adhesives and resillience on rough surfaces, For best results after application, they are covered with a special film up
to the joint enabling easy and trouble-free application.

teknik cizim
technical drawing

15-23-30 mm

*244 cm Ylzeyler / Surfaces: Stper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.

*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylizeyler 300 cm’e kadar Uretilebilmektedir. / This surfaces can be produced up to 300 cm)

Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullanilmaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

9 mm

Onemli: Uygulama tamamlanana kadar (izerindeki koruyucu film sokiilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
88 Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals.



DEKORATIF PROFILLER / DECORATIVE PROFILES

jewel-B 990

0,8 mm kalinlik - thickness 0,8 mm

LR

Derz noktasindan kesilen cift kat koruyucu film.
Double-layer protective film cut on the edges.

Uygulamada kilittenme ve tutunma saglayan patentli ters acil kanallar.
Patented reverse angle details

304 Kalite paslanmaz celikten Uretilmektedir.

Manufacttired from ¢

> 4301 stainless steel.

Renk ve yiizey segenekleri i¢in Sayfa 76’'ya bakiniz.
Se for color and surface options.

ClV]il

MADE WITH SWAROVSKI®ELEMENTS

& & & & ®
olct (cm) yuzey urun kodu €/ aigcit paket /adet teknik cizim
dimension surface product code gg’ quantity technical drawing

.8 mm
SATINE / SATINOX B.990.10.2500.1.S.1 30 8
SUPER AYNA / S.MIRROR B.990.10.2440.2.S.M 34 8 10-15-23-30 mm
AYNA ALTIN / M.GOLD B.990.10.2440.3.M.G 39 8 ﬁﬁl
1*244 SATINE ALTIN / S. GOLD B.990.10.2440.4.S.G 39 8 9mm
AYNA BRONZ / M.BRONZE B.990.10.2440.6.M.B 44 8
SATINE BRONZ / S.BRONZE B.990.10.2440.7.S.B 44 8
AYNA SIYAH / M. ANTHRACITE B.990.10.2440.8.M.A 42 8 o )
SATINE SiYAH / S. ANTHRACITE ~ B.990.10.2440.9.S.A 42 8 OLGU -GYUZEY SEGENEKLERI
VE UYGULAMALAR
SATINE / SATINOX B.990.15.2500.1.S.1 36 8
SUPER AYNA / S.MIRROR B.990.15.2440.2.S.M 40 8 B 990 serisi 10,15,23 ve 30 mm
AYNA ALTIN / M.GOLD B.990.15.2440.3.M.G 45 8 genislikte swarovski tas islemeli
1.5 * 244 SATINE ALTIN / S. GOLD B.990.15.2440.4.S.G 45 8 porddr proflidir. 248crm uzurluk ve
: AYNA BRONZ / M.BRONZE B.990.15.2440.6.M.B 49 8 mm euniga sanpar. Jexoran
profiller uygulamada yapistirici ile
SATINE BRONZ / S.BRONZE B.990.15.2440.7.S.B 49 8 kilitenme  ve bozuk yiizeylerde
AYNA SIYAH / M. ANTHRACITE B.990.15.2440.8.M.A 47 8 esnemeyi  saglayan, patentli
SATINE SIYAH / S. ANTHRACITE B.990.15.2440.9.S.A 47 8 kirkayak, ters acili kanallara
sahiptir. Uygulama sonrasinda en
SATINE / SATINOX B.990.23.2500.1.S.1 44 6 iyi S%nug yigin ozel film ile derz
SUPER AYNA / S.MIRROR B.990.23.2440.2.S.M 49 6 noktasina kadar kaplanmakta,
AYNA ALTIN / M.GOLD B.990.23.2440.3.M.G 54 6 bdylece uygulama kolayca ve
2.3 %244 SATINE ALTIN/ S. GOLD B.990.23.2440.4.5.G 54 6 sorunsuz yapilabilmektedir.
) AYNA BRONZ / M.BRONZE B.990.23.2440.6.M.B 59 6 ) )
SATINE BRONZ / S BRONZE B.990.23.2440.7.S.B 59 6 The B oy sefles are proflles
AYNA SIYAH / M. ANTHRACITE B.990.23.2440.8.M.A 57 6 (s)qu;?:e \\,:/vlidth é44 cmalre]ngth ?nn;
SATINE SIYAH/S. ANTHRACITE ~ B.990.23.2440.9.S.A 57 6 9 mm thickness. Decorative
SATINE / SATINOX B.990.30.2500.1.S.I 49 4 profiles are equipped  with
SUPER AYNA / S.MIRROR B.990.30.2440.2.S.M 54 4 patented centipede ~reverse
angle ducts that enable locking
AYNA ALTIN / M.GOLD B.990.30.2440.3.M.G 59 4 with the use of adhesives and
3.0 * 244 SATINE ALTIN /S. GOLD B.990.30.2440.4.5.G 59 4 resillience on rough surfaces. For
) AYNA BRONZ / M.BRONZE B.990.30.2440.6.M.B 64 4 best results after application,
SATINE BRONZ / S.BRONZE B.990.30.2440.7.S.B 64 4 they are covered with a special
AYNA SiYAH / M. ANTHRACITE B.990.30.2440.8.M.A 62 4 film up to the joint enabling easy
SATINE SIYAH / S. ANTHRACITE ~ B.990.30.2440.9.S.A 62 4 and trouble-free application.

*244 cm Ylzeyler / Surfaces: Siiper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S. Anthracite.
*250 cm Ylzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylizeyler 300 cm’e kadar Uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullaniimaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar (izerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals. 89
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DEKORATIF PROFILLER / DECORATIVE PROFILES E n

jewel-B 890 0,8 mm kalinlik - thickness 0.8 mm MADE WITH SWAROVSKI®ELEMENTS

U O 1:'_)

Derz noktasindan kesilen cift kat koruyucu film.
Double-layer protective film cut on the edges.

Uygulamada kilittenme ve tutunma
saglayan patentli ters acili kanallar.
Patented reverse angle details.

304 Kalite paslanmaz celikten uretilmektedir.
Manufactured from grade 4301 stainless steel.
Renk ve ylizey segenekleri icin Sayfa 76’ya bakiniz.
See page 76 for color and surface options.

® ® D ® @ ® ® & D @ ® ® & @ @
8lci cm) yiizey aran kodu €/adet paket /adet teknik cizim
dimension surface product code 0.8 mm quantity technical drawing
SATINE / SATINOX B.890.30.2500.1.S.1 71 4
SUPER AYNA / S.MIRROR B.890.30.2440.2.5.M 78 4 30 mm
AYNA ALTIN / M.GOLD B.890.30.2440.3.M.G 86 4
. SATINE ALTIN / S. GOLD B.890.30.2440.4.S.G 86 4 ﬂ || 9mm
3.0 %244 AYNA BRONZ / M.BRONZE B.890.30.2440.6.M.B 94 4
SATINE BRONZ / S.BRONZE B.890.30.2440.7.S.B 94 4
AYNA SIYAH / M. ANTHRACITE  B.890.30.2440.8.M.A 92 4
SATINE SIYAH / S. ANTHRACITE  B.890.30.2440.9.S.A 92 4

OLGU - YOZEY SEGENEKLERI VE UYGULAMALARI

EVIMETAL JEWEL B 890 serisi, ic mekanlarin duvar kaplamalarinda kullanilir. Kullanimda tam uyum igin siiper parlak (ayna ylizey ),
parlak, satine, titanyum kaplama altin ve bakir segenekleri bulunan. Swarovski tas islemeli 304 kalite paslanmaz ¢elik dekoratif bordur profilidir.
EVIMETAL JEWEL B 890 serisi, 30 mm genislikte ylizeye, 244 cm uzunluk ve 9 mm kalinhigi sahiptir. Dekoratif profiller uygulamada

yapistirici ile kilitlenme ve bozuk ylizeylerde esnemeyi saglayan, patentli kirkayak, ters acili kanallara sahiptir. Uygulama sonrasinda en

iyi sonug igin 6zel film ile derz noktasina kadar kaplanmakta, bdylece uygulama kolayca ve sorunsuz yapilabilmektedir.

DIMENSIONS- SURFACE OPTIONS AND APPLICATIONS

EVIMETAL JEWEL B 890 series are used at the wall coverings of interiors. They are grade 4301 stainless steel decorative border profiles
embeded with original selfimported Swarovski crystals offering super shiny (mirror surface), shiny, satinox, titanium coated gold and copper
alternatives for full harmony in use. EVIMETAL JEWEL B 890 series are produced with 30 mm surface width options, 244 cm length and

9 mm thickness. Decorative profiles are equipped with patented centipede reverse angle ducts that enable locking with the use of
adhesives and resillience on rough surfaces. For best results after application, they are covered with a special film up to the joint enabling easy
and trouble-free application.

*244 cm Yizeyler / Surfaces: Stper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.
*250 cm Yizeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylzeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullaniimaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar iizerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
90 Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals.



DEKORATIF PROFILLER / DECORATIVE PROFILES

jewel-B 850

0,8 mm kalinlik - thickness 0,8 mm

Derz noktasindan kesilen cift kat koruyucu film.

Double-layer protective film cut on the edges.

Uygulamada kilittenme ve tutunma saglayan patentli ters acili kanallar.
Patented reverse angle details.

304 Kalite paslanmaz gelikten Uretilmektedir.
Manufactured from grade 4301 stainless steel.
Renk ve yiizey segenekleri i¢cin Sayfa 76’ya bakiniz.
See page 76 for color and surface options.

ClV]i}

MADE WITH SWAROVSKI®ELEMENTS

6lct (cm)
dimension

2.3*244

3.0 * 244

5.0 * 244

yuzey

surface

SATINE / SATINOX

SUPER AYNA/ S.MIRROR
AYNAALTIN / M.GOLD
SATINEALTIN / S. GOLD

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SIYAH / S. ANTHRACITE

SATINE / SATINOX

SUPER AYNA / S.MIRROR
AYNAALTIN / M.GOLD

SATINE ALTIN / S. GOLD

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SIYAH / S. ANTHRACITE

SATINE / SATINOX

SUPER AYNA/S.MIRROR
AYNAALTIN / M.GOLD

SATINE ALTIN/ S. GOLD

AYNA BRONZ / M.BRONZE
SATINE BRONZ / S.BRONZE
AYNA SIYAH / M. ANTHRACITE
SATINE SIYAH / S. ANTHRACITE

urin kodu
product code

B.850.23.2500.1.S.1
B.850.23.2440.2.8.M
B.850.23.2440.3.M.G
B.850.23.2440.4.S.G
B.850.23.2440.6.M.B
B.850.23.2440.7.S.B
B.850.23.2440.8.M.A
B.850.23.2440.9.S.A

B.850.30.2500.1.S.1
B.850.30.2440.2.5.M
B.850.30.2440.3.M.G
B.850.30.2440.4.S.G
B.850.30.2440.6.M.B
B.850.30.2440.7.S.B
B.850.30.2440.8.M.A
B.850.30.2440.9.S.A

B.850.50.2500.1.S.1
B.850.50.2440.2.5.M
B.850.50.2440.3.M.G
B.850.50.2440.4.S.G
B.850.50.2440.6.M.B
B.850.50.2440.7.S.B
B.850.50.2440.8.M.A
B.850.50.2440.9.S.A

€ /adet
€/piece
0.8 mm

paket/adet
quantity

NNONNNNNNNN ARRAERARDIMDRMDRDN 00O O O®

teknik cizim
technical drawing

23-30-50 mm
|| || 9 mm

OLCU - YUZEY SEGENEKLERI
VE UYGULAMALAR

B 850 serisi 23,30 ve 50 mm
genislikte duz ylzeye, 244 cm
uzunluk ve 9 mm kalinlida
sahiptir. Dekoratif profiller
uygulamada yapistirici ile
kilittenme ve bozuk yiizeylerde
esnemeyi  saglayan, patentli
kirkayak, ters agili kanallara
sahiptir. Uygulama sonrasinda
en iyi sonug icin 6zel film ile derz
noktasina kadar kaplanmakta,
bdylece uygulama kolayca ve
sorunsuz yapilabilmektedir.

DIMENSIONS - SURFACE
OPTIONS AND APPLICATIONS

The B 850 series are profiles
offered with 23-30 and 50 mm
surface width, 244 cm length and

9 mm thickness. Decorative
profiles are equipped with
patented  centipede reverse

angle ducts that enable locking
with the use of adhesives and
resillience on rough surfaces. For
best results after application,
they are covered with a special
film up to the joint enabling easy
and trouble-free application.

*244 cm Ylzeyler / Surfaces: Stper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.
*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylizeyler 300 cm’e kadar Uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullanilmaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar (izerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals. 91



DEKORATIF PROFILLER / DECORATIVE PROFILES
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jewel-B 940

0,8 mm kalinlik - thickness 0,8 mm

MADE WITH SWAROVSKI®ELEMENTS

Sayfa 76
See page 76 for colol"'anﬁu e

gt = ) ot o ]
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Il (cm) ylizey urin kodu 2/ ;'igc‘:t paket /adet teknik cizim
dimension surface product code 0 ./8 s quantity technical drawing

SATINE / SATINOX B.940.23.2500.1.S.1 45 6
SUPER AYNA / S.MIRROR B.940.23.2440.2.S.M 52 6 23-30 mm
AYNA ALTIN / M.GOLD B.940.23.2440.3.M.G 58 6
2.3 %244 SATINE ALTIN/S. GOLD B.940.23.2440.4.5.G 58 6 ﬂ || 9mm
: AYNA BRONZ / M.BRONZE B.940.23.2440.6.M.B 66 6
SATINE BRONZ / S.BRONZE B.940.23.2440.7.S.B 66 6
AYNA SIYAH / M. ANTHRACITE B.940.23.2440.8.M.A 64 6
SATINE SIYAH/S. ANTHRACITE ~ B.940.23.2440.9.S.A 64 6
SATINE / SATINOX B.940.30.2500.1.S.1 58 4
SUPER AYNA / S.MIRROR B.940.30.2440.2.5.M 67 4
AYNA ALTIN / M.GOLD B.940.30.2440.3.M.G 75 4
3.0 * 244 SATINE ALTIN / S. GOLD B.940.30.2440.4.8.G 75 4
. AYNA BRONZ / M.BRONZE B.940.30.2440.6.M.B 83 4
SATINE BRONZ / S.BRONZE B.940.30.2440.7.S.B 83 4
AYNA SIYAH / M. ANTHRACITE B.940.30.2440.8.M.A 81 4
SATINE SIYAH / S. ANTHRACITE ~ B.940.30.2440.9.S.A 81 4

OLGU -YUZEY SEGENEKLERI VE UYGULAMALARI

EVIMETAL JEWEL B 940 serisi, i¢ mekanlarin duvar kaplamalarinda kullanilir. Kullanimda tam uyum igin stper parlak (ayna ylizey ), parlak, satine, titanyum
kaplama altin ve bakir segenekleri bulunan orjinal kendi ithalatl Swarovski tas islemeli 304 kalite paslanmaz gelik dekoratif bordir profilidir.

EVIMETAL JEWEL B 940 serisi, 23 ve 30 mm genislikte ylizeye, 244 cm uzunluk ve 9 mm kalinhg sahiptir. Dekoratif profiller uygulamada yapistirici ile kilitlenme ve
bozuk ylzeylerde esnemeyi saglayan, patentli kirkayak, ters agili kanallara sahiptir. Uygulama sonrasinda en iyi sonug igin 6zel film ile derz noktasina kadar
kaplanmakta, bdylece uygulama kolayca ve sorunsuz yapilabilmektedir.

DIMENSIONS - SURFACE OPTIONS AND APPLICATIONS

EVIMETAL JEWEL B 940 series are used in the wall coverings of interiors. They are grade 4301 stainless steel decorative border profiles embedded with original self-
imported Swarovski crystals offering super shiny (mirror surface), shiny, satinox, titanium coated, gold and copper alternatives for full harmony in use.EVIMETAL
JEWEL B 940 series are produced with 23 and 30 mm surface width options, 244 cm length and 9 mm thickness. Decorative profiles are equipped with patented
centipede reverse angle ducts that enable locking with the use of adhesives and resillience on rough surfaces. For best results after application, they are covered with
a special film up to the joint enabling easy and trouble-free application.

*244 cm Ylzeyler / Surfaces: Sliper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S Anthracite.
*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylizeyler 300 cm’e kadar Uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullanilmaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar (zerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
92 Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals.
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DEKORATIF PROFILLER / DECORATIVE PROFILES |

jewel-B 840 0,8 mm kalinlik - thickness 0,8 mm MADE WITH SWAROVSKI®ELEMENTS

Derz noktasindan kesilen cift kat koruyucu film.

Uygulamada kilittenme ve tutunma saglayan patentli ters agil kanallar.
T,
304 Kalite paslanmaz celikten Uretilmektedir.

Renk ve ylizey secenekleri icin Sayfa 76’ya bakiniz.

— . —_ =N .
DITEPIGEAD I

6l (cm) yuzey Uriin kodu é /;gceet paket /adet teknik cizim
dimension surface product code 0.8 mm quantity technical drawing
SATINE / SATINOX B.840.30.2500.1.S.I 58 4
SUPER AYNA / S.MIRROR B.840.30.2440.2.5.M 67 4 30 mm
AYNA ALTIN / M.GOLD B.840.30.2440.3.M.G 75 4
3.0 * 244 SATINE ALTIN / S. GOLD B.840.30.2440.4.5.G 75 4 9 mm
. AYNA BRONZ / M.BRONZE B.840.30.2440.6.M.B 83 4
SATINE BRONZ / S.BRONZE B.840.30.2400.7.S.B 83 4
AYNA SIYAH /M. ANTHRACITE ~ B.840.30.2440.8.M.A 81 4
SATINE SIYAH / S. ANTHRACITE  B.840.30.2440.9.S.A 81 4

OLCU -YUZEY SECENEKLERI VE UYGULAMALARI

EVIMETAL JEWEL B 840 serisi, i¢ mekanlarin duvar kaplamalarinda kullanilir. Kullanimda tam uyum igin siiper parlak (ayna ylizey ), parlak, satine, titanyum
kaplama altin ve bakir segenekleri bulunan orjinal kendi ithalati Swarovski tas islemeli 304 kalite paslanmaz celik dekoratif bordir profilidir.

EVIMETAL JEWEL B 840 serisi, 30 mm genislikte ylizeye, 244 cm uzunluk ve 9 mm kalinligi sahiptir. Dekoratif profiller uygulamada yapistirici ile kilitenme ve bozuk
ylizeylerde esnemeyi saglayan, patentli kirkayak, ters acili kanallara sahiptir. Uygulama sonrasinda en iyi sonug i¢in 6zel film ile derz noktasina kadar kaplanmakta,
bdylece uygulama kolayca ve sorunsuz yapilabilmektedir.

DIMENSIONS - SURFACE OPTIONS AND APPLICATIONS

EVIMETAL JEWEL B 840 series are used in the wall coverings of interiors. They are grade 4301 stainless steel decorative border profiles embedded with original self-
imported Swarovski crystals offering super shiny (mirror surface), shiny, satinox, titanium coated, gold and copper alternatives for full harmony in use.EVIMETAL
JEWEL B 840 series are produced with 30 mm surface width options, 244 cm length and 9 mm thickness. Decorative profiles are equipped with patented centipede
reverse angle ducts that enable locking with the use of adhesives and resillience on rough surfaces. For best results after application, they are covered with a special
film up to the joint enabling easy and trouble-free application.

*244 cm Ylzeyler / Surfaces: Siiper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S Anthracite.
*250 cm Yuzeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylizeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullanilmaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar (zerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals. 93
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jewel-B 950 0,8 mm kalinlik - thickness 0,8 mm MADE WITH SWAROVSKI®ELEMENTS
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It (cm) yuzey aran kodu 2 //:igceet paket /adet teknik cizim
dimension surface product code 0.8 mm quantity technical drawing
SATINE / SATINOX B.950.23.2500.1.S.1 45 6
SUPER AYNA / S MIRROR B.950.23.2440.2.5.M 52 6 23 mm
AYNA ALTIN / M.GOLD B.950.23.2440.3.M.G 58 6
23%244 SATINE ALTIN/ S. GOLD B.950.23.2440.4.5.G 58 6 ﬂ || 9 mm
: AYNA BRONZ / M.BRONZE B.950.23.2440.6.M.B 66 6
SATINE BRONZ / S.BRONZE B.950.23.2440.7.S.B 66 6
AYNA SIYAH /M. ANTHRACITE ~ B.950.23.2440.8.M.A 64 6
SATINE SIYAH / S. ANTHRACITE ~ B.950.23.2440.9.S.A 64 6

OLGU -YUZEY SEGENEKLERI VE UYGULAMALAR

EVIMETAL JEWEL B 950 serisi, i¢ mekanlarin duvar kaplamalarinda kullanilir. Kullanimda tam uyum igin siper parlak (ayna ylizey ), parlak, satine, titanyum
kaplama altin ve bakir segenekleri bulunan orjinal kendi ithalati Swarovski tas islemeli 304 kalite paslanmaz gelik dekoratif bordir profilidir.

EVIMETAL JEWEL B 950 serisi, 23 mm genislikte ylizeye, 244 cm uzunluk ve 9 mm kalinli§i sahiptir. Dekoratif profiller uygulamada yapistirici ile kilittenme ve
bozuk ylizeylerde esnemeyi sadlayan, patentli kirkayak, ters acili kanallara sahiptir. Uygulama sonrasinda en iyi sonug i¢in 6zel film ile derz noktasina kadar
kaplanmakta, béylece uygulama kolayca ve sorunsuz yapilabilmektedir.

DIMENSIONS -SURFACE OPTIONS AND APPLICATIONS

EVIMETAL JEWEL B 950 series are used in the wall coverings of interiors. They are grade 4301 stainless steel decorative border profiles embedded with original self-
imported Swarovski crystals offering super shiny (mirror surface), shiny, satinox, titanium coated, gold and copper alternatives for full harmony in use.EVIMETAL
JEWEL B 950 series are produced with 23 mm surface width options, 244 cm length and 9 mm thickness. Decorative profiles are equipped with patented
centipede reverse angle ducts that enable locking with the use of adhesives and resillience on rough surfaces. For best results after application, they are covered with
a special film up to the joint enabling easy and trouble-free application.

*244 cm Yizeyler / Surfaces: Slper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.
*250 cm Yizeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylzeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullaniimaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar (izerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
94 Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals.



DEKORATIF PROFILLER / DECORATIVE PROFILES
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jewel-B 988

3

0,6 mm kalinlik - thickness 0,6 mm

Derz noktasindan kesilen cift kat koruyucu film.
Double-layer protective film cut on the edges.

304.Kalite paslanmaz celikten Uretilmektedir.
Manufactured from grade 4301 stainless steel.
Renk ve yiizey segenekleri i¢in Sayfa 76’ya bakiniz.
See page 76 for color and surface options.

MADE WITH SWAROVSKI®ELEMENTS

13 adet swarovski tas islemeli
13 pieces swarovski crystal.

® ® ® ®
Blcil (cm) yuzey ariin kodu € /aigc‘:t paket /adet teknik cizim
dimension surface product code €/P quantity technical drawing
0.6 mm
SATINE / SATINOX B.988.10.2500.1.S.1 20 8
SUPER AYNA / S.MIRROR B.988.10.2440.2.S.M 24 8 10-15-23-30 mm
1*244 AYNA ALTIN / M.GOLD B.988.10.2440.3.M.G 28 8
AYNA BRONZ / M.BRONZE B.988.10.2440.6.M.B 32 8 “ || 9mm
AYNA SIYAH / M. ANTHRACITE B.988.10.2440.8.M.A 30 8
SATINE / SATINOX B.988.15.2500.1.S.1 23 8
SUPER AYNA / S.MIRROR B.988.15.2440.2.8.M 28 8 OLGU - YUZEY SECENEKLERI
1.5 %244 AYNA ALTIN / M.GOLD B.988.15.2440.3.M.G 33 8 VE UYGULAMALAR
AYNA BRONZ / M.BRONZE B.988.15.2440.6.M.B 36 8
AYNA SIYAH / M. ANTHRACITE B.988.15.2440.8.M.A 35 8 B 988 serisi 10,15,23 ve 30 mm
geniglikte swarovski tas islemeli
SATINE / SATINOX B.988.23.2500.1.S.1 27 6 bordiir profilidir. 244cm uzunlik ve
SUPER AYNA / S.MIRROR B.988.23.2440.2.5.M 30 6 9 mm kalinliga sahiptir. Dekoratif
2.3*244 AYNA ALTIN / M.GOLD B.988.23.2440.3.M.G 35 6 profiller uygulamada yapistirici ile
AYNA BRONZ / M.BRONZE B.988.23.2440.6.M.B 39 6 kilittenme ve bozuk yiizeylerde
AYNA SIYAH / M. ANTHRACITE B.988.23.2440.8.M.A 37 6 esnemeyi  sadlayan, patentli
kirkayak, kanallara  sahiptir.
SATINE / SATINOX B.988.30.2500.1.S. 33 4 Uygulama sonrasinda en iyi
SUPER AYNA / S.MIRROR B.988.30.2440.2.S.M 37 4 sonug igin ozel film ile derz
3.0 * 244 AYNA ALTIN / M.GOLD B.988.30.2440.3.M.G 42 4 noktasina kadar kaplanmakta,
AYNA BRONZ / M.BRONZE B.988.30.2440.6.M.B 45 4 boylece uygulama kolayca ve
AYNA SiYAH / M. ANTHRACITE B.988.30.2440.8.M.A 44 4 sorunsuz yapllabilmektedir.

The B 988 series are profiles
offered with 10,15,23 and 30 mm
surface width, 244 cm length and
9 mm thickness. Decorative
profiles are equipped with
patented centipede reverse
angle ducts that enable locking
with the use of adhesives and
resillience on rough surfaces. For
best results after application,
they are covered with a special
film up to the joint enabling easy
and trouble-free application.

*244 cm Yizeyler / Surfaces: Stper Ayna / S. Miror - Ayna Altin / M. Gold - Satine Altin / S. Gold - Ayna Bronz / M. Bronze - Ayna Siyah / S.Anthracite.
*250 cm Yiizeyler / Surfaces: Satine / Satinox - Parlak / Shine (Bu ylzeyler 300 cm’e kadar uretilebilmektedir. / This surfaces can be produced up to 300 cm)
Altin, Bronz ve Siyah yiizeylerde titanyum PVD kaplama kullaniimaktadir. / It's used titanium PVD coating on Gold, Bronze and Anthracite surfaces.

Onemli: Uygulama tamamlanana kadar iizerindeki koruyucu film sékilmemelidir. Temizlik ve kullanim esnasinda kimyasal maddeler kullaniimamalidir.
Notice : The protective film on the product should not be removed until the application is completed. During cleaning should not be used the chemicals. 95
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PASLANMAZ RADYATORLER / STAINLESS STEEL RADIATORS clV]i B
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kod / code fiyat / €
MA.500.1200.1.8.1.C 3320
MA.500.1600.1.S.1.C 3980
boyut aks aks merkezi duvar sabitleme |boru / profil| boru / profil yakit 1sil giig
yikseklik uzunluk derinlik | mesafesi |duvar uzakligi, mesafesi merkezi adedi olgiisii
dimension pipe pipe centre fixing ) .
height. length! depth D to wall face to wall centres tubes / profiles | tubes sizes fuel heat outputs
MARINOX mm mm mm mm mm adet / piece mm E/C/D btu watt
MA.500.1200.1.8..C | 500| 1200 | 210 910 50 o 21 C |15602 4575
MA.500.1600.1.8.1.C | 500]| 1600 | 210 1340 50 o 21 C |20256 5940

1.8.1 SATINOX YUZEY / SATINOX SURFACE 2.8.M.AYNA YUZEY / MIRROR SURFACE maks. galisma basinci 4 bar. / max.working pressure 4 BAR
Aks mesafeleri Evimetal paslanmaz vanalarin élgllerine gére verilmistir./ Axle centres are informed according to Evimetal stainless steell valves.
Krosnik boru gapi 15-16 mm ve aksesuar pprc boru ¢api % duvara sifir i¢ dili olmalidir.(Batarya ve musluk baglantilar gibi)

Cross-pipe diameter 15-16 mm and pprc pipe diameter %2 should be inside screwed to the wall such as mixer connections.

Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir. Valves and accessories (page 124) are not included to the price
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304 kalite paslanmaz celikten imal edilmistir. / Manufactured from grade 304 stainless steel
E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat / E: Electrical C:Central Installation D:Electrical and Central Installation
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PASLANMAZ RADYATORLER / STAINLESS STEEL RADIATORS
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kod / code fiyat/ €
NV.600.700.2.8.M.C 688
NV.600.940.2.5.M.C 896
NV.600.1100.2.S.M.C 1048
boyut aks aks merkezi duvar sabitleme | boru / profil| boru / profil yakit isil giic
yikseklik uzunluk deriniik | mesafesi |duvar uzakhgi| mesafesi merkezi adedi olcusii
di i pipe ipe centre fixing § .
he‘g;mfmgilzgmh T > F:o wall face to wall centres | uPes/profiles| tubes sizes fuel heat outputs
NEROX-V mm mm mm mm mm adet / piece mm E/C/ID btu watt
NV.600.700.2.5.M.C 60017001100 790 120-135 170-185 640 18 50/25 C 3734 1095
NV.600.940.2.5.M.C 60019401100 1030 120-135 170-185 880 24 50/25 C 5470 1604
NV.600.1100.2.5.M.C 600 1 1100 1 100 1190 120-135 170-185 1040 28 50/25 C 6110 1792

1.S.I SATINOX YUZEY / SATINOX SURFACE 2.8.M.AYNA YUZEY / MIRROR SURFACE maks. galigma basinci 4 bar. / max.working pressure 4 BAR
Aks mesafeleri Evimetal paslanmaz vanalarin dlgiilerine gore verilmistir./ Axle centres are informed according to Evimetal stainless steell valves.

Krosnik boru gapi 15-16 mm ve aksesuar pprc boru ¢api %2 duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilar gibi)
Cross-pipe diameter 15-16 mm and pprc pipe diameter 2 should be inside screwed to the wall such as mixer connections.
Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir. VValves and accessories (page 124) are not included to the price.

304 kalite paslanmaz celikten imal edilmistir. / Manufactured from grade 304 stainless steel.

E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat / E: Electrical C:Central Installation D:Electrical and Central Installation
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PASLANMAZ RADYATORLER / STAINLESS STEEL RADIATORS CIV]i B
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kod / code fiyat / €
NH.1800.300.2.5.M.C 886
NH.1800.540.2.5.M.C 1362
boyut aks aks merkezi duvar sabitleme | boru/ profil| boru / profil yakit isil giic
yiikseklik uzunluk derinlik | mesafesi |duvar uzakhgi| mesafesi merkezi adedi olgiisii
dimension pipe pipe centre fixing rofi .
height length depth centre to wall face to wall centres tubes / profiles | tubes sizes fuel heat outputs
NEROX-H mm mm mm mm mm adet / piece mm E/C/D btu watt
NH.1800.300.2.5.M.C 18001 300 1 100 390 120-135 170-185 1730 8 50/25 C 5470 1604
NH.1800.540.2.5.M.C 18001540 1 100 630 120-135 170-185 1730 14 50/25 C 9571 2807

1.8.1 SATINOX YUZEY / SATINOX SURFACE 2.8.M.AYNA YUZEY / MIRROR SURFACE  maks. galisma basinci 4 bar. / max.working pressure 4 BAR
Aks mesafeleri Evimetal paslanmaz vanalarin élglilerine gore verilmistir./ Axle centres are informed according to Evimetal stainless steell valves.
Krosnik boru ¢api 15-16 mm ve aksesuar pprc boru ¢api % duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilar gibi)

Cross-pipe diameter 15-16 mm and pprc pipe diameter %z should be inside screwed to the wall such as mixer connections.

Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir. Valves and accessories (page 124) are not included to the price.

304 kalite paslanmaz celikten imal edilmistir. / Manufactured from grade 304 stainless steel

E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat / E: Electrical C:Central Installation D:Electrical and Central Installation
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PASLANMAZ RADYATORLER / clV]i

Versa

415-540-665-790-915
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kod fiyat / €
VE.600.415.1.8.1.C 421
4 VE.600.415.2.5.M.C 460
VE.600.540.1.S.1.C 549
VE.600.540.2.5.M.C 598
= VE.600.665.1.S.1.C 670
VE.600.665.2.5.M.C 734
VE.600.790.1.S.1.C 792
VE.600.790.2.S.M.C 870
VE.600.915.1.S.1.C 912
VE.600.915.2.8.M.C 992
boyut aks aks merkezi duvar sabitleme |boru/ profil| boru / profil yakit isil giic
yikseklik uzunluk derinik | mesafesi |duvar uzakligi, mesafesi merkezi adedi olgusii
VERSA
VESoo4issamc | 600] 415] 50 505 50-65 85-100 456 10 |40-2020-20 C 1136 333
VE600s402amc | 600] 540] 50 630 50-65 85-100 456 13 |40-20/2020, C |1478 433
VEoo00eszamc | 6001665 50 755 50-65 85-100 456 16 |40-20/2020, C 1820 534
VEo00T002amc | 600 790] 50 880 50-65 85-100 456 19 |40202020| C 2163 634
VE.600.915.1.S.1.C
VE 600.915.2.9 M.C 600] 915] 50 1005 50-65 85-100 456 22 40-20/20-20 C 2504 734
1.8.1 SATINOX YUZEY / 2.5S.M.AYNA YUZEY / maks. galisma basinci 4 bar. /

Aks mesafeleri Evimetal paslanmaz vanalarin élgllerine goére verilmistir./
Krosnik boru ¢api 15-16 mm ve aksesuar pprc boru gapi % duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilari gibi)

Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir.
304 kalite paslanmaz celikten imal edilmistir. /

E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat /
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PASLANMAZ RADYATORLER / clV]i

karia
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220520 300-430 e
o
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kod fiyat / €
KA.1800.300.1.S.1.C 880
KA.1800.300.2.5.M.C 974
KA.1800.430.1.S.1.C 1240
KA.1800.430.2.5.M.C 1352
boyut aks aks merkezi duvar sabitleme boru/ profil| boru / profil akit isil giig
yiikseklik uzunluk derinlik | mesafesi |duvar uzakhgi, mesafesi merkezi adedi olgusii b
KARIA
KA.1800.300.1.S.1.C
15005002 amc | 1800] 300 50 390 50-65 85-100 1656 9 20-10/40-20| C |3771 1106
KA.1800.430.1.S.1.C
KA 1800.430.2.5 M.C 18001 4301 50 520 50-65 85-100 1656 13 20-10/40-20 Cc 4730 1387
1.8.1 SATINOX YUZEY / 2.S.M.AYNA YUZEY / maks. galisma basinci 4 bar. /

Aks mesafeleri Evimetal paslanmaz vanalarin élgllerine gére verilmistir./

Krosnik boru ¢api 15-16 mm ve aksesuar pprc boru gapi % duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilari gibi)
Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir.

304 kalite paslanmaz celikten imal edilmistir. /
E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat /
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PASLANMAZ RADYATORLER / ClV]i

calix

435-660-810-1035

60
S 75-90
g 3
50-65
15 o
N
~

8
<
525-750-900-1125
kod fiyat / €
CA.600.435.1.8.I1.C 498
CA.600.435.2.S.M.C 460
CA.600.660.1.S.1.C 738
CA.600.660.2.5.M.C 676
CA.600.810.1.8.I.C 894
CA.600.810.2.S.M.C 816
CA.600.1035.1.S.1.C 1098
CA.600.1035.2.S.M.C 996
boyut aks aks merkezi duvar sabitleme | boru/ profil| boru / profil akit 11l qii
yikseklik uzuniuk derinlik | mesafesi duvar uzakligi| mesafesi merkezi adedi olgiisii y gue
CALIX
CA.600.435.1.S.1.C
CA600.435.2.5 M.C 600| 435| 40 525 50-65 75-90 456 6 60/10 C 1106 324
CA.600.660.1.S.1.C
A B00.680.2.5 MG 600]| 660] 40 750 50-65 75-90 456 9 60/10 C 1628 486
CA.600.810.1.S.I1.C
CAB00.810.2.5MC 600| 810] 40 900 50-65 75-90 456 1 60/10 C |2027 594
CA.600.1035.1.S.1.C
001085 3o, | 600[1035] 40 1125 50-65 75-90 456 14 60/10 C |2580 757
1.S.1 SATINOX YUZEY / 2.S.M.AYNA YUZEY / maks. ¢alisma basinci 4 bar. /

Aks mesafeleri Evimetal paslanmaz vanalarin dlgllerine gore verilmistir./
Krosnik boru ¢api 15-16 mm ve aksesuar pprc boru gapi ¥z duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilari gibi)

Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir.

304 kalite paslanmaz celikten imal edilmistir. /
E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat /
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PASLANMAZ RADYATORLER / STAINLESS STEEL RADIATORS

ClV]iQ

lavian

285-435
10 75.90
15 60 40
N 72
© o
0 o
2 2
" 285435 9065
375-525
kod / code fiyat / €
LA.1800.285.1.S.1.C 716
LA.1800.285.2.5.M.C 650
LA.1800.435.1.S.1.C 1076
LA.1800.435.2.S.M.C 979
boyut aks aks merkezi duvar sabitleme |boru / profil| boru / profil yakit isil giig
yiikseklik uzunluk derinlik | mesafesi |duvar uzakligi| mesafesi merkezi adedi olgiisti
dimension Iz D G face to wall (e tubes / profiles | tubes sizes fuel heat outputs
height length depth centre to wall centres
LAVIAN mm mm mm mm mm adet / piece mm E/C/D btu watt
LA.1800.285.1.S.1.C
LA.1800.285.2.S.M.C 1800 | 285 |40 375 50-65 75-90 1656 4 20-60/10-20 2210 648
LA.1800.435.1.S.1.C
LA.1800.435.2.5.M.C 1800 | 435 |40 525 50-65 75-90 1656 6 20-60/10-20 3315 972

1.8.1 SATINOX YUZEY / SATINOX SURFACE 2.8.M.AYNA YUZEY / MIRROR SURFACE maks. ¢alisma basinci 4 bar. / max.working pressure 4 BAR
Aks mesafeleri Evimetal paslanmaz vanalarin dlgiilerine gore verilmistir./ Axle centres are informed according to Evimetal stainless steell valves.

Krosnik boru ¢api 15-16 mm ve aksesuar pprc boru gapi %z duvara sifir i¢ disli olmalidir.(Batarya ve musluk bagdlantilari gibi)
Cross-pipe diameter 15-16 mm and pprc pipe diameter %2 should be inside screwed to the wall such as mixer connections.
Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir. \Valves and accessories (page 124) are not included to the price

304 kalite paslanmaz celikten imal edilmistir. / Manufactured from grade 304 stainless steel.

E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat / E: Electrical C:Central Installation D:Electrical and Central Installation
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PASLANMAZ RADYATORLER /

harmony

boyut aks aks merkezi
yiikseklik uzunluk derinlik mesafesi |duvar uzak||g|

HARMONY
HA.1800.250.1.S.1.C
HA.1800.250.2.5.M.C 1800 | 250 |80 340 50-65
1.S.1 SATINOX YUZEY / 2.5.M.AYNA YUZEY /

Aks mesafeleri Evimetal paslanmaz vanalarin dlgllerine gére verilmistir./

CIVIi

250
S
QN 15 o ‘_115-130
[Te)
2 8
q 3
50-65
340 250
kod fiyat / €
HA.1800.250.1.S.1.C 1538
HA.1800.250.2.8.M.C 1636
duvar sabitleme boru / profil| boru / profil i
mesafesi merkezi adedi olgusii yakit 1sil glig
115-130 1656 4 51/32 C 3970 1164

maks. ¢alisma basinci 4 bar. /

Krosnik boru ¢capi 15-16 mm ve aksesuar pprc boru gapi ¥ duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilari gibi)

Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir.
304 kalite paslanmaz celikten imal edilmistir. /
E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat /
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PASLANMAZ RADYATORLER / STAINLESS STEEL RADIATORS CIV]i B
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kod / code fiyat / €
VA.1800.430.1.S.1.C 996
VA.1800.430.2.5.M.C 1100
boyut aks aks merkezi duvar sabitleme boru/ profil| boru / profil akit 1sil gii
yiikseklik uzunluk derinlik | mesafesi |duvar uzakhgi| mesafesi merkezi adedi olgiisii y gue
dimension pipe pipe centre fixing ) .
height length depth S - face to wall centres | Pes/profiles| tubes sizes fuel heat outputs
VALEO mm mm mm mm mm adet / piece mm E/C/ID btu watt
VA.1800.430.1.S.1.C
VA 18004300 aNe | 1800 [430 |40 ‘ 520 ‘ 85-100 105-120 ‘ 1740 ‘ 6 ‘ 40-10 ‘ E/C ‘2820 827

1.8.1 SATINOX YUZEY / SATINOX SURFACE 2.8.M.AYNA YUZEY / MIRROR SURFACE  maks. ¢alisma basinci 4 bar. / max.working pressure 4 BAR
Aks mesafeleri Evimetal paslanmaz vanalarin dlgiilerine gore verilmistir./ Axle centres are informed according to Evimetal stainless steell valves

Krosnik boru ¢api 15-16 mm ve aksesuar pprc boru gapi %z duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilar gibi)

Cross-pipe diameter 15-16 mm and pprc pipe diameter % should be inside screwed to the wall such as mixer connections

Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir. Valves and accessories (page 124) are not included to the price

304 kalite paslanmaz celikten imal edilmistir. / Manufactured from grade 304 stainless steel.

E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat / E: Electrical C:Central Installation D:Electrical and Central Installation
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PASLANMAZ RADYATORLER /

Xenia

ClV]i
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0-65
kod fiyat / €
XE.1800.245.1.S.1.C 622
XE.1800.245.2.S.M.C 696
XE.1800.331.1.S.1.C 816
XE.1800.331.2.S.M.C 894
XE.1800.417.1.S.1.C 1026
XE.1800.417.2.5.M.C 127
XE.2000.245.1.S.1.C 698
XE.2000.245.2.S.M.C 770
XE.2000.331.1.S.1.C 908
XE.2000.331.2.S.M.C 996
XE.2000.417.1.8.1.C 1142
XE.2000.417.2.S.M.C 1254
aks aks merkezi duvar sabitleme | boru/ profil| boru / profil i
yiikseklik uzunluk derinlik | mesafesi |duvar uzakhgi mesafesi merkezi adedi lgiisii yakit 1sil gii¢
XENIA
XE.1800.245.1.S.1.C
R e00 s aho, | 1800 24540 335 50-65 75-90 1750 6 30-10 Cc 2142 628
XE.1800.331.1.S.1.C
o s | 18001331140 421 50-65 75-90 1750 8 30-10 C |2856 838
XE.1800.417.1.8.1.C
XE180041T1S1C | 1800 417 ] 40 507 50-65 75-90 1750 10 30-10 C [3570 1047
XE.2000.245.1.S.1.C
XE 2000 245 2.9 c | 200024540 335 50-65 75-90 1950 6 30-10 C |2381 698
XE.2000.331.1.S.1.C
XE 2000331 29 mc | 2000 33140 421 50-65 75-90 1950 8 30-10 C [3175 931
XE20004171-51C | 2000 | 417 | 40 507 50-65 75-90 1950 10 30-10 C (3969 1164

XE.2000.417.2.8.M.C
1.S.I SATINOX YUZEY /

2.S.M.AYNA YUZEY /

maks. ¢alisma basinci 4 bar. /
Aks mesafeleri Evimetal paslanmaz vanalarin dlgilerine gore verilmistir./

Krosnik boru ¢api 15-16 mm ve aksesuar pprc boru ¢api ¥z duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilar gibi)

Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir.
304 kalite paslanmaz celikten imal edilmistir. /
E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat /



ClV]ie

PASLANMAZ RADYATORLER / STAINLESS STEEL RADIATORS

broni
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2 1 228-342 60-75
. 228
kod / code fiyat / €
BR.1200.260.2.5.M.C 334
BR.1200.374.2.5.M.C 460
BR.1800.260.2.S.M.C 489
BR.1800.374.2.5.M.C 668
aks aks merkezi duvar sabitleme |boru/ profil| boru / profil Akt =il
yikseklik uzunluk derinlk | mesafesi |duvar uzakligi| mesafesi merkezi adedi olgusii y 9us
di i ipe i t fixi § .
hmghltmfnr;‘shlczgmh chf)tre p"zz \(:VZTI '® | face to wall C;):l'tl:gs tubes / profiles | tubes sizes fuel heat outputs
BRONI mm mm mm mm mm adet / piece mm E/C/D btu watt
BR.1200.260.2.S.M.C 1200 | 260 | 32 228 60-75 75-90 1120 5 32 C 1788 524
BR120037425MC | 1200 | 374 | 32 342 60-75 75-90 1120 7 32 C |2508 735
BR.1800.260.2.5.M.C | 1800 | 260 | 32 228 60-75 75-90 1720 5 32 C |2682 786
BR.1800.374.2.5.M.C 1800 | 374 | 32 342 60-75 75-90 1720 7 32 C 3762 1102

1.8.1 SATINOX YUZEY / SATINOX SURFACE 2.8.M.AYNA YUZEY / MIRROR SURFACE  maks. galisma basinci 4 bar. / max.working pressure 4 BAR
Aks mesafeleri Evimetal paslanmaz vanalarin 6lglilerine gére verilmistir./ Axle centres are informed according to Evimetal stainless steell valves.
Krosnik boru ¢api 15-16 mm ve aksesuar pprc boru gapi %z duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilar gibi)

Cross-pipe diameter 15-16 mm and pprc pipe diameter 2 should be inside screwed to the wall such as mixer connections

Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir. Valves and accessories (page 124) are not included to the price.

304 kalite paslanmaz celikten imal edilmistir. / Manufactured from grade 304 stainless steel.

E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat / E: Electrical C:Central Installation D:Electrical and Central Installation
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PASLANMAZ RADYATORLER / STAINLESS STEEL RADIATORS
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kod / code fiyat / €
AN.600.660.15.W.H.C 318
AN.600.660.16.B.L.C 318
AN.600.1040.15.W.H.C 494
AN.600.1040.16.B.L.C 494
AN.600.660.10.N.T.C 318
AN.600.1040.10.N.T.C 494
boyut aks aks merkezi duvar sabitleme boru/ profil| boru / profil akit 1sil qii
yiikseklik uzunluk derinlik | mesafesi |duvar uzakhgi, mesafesi merkezi adedi olgusii i S
dimension pipe pipe centre fixing rofi .
height length depth T e —— face to wall centres tubes / profiles | tubes sizes fuel heat outputs
ANCHA mm mm mm mm mm adet / piece mm E/C/D btu watt
AN.600.660.15.W.H.C 600 1660 | 53 750 60-75 110-125 540 7 C 2639 774
AN.600.660.16.B.L.C 600 1660 | 53 750 60-75 110-125 540 7 C 2639 774
AN.600.1040.15.W.H.C | 600 | 1040 | 53 1120 60-75 110-125 540 1 C 4147 1216
AN.600.1040.16.B.L.C 60011040153 1120 60-75 110-125 540 1 C 4147 1216

15.W.H BEYAZ RENK / WHITE COLOR 16.B.L SIYAH RENK / BLACK COLOR 10.N.T NATUREL

Aks mesafeleri Evimetal paslanmaz vanalarin dlgiilerine gore verilmistir./ Axle centres are informed according to Evimetal stainless steell valves.

Krosnik boru gapi 15-16 mm ve aksesuar pprc boru ¢api % duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilar gibi)

Cross-pipe diameter 15-16 mm and pprc pipe diameter %2 should be inside screwed to the wall such as mixer connections
Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir. VValves and accessories (page 124) are not included to the price

304 kalite paslanmaz celikten imal edilmistir. / Manufactured from grade 304 stainless steel.

E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat / E: Electrical C:Central Installation D:Electrical and Central Installation
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PASLANMAZ RADYATORLER / clV]i

epsilon
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kod fiyat / €
EP.1800.280.15.W.H.C 358
EP.1800.280.16.B.L.C 358
_— EP.1800.470.15.W.H.C 566
EP.1800.470.16.B.L.C 566
EP.1800.280.10.N.T.C 358
EP.1800.470.10.N.T.C 566
boyut aks aks merkezi duvar sabitleme | boru/ profil| boru / profil akit wllGlE
yiikseklik uzunluk derinlik | mesafesi |duvar uzakhgi, mesafesi merkezi adedi olgiusii b e
EPSILON
EP.1800.280.15.W.H.C | 1800 | 280 | 53 360 60-75 110-125 1740 3 C 3394 995
EP.1800.280.16.B.L.C 18001280 1 53 360 60-75 110-125 1740 3 C 3394 995
EP.1800.470.15.WH.C | 18001470153 550 60-75 110-125 1740 5 C 5656 1659
EP.1800.470.16.B.L.C 18001470153 550 60-75 110-125 1740 5 C 5656 1659
15.W.H BEYAZ RENK / 16.B.L SIYAH RENK / 10.N.T NATUREL  maks. galisma basinci 4 bar. /

Aks mesafeleri Evimetal paslanmaz vanalarin élgllerine gore verilmistir./

Krosnik boru ¢api 15-16 mm ve aksesuar pprc boru ¢api ¥z duvara sifir i¢ disli oimahdir.(Batarya ve musluk baglantilari gibi)
Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir.

304 kalite paslanmaz celikten imal edilmistir. /
E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat /
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PASLANMAZ HAVLUPANLAR / STAINLESS STEEL TOWEL RAILS ClV]i B

trea

L]
o (o} o
o o o
o) < [eN
[}

X

It is included in the price
of product

kod / code fiyat / €

TR.1800.1.S.1.C 424

TR.1800.2.5.M.C 387

TR.1800.3.M.G.C 936

boyut aks aks merkezi duvar sabitleme | boru / profil| boru / profil akit isil giig
yiikseklik uzuniuk derinlik | mesafesi duvar uzakligi| mesafesi merkezi adedi olciisii y
dimgnsion pipe pipe centre | ¢ o to wall fixing tubes / profiles | tubes sizes fuel heat outputs
height length depth centre to wall centres

TREA mm mm mm mm mm adet / piece mm E/C/D btu watt
TR.1800.1.S.1.C 1800 51 | 145 1400 50 100 1400 1 42 E/C 992 291
TR.1800.2.5.M.C 1800 | 51 | 145 1400 50 100 1400 1 42 E/C | 992 291
TR.1800.3.M.G.C 1800 | 51 | 145 1400 50 100 1400 1 42 E/C | 992 291

1.8.1 SATINOX YUZEY / SATINOX SURFACE 2.8.M.AYNA YUZEY / MIRROR SURFACE 3.M.G.PARLAK ALTIN YUZEY / MIRROR GOLD SURFACE
Sadece kollektorlu tesisatlarda kullanilabilir. / Only used with collector installations. Maks. galisma basinci 4 bar. / Max.working pressure=4 BAR

Aks mesafeleri Evimetal paslanmaz vanalarin 6lgllerine gére verilmistir./ Axle centres are informed according to Evimetal stainless steell valves
Krosnik boru ¢api 15-16 mm ve aksesuar pprc boru ¢api 7z duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilar gibi)

Cross-pipe diameter 15-16 mm and pprc pipe diameter 2 should be inside screwed to the wall such as mixer connections

Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir. Valves and accessories (page 124) are not included to the price.

304 kalite paslanmaz celikten imal edilmistir. / Manufactured from grade 304 stainless steel

E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat / E: Electrical C:Central Installation D:Electrical and Central Installation
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ClV]iQ

PASLANMAZ HAVLUPANLAR / STAINLESS STEEL TOWEL RAILS
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kod / code fiyat / €
AD.800.500.2.5.M.C 610
AD.800.500.3.M.G.C 1040
AD.1106.500.2.5.M.C 852
AD.1106.500.3.M.G.C 1360
boyut aks aks merkezi duvar sabitleme |boru / profil| boru / profil yakit 1sil giig
yikseklik uzunluk derinlk | mesafesi |duvar uzakligi| mesafesi merkezi adedi olgusii
dimension pipe pipe centre | £ to wall fixing | (ypes  profites| tubes sizes fuel heat outputs
height length depth centre to wall centres
ADORA mm mm mm mm mm adet / piece mm E/C/ID btu watt
D800 a2 | 800500 | 60 50 80-95 125-140 665 12 32 E/IC | 1758 516
e aTe | 1108 500 60 50 80-95 125-140 970 16 32 E/C | 2435 688

1.8.1 SATINOX YUZEY / SATINOX SURFACE 2.8.M.AYNA YUZEY / MIRROR SURFACE 3.M.G.PARLAK ALTIN YUZEY / MIRROR GOLD SURFACE
Sadece kollektorll tesisatlarda kullanilabilir. / Only used with collector installations. Maks. galisma basinci 4 bar. / Max.working pressure=4 BAR
Aks mesafeleri Evimetal paslanmaz vanalarin 6lgtilerine gére verilmistir./ Axle centres are informed according to Evimetal stainless steell valves.
Krosnik boru ¢api 15-16 mm ve aksesuar pprc boru ¢api % duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilar gibi)

Cross-pipe diameter 15-16 mm and pprc pipe diameter 2 should be inside screwed to the wall such as mixer connections
Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir. Valves and accessories (page 124) are not included to the price

304 kalite paslanmaz celikten imal edilmistir. / Manufactured from grade 304 stainless steel
E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat / E: Electrical C:Central Installation D:Electrical and Central Installation
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PASLANMAZ HAVLUPANLAR / E n
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kod fiyat / €
i KR.780.500.1.S.1.C 614
KR.780.500.2.5.M.C 560
_' KR.780.500.3.M.G.C 990
KR.1160.500.1.S.1.C 950
KR.1160.500.2.8.M.C 862
KR.1160.500.3.M.G.C 1352
boyut aks aks merkezi duvar sabitleme | boru/ profil| boru / profil yakit isil giig
yiikseklik uzuniuk derinlik | mesafesi |duvar uzakhgi, mesafesi merkezi adedi olgusii
KREON
KR.780.500.1.S.1.C
KR.780.500.2.5.M.C 780|500 | 40 455 80-95 105-120 480 7 60 10 E/C 2240 657
KR.780.500.3.M.G.C
KR.1160.500.1.S.1.C
KR.1160.500.2.5.M.C 1160 | 500 | 40 455 80-95 105-120 860 10 60 10 E/C 2860 839
KR.1160.500.3.M.G.C
1.8.1 SATINOX YUZEY / 2.8.M.AYNA YUZEY / 3.M.G.PARLAK ALTIN YUZEY /
Sadece kollektorlu tesisatlarda kullanilabilir. / Maks. galisma basinci 4 bar. /

Aks mesafeleri Evimetal paslanmaz vanalarin dlgllerine gore verilmistir./
Krosnik boru ¢api 15-16 mm ve aksesuar pprc boru ¢api ¥z duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilari gibi)

Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir.

304 kalite paslanmaz celikten imal edilmistir. /
E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat /

113



PASLANMAZ HAVLUPANLAR / STAINLESS STEEL TOWEL RAILS
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kod / code fiyat / €
T0.950.500.400.2.8.M.C 964
T0.950.500.400.3.M.G.C 1484
boyut aks aks merkezi duvar sabitleme |boru / profil| boru / profil yakit 1sil giig
yikseklik uzunluk derink | mesafesi |duvar uzakligi| mesafesi merkezi adedi olgusii
dimension pipe pipe centre fixing . .
height length depth G — face to wall centres tubes / profiles | tubes sizes fuel heat outputs
TROIA mm mm mm mm mm adet / piece mm E/C/D btu watt
T0.950.500.400.2.5.M.C
09505004005 MG 95015151400 455 80-95 400 684 20 30-19 C 2324 681

1.S.I SATINOX YUZEY / SATINOX SURFACE 2.8.M.AYNA YUZEY / MIRROR SURFACE 3.M.G.PARLAK ALTIN YUZEY / MIRROR GOLD SURFACE
Sadece kollektorll tesisatlarda kullanilabilir. / Only used with collector installations. Maks. galigma basinci 4 bar. / Max.working pressure=4 BAR
Aks mesafeleri Evimetal paslanmaz vanalarin dlgiilerine gére verilmistir./ Axle centres are informed according to Evimetal stainless steell valves.

Krosnik boru gapi 15-16 mm ve aksesuar pprc boru ¢api % duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilar gibi)
Cross-pipe diameter 15-16 mm and pprc pipe diameter % should be inside screwed to the wall such as mixer connections.
Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir. Valves and accessories (page 124) are not included to the price.

304 kalite paslanmaz celikten imal edilmistir. / Manufactured from grade 304 stainless steel.
E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat / E: Electrical C:Central Installation D:Electrical and Central Installation
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kod / code fiyat/ €
TS 280.532.300.2.5.M.C 284
TS 280.532.300.3.M.G.C 542
boyut aks aks merkezi duvar sabitleme | boru / profil| boru / profil yakit isil giic
yikseklik uzunluk derinik | mesafesi |duvar uzakligi| mesafesi merkezi adedi olcisii
dimension pipe pipe centre fixing § .
height length depth e to wall face to wall centres tubes / profiles | tubes sizes fuel heat outputs
TROISI mm mm mm mm mm adet / piece mm E/C/D btu watt
TS 280.532.300.2.5.M.C
78 280532300360 280 15251300 455 80-95 300 462 5 38-32-21 C 457 134

1.8.I SATINOX YUZEY / SATINOX SURFACE 2.8.M.AYNA YUZEY / MIRROR SURFACE 3.M.G.PARLAK ALTIN YUZEY / MIRROR GOLD SURFACE
Sadece kollektorli tesisatlarda kullanilabilir. / Only used with collector installations. Maks. galisma basinci 4 bar. / Max.working pressure=4 BAR

Aks mesafeleri Evimetal paslanmaz vanalarin dlgiilerine gore verilmistir./ Axle centres are informed according to Evimetal stainless steell valves.
Krosnik boru gapi 15-16 mm ve aksesuar pprc boru ¢api ¥z duvara sifir i¢ digli olmalidir.(Batarya ve musluk baglantilari gibi)

Cross-pipe diameter 15-16 mm and pprc pipe diameter %2 should be inside screwed to the wall such as mixer connections.

Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir. Valves and accessories (page 124) are not included to the price.

304 kalite paslanmaz celikten imal edilmistir. / Manufactured from grade 304 stainless steel.

E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat / E: Electrical C:Central Installation D:Electrical and Central Installation
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PASLANMAZ HAVLUPANLAR / STAINLESS STEEL TOWEL RAILS
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kod / code fiyat/ €
SE.600.700.1.8.1.C 1282
SE.600.700.2.8.M.C 1396
SE.600.700.3.M.G.C 1976
boyut aks aks merkezi duvar sabitleme |boru / profil| boru / profil yakit 1sil giig
yiikseklik uzuniuk derinlik | mesafesi |duvar uzakhgi, mesafesi merkezi adedi olgiisii
dimension pipe pipe centre fixing § .
height length depth O - face to wall e tubes / profiles [ tubes sizes fuel heat outputs
SEDNA mm mm mm mm mm adet / piece mm E/C/D btu watt
SE.600.700.1.S.1.C
SE.600.700.2.S.M.C 600| 700] 210 50 65-80 275-290 460 4 30-30 C 2752 807
SE.600.700.3.M.G.C

1.S.I SATINOX YUZEY / SATINOX SURFACE 2.8.M.AYNA YUZEY / MIRROR SURFACE 3.M.G.PARLAK ALTIN YUZEY / MIRROR GOLD SURFACE
Sadece kollektorlii tesisatlarda kullanilabilir. / Only used with collector installations. Maks. galisma basinci 4 bar. / Max.working pressure=4 BAR

Aks mesafeleri Evimetal paslanmaz vanalarin dlgiilerine gore verilmistir./ Axle centres are informed according to Evimetal stainless steell valves.
Krosnik boru gapi 15-16 mm ve aksesuar pprc boru ¢api % duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilar gibi)

Cross-pipe diameter 15-16 mm and pprc pipe diameter %2 should be inside screwed to the wall such as mixer connections.

Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir. Valves and accessories (page 124) are not included to the price.

304 kalite paslanmaz celikten imal edilmistir. / Manufactured from grade 304 stainless steel.

E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat / E: Electrical C:Central Installation D:Electrical and Central Installation
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PASLANMAZ HAVLUPANLAR / elV]i
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kod fiyat / €
GR.850.485.1.5.1.C 680
GR.850.485.2.5.M.C 620
GR.850.485.3.M.G.C 1136
GR.1200.485.1.5.1.C 950
GR.1200.485.2.8.M.C 877
GR.1200.485.3.M.G.C 1384
GR.1600.485.1.S.1.C 1366
GR.1600.485.2.5.M.C 1240
GR.1600.485.3.M.G.C 1960
boyut aks aks merkezi duvar sabitleme |boru / profil| boru / profil yakit isil giig
yikseklik uzunluk derinik | mesafesi |duvar uzakhgi| mesafesi merkezi adedi olgusii
GREKA
GR.850.485.1.5.1.C
GR.850.485.2.8.M.C 850 | 485 | 45 455 50-65 85-100 590 1 30-30 C 1047 307

GR.850.485.3.M.G.C

GR.1200.485.1.5..C

GR.1200.485.2.5.M.C 1200 | 485 45 455 50-65 85-100 590 1 30-30 C 1478 434
GR.1200.485.3.M.G.C

GR.1600.485.1.5.1.C

GR.1600.485.2.5.M.C 1600 | 485 | 45 455 50-65 85-100 590 1 30-30 C 1970 576
GR.1600.485.3.M.G.C

1.S.1 SATINOX YUZEY / 2.S.M.AYNA YUZEY / 3.M.G.PARLAK ALTIN YUZEY /
Sadece kollektorli tesisatlarda kullanilabilir. / Maks. galisma basinci 4 bar. /

Aks mesafeleri Evimetal paslanmaz vanalarin 6lglilerine gore verilmistir./

Krosnik boru ¢api 15-16 mm ve aksesuar pprc boru ¢api ¥z duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilar gibi)

Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir.

304 kalite paslanmaz gelikten imal edilmistir. /
E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat /
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kod fiyat / €
MI.2000.600.250.1.S.1.C 982
boyut aks aks merkezi duvar sabitleme |boru / profil| boru / profil yakit isil giic
yikseklik uzunluk derinik | mesafesi |duvar uzakligi, mesafesi merkezi adedi olgiisii
SEDNA
MI.2000.600.250.1.5.1.C | 2000 | 600 | 250 1280 50-65 250 1284 2 80-40 c 1618 474
1.S.1 SATINOX YUZEY / 2.S.M.AYNA YUZEY / 3.M.G.PARLAK ALTIN YUZEY /
Sadece kollektorll tesisatlarda kullanilabilir. / Maks. ¢alisma basinci 4 bar. /

Aks mesafeleri Evimetal paslanmaz vanalarin dlgiilerine gore verilmistir./
Krosnik boru ¢api 15-16 mm ve aksesuar pprc boru ¢api ¥z duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilari gibi)

Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir.

304 kalite paslanmaz celikten imal edilmistir. /
E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat /
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PASLANMAZ HAVLUPANLAR /

nova

NOVA

NO.200.1000.1.8.1.C
NO.200.1000.2.8.M.C
NO.200.1000.3.M.G.C
NO.200.1500.1.8.1.C
NO.200.1500.2.8.M.C
NO.200.1500.3.M.G.C

NO.200.2000.1.8.1.C
NO.200.2000.2.8.M.C
NO.200.2000.3.M.G.C

1.S.1 SATINOX YUZEY /

boyut

ylikseklik uzunluk derinlik

200 | 2000 55

Sadece kollektorli tesisatlarda kullanilabilir. /

Aks mesafeleri Evimetal paslanmaz vanalarin 6lgtilerine gére verilmistir./
Krosnik boru ¢api 15-16 mm ve aksesuar pprc boru ¢api % duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilar gibi)

aks
mesafesi

200 [ 1000 55 1090

200 | 1500 55 1590

2090

2.S.M.AYNA YUZEY /

Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir.

304 kalite paslanmaz celikten imal edilmistir. /
E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat /

duvar
mesafesi merkezi
85-100 80
85-100 130
85-100 180

3.M.G.PARLAK ALTIN YUZEY /

Maks. calisma basinci 4 bar. /

sabitleme |boru / profil

adedi

kod

NO.200.1000.1.S.I.C
NO.200.1000.2.8.M.C
NO.200.1000.3.M.G.C
NO.200.1500.1.S.1.C
NO.200.1500.2.8.M.C
NO.200.1500.3.M.G.C
NO.200.2000.1.S.1.C
NO.200.2000.2.S.M.C
NO.200.2000.3.M.G.C

boru / profil
olgiisti

40-40

40-40

40-40

yakit

C

C

C

1000-1500-2000

CIVIi

40

1090-1590-2090

200

fiyat / €

418
456
922
606
666
1158
792
871
1376

1sil glic

607 178
852 250

1092 320
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PASLANMAZ HAVLUPANLAR / STAINLESS STEEL TOWEL RAILS
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kod / code fiyat/ €
DY.475.500.1.S.1.C 256
DY.475.500.2.8.M.C 281
DY.475.500.3.M.G.C 686
DY.890.500.1.S.1.C 489
DY.890.500.2.5.M.C 538
DY.890.500.3.M.G.C 1072
DY.1306.500.1.S.1.C 746
DY.1306.500.2.S.M.C 820
DY.1306.500.3.M.G.C 1416
boyut aks aks merkezi duvar sabitleme |boru / profil | boru / profil akit isil giig
yikseklik | uzunluk | derinlik mesafesi |duvar uzakligi, mesafesi merkezi adedi dlgiisii y
; i ipe i t fixi i i
DYNAMIC mm mm mm mm mm adet / piece mm E/C/D btu watt
DY.475.500.1.S.1.C
DY.475.500.2.S.M.C 4751500 140 50 85-100 105-120 355 4 21/80-40 E/C 704 206
DY.475.500.3.M.G.C
DY.890.500.1.S.I.C
DY.890.500.2.5.M.C 8901500140 50 85-100 105-120 780 8 21/80-40 E/C 1408 413
DY.890.500.3.M.G.C
DY.1306.500.1.S.1.C
DY.1306.500.2.S.M.C 1306 1 500 1 40 50 85-100 105-120 1190 12 21/80-40 E/C 2112 619
DY.1306.500.3.M.G.C

1.S.1 SATINOX YUZEY / SATINOX SURFACE 2.8.M.AYNA YUZEY / MIRROR SURFACE 3.M.G.PARLAK ALTIN YUZEY / MIRROR GOLD SURFACE
Sadece kollektorll tesisatlarda kullanilabilir. / Only used with collector installations. Maks. galisma basinci 4 bar. / Max.working pressure=4 BAR

Aks mesafeleri Evimetal paslanmaz vanalarin dlgiilerine gore verilmistir./ Axle centres are informed according to Evimetal stainless steell valves.
Krosnik boru gapi 15-16 mm ve aksesuar pprc boru ¢api % duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilar gibi)

Cross-pipe diameter 15-16 mm and pprc pipe diameter 2 should be inside screwed to the wall such as mixer connections

Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir. Valves and accessories (page 124) are not included to the price

304 kalite paslanmaz celikten imal edilmistir. / Manufactured from grade 304 stainless steel

E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat / E: Electrical C:Central Installation D:Electrical and Central Installation
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PASLANMAZ HAVLUPANLAR / STAINLESS STEEL TOWEL RAILS
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kod / code fiyat/ €
AR.500.500.1.S.1.C 279
AR.500.500.2.8.M.C 279
AR.500.500.3.M.G.C 486
AR.800.500.1.S.1.C 435
AR.800.500.2.5.M.C 435
AR.800.500.3.M.G.C 942
AR.1000.500.1.S.1.C 513
AR.1000.500.2.8.M.C 513
AR.1000.500.3.M.G.C 1066
boyut aks aks merkezi duvar sabitleme |boru/ profil| boru / profil T
yiksekk | uzuniuk | derinlik | mesafesi |duvar uzakligi| mesafesi merkezi adedi dlgiisii yakit isil giig
dimension ipe ipe centre fixin g i
height | lenght | depth c’;,ﬂre = ':0 wall face to wall centrgs tubes / profiles | tubes sizes fuel heat outputs
ARDEN mm mm mm mm mm adet / piece mm E/C/D btu watt
AR.500.500.1.S.1.C
AR.500.500.2.5.M.C 5001485 | 30 R . _ _
AR.500.500.3.M.G.C 455 80-95 95-110 360 6 20-20/30-30| E/C | 560 164
AR.800.500.1.S.1.C
AR.800.500.2.5.M.C 8001485130 455 80-95 95-110 580 9 20-20/30-30 | E/C 825 242
AR.800.500.3.M.G.C
AR.1000.500.1.S.1.C
AR.1000.500.2.5.M.C 10001485130 455 80-95 95-110 780 12 20-20/30-30 | E/C 1100 323
AR.1000.500.3.M.G.C

1.S.I SATINOX YUZEY / SATINOX SURFACE 2.8.M.AYNA YUZEY / MIRROR SURFACE 3.M.G.PARLAK ALTIN YUZEY / MIRROR GOLD SURFACE
Sadece kollektorlii tesisatlarda kullanilabilir. / Only used with collector installations. Maks. ¢caligma basinci 4 bar. / Max.working pressure=4 BAR
Aks mesafeleri Evimetal paslanmaz vanalarin dlgiilerine gore verilmistir./ Axle centres are informed according to Evimetal stainless steell valves.
Krosnik boru ¢api 15-16 mm ve aksesuar pprc boru gapi ¥z duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilari gibi)

Cross-pipe diameter 15-16 mm and pprc pipe diameter 2 should be inside screwed to the wall such as mixer connections
Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir. Valves and accessories (page 124) are not included to the price

304 kalite paslanmaz celikten imal edilmistir. / Manufactured from grade 304 stainless steel.
E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat / E: Electrical C:Central Installation D:Electrical and Central Installation

121




PASLANMAZ HAVLUPANLAR / STAINLESS STEEL TOWEL RAILS
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kod / code fiyat / €
Al.642.487.2.8.M.C 262
Al.642.487.3.M.G.C 644
Al.800.487.2.8.M.C 316
Al.800.487.3.M.G.C 674
) .boyut . aks . aks merkezi duvar . sabitleme boru / pr_ofil boru / profil yakit 1s1l giic
yikseklik [ uzunluk | derinlik | mesafesi |duvar uzakhgi| mesafesi merkezi adedi olgiisii
dimension pipe ipe centre fixing . .
heigh | lenght | depth | A facetowall | 09 |tubes/profiles| tubes sizes | fuel | heatoutputs
ARIA mm mm mm mm mm adet / piece mm E/C/D | btu watt
Al.642.487.2.8.M.C 95-110
AL642.487 3.M.G.C 6421487180 455 80-95 - 610 3 32 C 684 198
Al.800.487.2.5.M.C 95-110
ALL800.487.3.M.G.C 800 | 487 180 455 80-95 - 455 4 32 c 684 198

1.8.1 SATINOX YUZEY / SATINOX SURFACE 2.8.M.AYNA YUZEY / MIRROR SURFACE 3.M.G.PARLAK ALTIN YUZEY / MIRROR GOLD SURFACE
Sadece kollektorll tesisatlarda kullanilabilir. / Only used with collector installations. Maks. ¢alisma basinci 4 bar. / Max.working pressure=4 BAR

Aks mesafeleri Evimetal paslanmaz vanalarin dlgilerine gore verilmistir./ Axle centres are informed according to Evimetal stainless steell valves.
Krosnik boru ¢api 15-16 mm ve aksesuar pprc boru gapi /2 duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilar gibi)

Cross-pipe diameter 15-16 mm and pprc pipe diameter %2 should be inside screwed to the wall such as mixer connections.

Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir. \Valves and accessories (page 124) are not included to the price.

304 kalite paslanmaz celikten imal edilmistir. / Manufactured from grade 304 stainless steel.

E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat / E: Electrical C:Central Installation D:Electrical and Central Installation
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PASLANMAZ HAVLUPANLAR / STAINLESS STEEL TOWEL RAILS ClV]i B
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kod / code fiyat/ €
EO0S.430.500.2.8.M.C 186
E0S.430.500.3.M.G.C 626
E0S.430.600.2.5.M.C 208
E0S.430.600.3.M.G.C 648
E0S.720.350.2.5.M.C 248
E0S.720.350.3.M.G.C 712
EO0S.1200.350.2.5.M.C 376
E0S.1200.350.3.M.G.C 794
EO0S.1500.350.2.5.M.C 421
E0S.1500.350.3.M.G.C 868
E0S.720.500.2.8.M.C 292
E0S.720.500.3.M.G.C 672
EO0S.1200.500.2.S.M.C 443
EO0S.1200.500.3.M.G.C 996
EO0S.1500.500.2.5.M.C 512
EO0S.1500.500.3.M.G.C 1212
EO0S.720.600.2.5.M.C 314
E0S.720.600.3.M.G.C 724
EO0S.1200.600.2.S.M.C 492
EO0S.1200.600.3.M.G.C 1152
E0S.1500.600.2.5.M.C 574
EO0S.1500.600.3.M.G.C 1358
boyut aks aks merkezi duvar sabitleme |boru / profil| boru / profil -
yﬂkseklikIu¥unluklderinlik mesafesi | duvar uzakhgi| mesafesi merkezi adedi olgiisii yakit isil giig
hei ?himgwrﬁiﬁ:mh c’::-inptfe pi[zg szrllltre face to wall czr):i':gs tubes / profiles | tubessizes fuel heat outputs
EOS CURVE mm mm mm mm mm adet / piece mm E/C/D | btu watt
E0S.430.500.2.5.M.C
EOS 430 500.3.M.G.C 4301500145 455 65-75 80-90 230 6 32/19 C 783 230
E0S.430.600.2.5.M.C
EGS 430.600.3.M.G.C 4301600 | 45 568 65-75 80-90 230 6 32/19 C 895 262
E0S.720.350.2.5.M.C
FOS 720,350 3M.G.0 7201350145 318 65-75 80-90 520 10 32/19 C 1086 318
E0S.1200.350.2.5.M.C
£0S 12003503 MG 12001350 145 318 65-75 80-90 1000 16 32/19 C 1924 564
EOS.1500.350.2.5.M.C
E0S 15003503 MG.c| 19001350 1 45 318 65-75 80-90 1300 20 32/19 C 2259 662
E0S.720.500.2.5.M.C
EOS.720.500 3.M.G.C 7201500 145 455 65-75 80-90 520 10 32/19 C 1562 458
E0S.1200.500.2.5.M.C
E0S 1200 5003 MGG 12001500 |45 455 65-75 80-90 1000 16 32/19 C 2147 630
E0S.1500.500.2.5.M.C
EOS 18008003 M.G.c| 15001500 | 45 455 65-75 80-90 1300 20 32/19 C 2860 839
EO0S.720.600.2.8.M.C
EOS 720.600.3.M.G.C 7201600 145 568 65-75 80-90 520 10 32/19 C 1685 494
0S. .600.2.5.M.C
Eo 1o 2| 12001600 145 568 65-75 80-90 1000 16 32/19 c |2570 754
EOS.1500.600.2.5.M.C
EOS 15006003 M.G.c 15001600 145 568 65-75 80-90 1300 20 32/19 C 3025 887

1.8.1 SATINOX YUZEY / SATINOX SURFACE 2.8.M.AYNA YUZEY / MIRROR SURFACE 3.M.G.PARLAK ALTIN YUZEY / MIRROR GOLD SURFACE
Maks. galisma basinci 4 bar. / Max.working pressure=4 BAR Vanalar ve aksesuarlar (Sayfa / Page 122) fiyatlara dahil degildir.

Aks mesafeleri Evimetal paslanmaz vanalarin 6lgilerine gore verilmistir./ Axle centres are informed according to Evimetal stainless steell valves
Krosnik boru ¢api 15-16 mm ve aksesuar pprc boru ¢api 7z duvara sifir i¢ disli olmalidir.(Batarya ve musluk baglantilar gibi)

Cross-pipe diameter 15-16 mm and pprc pipe diameter 2 should be inside screwed to the wall such as mixer connections

Vanalar ve aksesuarlar (sayfa 124) fiyatlara dahil degildir. \Valves and accessories (page 124) are not included to the price.

304 kalite paslanmaz celikten imal edilmistir. / Manufactured from grade 304 stainless steel

E: Elektrik / C: Merkezi Tesisata Baglanmali / D: Elektrik ve Merkezi Tesisat / E: Electrical C:Central Installation D:Electrical and Central Installation
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VANA VE REZISTANSLAR / VALVES AND RESISTANCES

inox vanalar

Kare Vana Square Valve

inox valves

Yuzik i¢ capi Ring internal diameter
krosnik borular igin 17 mm
pp 1/2 borular igin 22 mm p|

e

ol .

L=

Yuvarlak Vana Round Valve

Kare Yiziik Square Cover

ClVIi

p 1/2 borular igin 22 mm

®R)

®)

Yizik i¢ ¢apl Ring internal diameter
krosnik borular igin 17 mm

Yuvarlak Yizik Round Cover

ylizey fiyat /e
surface
KDV.1.S.I MAT KARE INOX VANA (YERDEN GIKISLI - DUZ VANA) / SATIN SQUARE STRAIGHT VALVE 74
KKV.1.S.1 MAT KARE INOX VANA (DUVARDAN CIKISLI - KOSE VANA) / SATIN SQUARE ANGLED VALVE 74
KDV.2.S.M PARLAK KARE INOX VANA (YERDEN GCIKISLI - DUZ VANA) / POLISH SQUARE STRAIGHT VALVE 74
KKV.2.8.M PARLAK KARE INOX VANA (DUVARDAN CIKISLI - KOSE VANA) / POLISH SQUARE ANGLED VALVE 74
YKV.1.8.1 MAT YUVARLAK INOX VANA (DUVARDAN CIKISLI- KOSE VANA) / SATIN ROUND ANGLED VALVE 82
YKV.2.8.M PARLAK YUVARLAK INOX VANA (DUVARDAN CIKISLI- KOSE VANA) / POLISH ROUND STRAIGHT VALVE 82
KKV.3.M.G | ALTIN KARE INOX VANA (DUVARDAN CIKISLI- KOSE VANA) / POLISH GOLD SQUARE ANGLED VALVE 124
YKV.3.M.G | ALTIN YUVARLAK INOX VANA (DUVAR GCIKISLI- KOSE VANA) / POLISH GOLD ROUND STRAIGHT VALVE 132
KY.17.1.8.1 KARE YUZUK SATINOX GAP 17 MM / SATIN SQUARE RING 17 MM KY.22.1.8.1 4
YY.17.1.8.1 | YUVARLAK YUZUK SATINOX CAP 17 MM / SATIN ROUND RING 17 MM YY.22.1.8.1 4
KY.17.2.5.M | KARE YUZUK SUPER AYNA GAP 17 MM/ POLISH SQUARE RING 17 MM KY.22.2.8.M 4
AKY.17.1.S.] | ADORA KARE YUZUK GIFT MERKEZLI AKS 50 MM SATINOX GAP 17 MM / SATIN SQUARE DOUBLE CENTRE RING 17 MM AKY.22.1.S.1 8
AKY.17.2.5.M ADORA KARE YUZUK GIFT MERKEZLI AKS 50 MM SUPER AYNA GAP 17 MM/ POLISH SQUARE DOUBLE CENTRE RING 17 MM AKY.22.2.5.M 8
AKY.17.3.M.G| ADORA KARE YUZUK GIFT MERKEZLI AKS 50 MM PARLAK ALTIN GAP 17 MM/ GOLD SQUARE DOUBLE CENTRE RING 17 MM AKY.22.3.M.G 12
YY.17.2.8.M | YUVARLAK YUZUK SUPER AYNA GAP 17 MM / POLISH ROUND RING17 MM YY.22.2.8.M 4
KY.17.3.M.G | KARE YUZUK PARLAK ALTIN GAP 17 MM / POLISH GOLD SQUARE RING 17 MM KY.22.3.M.G 6
YY.17.3.M.G | YUVARLAK YUZUK PARLAKALTIN GAP 17 MM / POLISH GOLD ROUND RING 17 MM YY.22.3.M.G 6
boru kapama aparati ' . i i
tube closure parts (krosnik boru igindir.) rezistanslar resistants
|
. = -
kare yuvarlak .
Yyuzey fi
— lyat / €
| ' 1 I'_| surface
I 1
i 20 hareket : ! 20 hareket
_l ER.600.W - ELEKTRIKLI KABLOLU REZISTANS (65*- 75°- 20°) / CABLE ELECTRIC RESISTANCE 98
G.ER - ELEKTRIKLI GIZLI REZISTANS / HIDDEN ELECTRIC RESISTANCE 166
_'21 é_ YBA.1.S.1 - YUVARLAK BORU KAPAMA APARATI SATINE / ROUND SATIN TUBE CLOSURE PARTS 34
95
85 YBA.2.5.M - YUVARLAK BORU KAPAMA APARATI PARLAK / ROUND POLISH TUBE CLOSURE PARTS 34
KBA.1.S.I - KARE BORU KAPAMA APARATI SATINE / SQUARE SATIN TUBE CLOSURE PARTS 34
O m5 KBA.2.S.M - KARE BORU KAPAMA APARATI PARLAK / SQUARE POLISH TUBE CLOSURE PARTS 34
Omb|
— 35 <+ L 27 Isitici rezistans bagli radyator tizerinde 60 C lik 1sitma saglar.
Asiri Isinma ve yanmaya kars! gift termik sigorta mevcuttur.
| Simetrik olarak sag ya da sol tarafa veya ayni anda iki isiticlyl sag ve sola monte edebilirsiniz.
80 | | Maintaining a constant radiator temperature of 60C double overheating protection
50 Symmetric enclosure(assembled freely on left or right side )
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SABUNLUK VE SAMPUANLIK / SOAP AND SHAMPOO DISH E n

AKS 180 SABUNLUK / AKS 182 SAMPUANLIK

uran kodu
product code

AKS.180.1.S.1
AKS.180.2.8.M
AKS.180.3.M.G

AKS.182.1.8.1
AKS.182.2.8.M
AKS.182.3.M.G

Olct (mm) yﬂzey
dimension surface
SATINE / SATINOX
AKS SUPER AYNA / S.MIRROR
180 AYNA ALTIN / M.GOLD
SATINE / SATINOX
AKS SUPER AYNA / S.MIRROR
182 AYNA ALTIN / M.GOLD
o
295 N
[ 7
4
(s8]
8 2

295

AKS 180 teknik gizim

Kapak Tutucu / Cover Holder

AKS (DUZ) SATINE / SATINOX
164

AKS (KOSE) SATINE / SATINOX
166

Muidahele kapagi agma aparati Cover opening apparatus

AKS.164.1.S.1

AKS.166.1.S.1

-
E B
i Ay

ﬁ

fiyat AKS 180 SABUNLUK

AKS 182 SAMPUANLIK

&

AKS 182 teknik gizim

-
< e
)=
. %
8,2
w
-

Teknik c¢izim Technical drawing
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VIATRANS - QUASAR - ISTANBUL SELIMOGLU - GENGELKOY DEMIRLAND ASCIOGLU - SELENIUM ATAKOY ASTAS MACKA RESIDENCES
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ER YATIRIM - [ZMIR SHERATON OTEL ETSUN - BAKU DREAMLAND ILK INSAAT - BAKU PROJESI EGE YAPI - BATISEHIR SHERATON
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GARANTIA.S. - AKKOZA LYKIAWORLD - ANTALYA

W HOTEL PALM ISLAND, DUBAI

—

TEPE/MESA - ANKARA PARK MOZAIK SEBAA.S. - SULTANAHMET HILTON OLD TOWN ~ ORGUN - BOSPHORUS OTEL

v —.

BGM YAPI - SAMSUN TWIN TOWER ITO YATIRIM - ANKARA ONE TOWER POLIDAY BADEMLIK TERMAL OTEL 5LEVENT BIG 12

L o—

RC YAPI - BURSA BALAT LIFE RIXOS PREMIUM - ANTALYA MEDIKAL PARK - GAZIOSMANPASA
NEFIS CANKAYA EVLERI ANKARA NUHOGLU YENITEPE MAGICLIFE - IMPERIAL OTEL BELEK RIXOS TEKIROVA
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BAY INSAAT - MASLAK 42 TAVROS GROUP - HYATT REGENCY ZORLU CENTER ESIN YAPI ISTANBLOOM

il

ANT YAPI KUPLUCE MERIT CRYSTAL OTEL KIBRIS DELTA INSAAT SULTAN MAKAMI DEMSA - MACKA STARWOOD OTEL

KUZU EFFECT SINPAS - OTTOMARE SUITES AKRO YAPI - GAIA GOKTURK

HILTON izMIR KAR INSAAT THE CHESME SWISS HOTEL BODRUM

SGSL?OR CITY WESTINAND W HOTELS,  TOYA YAPI - QENT ISTINYE GURCISTAN SHERATON OTEL SELIN YAPI - RINGS iSTANBUL

KLK - VALLE LACUS SEMBOL INSAAT - RIXOS BELEK ARB INSAAT - NISBETIYE 10

METAL YAPI - COUNTRY LIFE BILGILI HOLDING - CORPERA OTEL UPTOWN INCEK - ANKARA FOLK ART iZMIiR BORNOVA

FOLK ART GESME THE MARMARA - TAKSIM BIAPORT - BURSA WEST GATE - ANKARA
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ERASTA EDIRNE AVM HILTON-HAMPTON-BURSA BROOKLYN PARK SHERATON-A LOFT OTEL-BURSA
E!! l !II I enium lll EIE! =
BAY HOTEL, DUBAI BAKIRKOY HILTON ANT YAPI-ANTORMAN CEVAHIR YAPI - SHERATON ATASEHIR

IC ICTAS - HILTON BOMONTI AKSOY INSAAT - CONRAD OTEL

SHANGRI LA HOTEL - ISTANBUL

ASCIOGLU RETRO KONUT PROJESI SAVOY PROJESI-ULUS AL WATHBA DESERT RESORT, ABU DHABI  GCESME OTELCILIK - RADISSON BLUE SiSLI
l n i u
-
ADANA RMI DENIZ ISTANBUL RIXOS-BOMONTI NEXT LEVEL - ANKARA
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baglayici degildir. Uriin fiyatlar degiskenlik gdsterebilir. Evimetal giincel fiyatlari gegerlidir. Fiyatlara K.D.V dahil degildir.

Evimetal tarafindan tim Griinler igin patent, faydali model, tasarim tescil ve marka basvurulari yapilmistir. Uriinlerin benzerini yapmak, satmak
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karteladan seginiz.

(©2017 All rights reserved.

The images and descriptions in the catalogue are based on technical details applicable at the time the catalogue is printed. Evimetal reserves the
right to modify technical details, colors and surfaces for product development purposes.

Evimetal reserves the right to amend and/or supplement the information provided at any time without any notice. Evimetal is not responsible for
typographical errors. The prices stated in the catalogue are not binding. Product prices may vary. The current prices of Evimetal shall apply. Vat is
not included. Evimetal has filed utility model, design registration and trademark applications for all products. Under the Turkish Commercial Code,
the manufacture and sale of duplications is a crime.

Evimetal reserves its right to make any changes in all its products without any notice, with the purpose of research and development. Please select
the right colors from the swatch card.
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